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1. Overall Description:

SA2 thanks SA3 on their LS on Clarifications on RRC Resume Request.
SA2 would like to provide answer to the SA3 questions relevant to of SA2: 

SA3 Question 3: Please clarify if the context transfer for the scenario when the ‘Resume ID’ is pointing to a neighbour eNB with possible X2 interface is similar to the X2 horizontal handover? 

[SA2 answer]: SA2 approved CR 2930 of TS 23.401 indicates: 

To maintain support for User Plane EPS Optimization at UE mobility between cells configured on different eNodeBs, the AS Context should be transferred between the eNodeBs, see TS 36.300 [5] and TS 36.423 [76].

More details on this procedure will be defined in TS under the control of RAN3. For this reason SA2 adds RAN3 in the correspondence of this LS reply.
SA3 Question 4: Is the MME aware of every state change of the UE, from ‘RRC Suspended’ to ‘RRC Connected’? Does the MME change the UE context from ECM_IDLE to ECM_CONNECTED, however short lived these transitions are?

[SA2 answer]: Yes with one clarification: MME still maintains ECM_IDLE and ECM_CONNECTED states and there is no RRC_suspended state defined. See more details in new clause 5.3.5A of the SA2 approved CR 2930 of TS 23.401.

2. Actions:

To SA3: Take this information into account
3. Date of Next TSG-SA WG2 Meetings:

TSG-SA WG2 Meeting #114
11-15 April, 2016

Sophia Antipolis, FR

TSG-SA WG2 Meeting #115
23-27 May, 2016

Nanjing, China
