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Abstract of the contribution: This contribution proposes to add some definitions to the eDECOR TR23.711.
Introduction
In the solutions in the TR23.711 a number identities are used but they are lacking any definitions which can be needed to make a proper evaluation of the solutions.


· 
· 
· 
· 

Definitions are proposed for UE Usage Type, DCN Isolation/Separation.      
Proposal

It is proposed to capture the following updates in TR 23.711.
***** First Change *****
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].




UE Usage Type: The following definition exists in TS23.008 v13.3.0.

"The UE Usage Type indicates the usage characteristics of the UE for use with Dedicated Core Networks (DCN); it is subscription information that enables the UE to be served by a specific DCN (i.e., one or more MME/SGSN and optionally one or more SGW/PGW/PCRF), as described in 3GPP TS 23.401 [74].
UE Usage Type is permanent data and conditionally stored in HSS, MME and SGSN."


DCN Isolation/Separation: DCN isolation/separation is the ability of the mechanism to prevent re-routing cases.
***** End of Change *****
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