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Abstract of the contribution: This paper proposes to conclude the TR and proceed with normative specification. 
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8
Conclusions

For Key Issue 1a (How to handle UE's IMS emergency registration) and Key Issue 1b (How to support PSAP callback):

-
Solution #5 captured in clause 6.5 is the selected solution, pending an analysis of its security aspects by SA3.
Editor’s note:
This conclusion is a working assumption and may be challenged in SA2#114 if it can be shown that that there is a solution to key issue #1a and #1b that is more efficient and has less impact on the system compared to solution #5.  (Deleted by approved pCR S2-161982)
For Key Issue 2 - Handling of non UE detectable Emergency Session:

-
Solution #1 with option c) (possibly as described in Solution #1a: How P-CSCF can detect emergency numbers in a VPLMN”) for inter-operator database query is selected. This can be complemented with local configuration as in option a), with a limited number of roaming partners (e.g. bordering countries) and where option c is not used for these cases.
For Key Issue 3 - Determination of the ID of the visited PLMN at IMS Entities in HPLMN:
-
Solution #6 as captured in Section 6.6 is the selected solution.

For Key Issue 4 - Local Number Translation and Routing:

-
Solution #2 Local Number Translation captured in Section 6.2 is the selected solution.

Editor’s Note: This conclusion may be challenged in SA2#114 if it can be shown that the solution does not meet requirements for key issue #4. (Deleted by approved pCR S2-161989)
The solutions selected above provide the architecture enhancements required to support S8 home routed roaming architecture for VoLTE. Normative specification based on above selected solutions should proceed. Potential impacted stage 2 specifications are as follows (list is not exhaustive)
- 
TS 23.401 [7]
- 
TS 23.228 [8]
- 
TS 23.167 [9]
- 
TS 23.203[11] (if needed)
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