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Abstract of the contribution: Solution x: High level principles for emergency ePDG selection reusing the solution defined for regular ePDG selection. 
Introduction - Discussion

Instead of losing time discussing the details the approach is to agree on the top principles and to fine tune the details when discussing the actual CR to 23.402.
Proposal

It is proposed to update 23.771 as follows (all text is new text):

**** First Change ****

6.x
Solution x: High level principles for emergency ePDG selection reusing the solution defined for regular ePDG selection
This solution addresses only ePDG selection for emergency services (the UE is aware that the user has dialled an emergency number)
ePDG selection for emergency services follows the same mechanisms than ePDG selection for regular (non emergency ) services with following changes
1. The UE shall use an ePDG to access a PLMN in the country where the UE is 

2. ePDG selection for emergency services is not needed when the UE is currently connected to an ePDG in the local country that has indicated support for emergency services

3. It shall be possible to configure (“emergency ePDG identifier configuration”) the UE (e.g. H-ANDSF, USIM, etc) with an ePDG address that supports emergency bearer services in its HPLMN: the emergency ePDG identifier configuration contains the FQDN or IP address of an ePDG in the HPLMN.

Following points apply in case emergency ePDG identifier configuration of an ePDG for emergency services is not used

4. A similar procedure than described in 23.402 §4.5.4.5 applies with modifications described below

5. A DNS query dedicated to emergency services thus different from the one used for selection of an ePDG for regular services (“The UE shall perform a DNS query to determine if the visited country mandates the selection of ePDG in this country”) is needed as the DNS query used  in 23.402 § 4.5.4.5 “ePDG Selection with DNS-based Discovery of Regulatory Requirements” provides output only if there are LI requirements in the local country and furthermore does not indicate which PLMN have deployed ePDG for emergency services.
· Thus dedicated DNS records are used that indicate the PLMNs in a country that have deployed ePDG supporting emergency services.
6. Following part of 23.402 § 4.5.4.5 “ePDG Selection with DNS-based Discovery of Regulatory Requirements” may be reused “with following modifications highlighted in italics”
-
If the UE is registered via 3GPP access to a PLMN which is included in the DNS response, then the UE shall first try to select an ePDG in this PLMN.

· -
(if the UE has got an UICC) If the UE is registered via 3GPP access to a PLMN which is not included in the DNS response or the UE is not registered via 3GPP access to any PLMN, then the UE shall select an ePDG in one of the PLMNs included in the DNS response The UE shall select one of the PLMNs included in the DNS response based on the prioritized list of PLMNs in the ePDG selection information (i.e. the UE shall select first the highest priority PLMN in the ePDG selection information that is contained in the DNS response). If the ePDG selection information does not contain any of the PLMNs in the DNS response or the UE is not configured with the ePDG selection information, then the UE shall select a PLMN included in the DNS response based on its own implementation means. 
NOTE: the PLMN in the list of PLMNs in the ePDG selection information have roaming agreement for ePDG access with the HPLMN 

-
If the UE cannot select an ePDG as described above  or has got no UICC, then the UE shall
-
If Unauthenticated emergency bearers are allowed in the local country, the UE shall attempt an un-authenticated access to an ePDG of a PLMN included in the DNS response. The UE selects a PLMN within this response based on its own implementation policies.

-
If there has been no DNS response and the ePDG selection information contains one or more PLMNs in the visited country, the UE shall select an ePDG in one of these PLMNs. The UE shall consider these PLMNs based on their priorities in the ePDG selection information.

· If any of the previous procedures failed  and the UE has got an USIM, the UE may attempt an access to an ePDG of the HPLMN

7. The FQDN constructed by the UE (based on the selected PLMN-Id) shall contain an indication that the UE requires an ePDG that supports emergency bearer services

The access (for regular or for emergency session) to an ePDG may be rejected based on local policies related with where the UE is located.

NOTE: 
This may be used in some countries to prevent IMS access when the UE is located in an area where this PLMN has no access to a local PSAP.
*** end of change ***
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