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1
Discussion

Void.
Changes tagged “from 6.4.17” depict text copied from solution 6.4.17 to solution 6.4.16.

Changes tagged “LTHbm0” depict new text
2
Proposal

It is proposed to modify TR 23.799 as follows… 

6.4.16
Solution 4.16: the interaction between MM and SM

This solution is to address Work task 2 "the relation between SM and MM".

6.4.16.1
Architecture Description
6.4.16.1.1
Overview

According to the solutions for Key issue 1 "Support of network slicing", especially for UE that would be served by multiple slices, the MM function may be common CP function, and SM function may reside in the separate network slice to support the session handling function required by the special network slice. In this case, the MM function and SM function will be separate NFs, and there are interactions between MM NF and SM NF

The function architecture with MM and SM separation in Core network control plane functions is depicted in the following figure where MM and SM are in 2 different functional entities with a standard NG11 interface in-between:
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Figure 6.4.16.1-1: The reference architecture with MMF and SMF separation

The architecture includes the following functions and principles:

-
The MMF Network Function supports the UE management functions per UE level, including: subscriber registration/de-registration, UE location management and CP connection management. As the CN entry function towards UE, MMF also transfers the messages between UE and other CN Control Plane NFs e.g. SM NF;
-
In case the UE is served by multiple slices the MMF belongs to the Common Core Functions ("group B" architecture),  
-
There is an unique MMF serving an UE. In case of roaming MMF is always fully located  in the serving PLMN
NOTE 1: MM manages the UE as a whole so can hardly be sliced. For example the reachability or the location of an UE is an attribute of the UE, not of a service of the UE.
-
The SMF Network Function supports the end-to-end control functions on PDU sessions and the SM control signalling towards/from UE is transferred via MMF NF;

-
In case of an UE served by multiple slices there are multiple instances of SMF that serve the UE.
NOTE 2: Different SMF entities (located in different slices) may manage different services of the UE without conflicting each others.

-
The connection context related with a PDU session in a NGUP (User Plane) is only controlled by one entity (the SMF)
-
In case of roaming there is a SMF entity handling the SM signalling of the UE in the serving PLMN. In case of Home Routed roaming, there is another SMF entity in the HPLMN that controls the UPGW/UPF that terminates the NG6 interface with the Data Network.
-
The UE and the Core Network exchange SM signalling via the common NAS Font-End that is located in the MMF. There is a unique NAS Front-End per UE handling both MM and SM related signalling. The NAS Font-End in MMF terminates NAS security and acts as a relay between the UE and the different SMF instances
-
The MMF is not expected to maintain session context or be aware of the content of SM NAS message except for NAS SM message routing. SM NAS message are processed by SMF. Accordingly Session contexts should only be stored at SMF. 
-
NAS MM messages and NAS SM messages and the corresponding procedures should be decoupled, so that the NAS Front End inside MMF can easily know if one NAS message should be routed to a SMF, or locally processed in the MMF.
-
NG2 signalling related with UE is terminated in the MMF i.e. there is an unique NG2 termination for a given UE regardless of the number of  PDU sessions (possibly zero) of this UE. To ensure a better decoupling of MMF and SMF, Mobility Management and Session Management related information shall be decoupled within NG2 signalling

NOTE 3: This ensures that the RAN needs only to consider one single termination in the Core for the NAS signalling that it relays and this independently of the internal structure of the Core (independently of the Core slicing):
NOTE 4: This simplifies the procedures related with NAS security (avoiding that each slice has to manage NAS security and the necessary re-Authentication that may be needed to refresh the NAS security keys)
6.4.16.1.2
Interactions between MMF and SMF
The interactions between MMF and SMF include:

-
MMF maintains the UE MM context including UE location, the status of UE Control Plane Connection (NG1), SMF identities and SMF maintains the session context including the status of the UE session.

-
There may be multiple SMF functions in CN CP to control the different types of PDU sessions on the UE. The MMF selects the SMF functions based on the assistance information in the NAS signalling.

-
For one UE, the SMF NF store the MM NF that serves the UE in UE SM context in order to   be able to use the NG1 / NG2 termination capability of the MMF.

-
The SMF function subscribes to the UE mobility event from MMF NF to be notified for the mobility event, e.g. the UE state change  between IDLE and CONNECTED. When the mobility event occurs, the MMF NF notifies the related SMF NF.
-
Some Mobility related events or state transitions have an impact on the PDU sessions and may require action on the NGUP (the User Plane entities in the Core) i.e. on NG4. Likewise some Session related actions are required towards the AN (on NG2)
1.
At the set-up / modification of a PDU session: the SMF needs to interact with MMF in order to send to the AN Data handling control information (e.g. indication of where to send UL traffic from the UE, rules related with the QoS associated with data flows) and needs to receive from the AN DL Data forwarding address information (User Plane address of the AN) in order to control DL data forwarding in the NGUP(s). This corresponds to NG2 impacts of SM events.

2.
At the release of a PDU session: the SMF needs to interact with MMF in order to remove the corresponding Data handling policies in the AN. This corresponds to NG2 impacts of SMF events

3.
At the transition from IDLE to CONNECTED: the SMF needs to interact with MMF in order to send to the RAN Data handling control information (e.g. indication of where to send UL traffic from the UE, rules related with the QoS associated with data flows) and needs to receive from the AN DL Data forwarding address information (User Plane address of the AN) in order to control DL data forwarding in the NGUP(s). This corresponds to the handling of a MM event requiring the exchange of session related information on NG2

4.
During a Hand-Over : the SMF needs to interact with MMF in order to receive from the RAN the DL Data forwarding address information  (User Plane address of the RAN) from the RAN in order to control DL data forwarding  in the NGUP(s). This corresponds to the handling of a MM event requiring the exchange of session related information on NG4

NOTE:
The interaction information between MMF and SMF in Handover procedure depends on the detail handover solution discussed in mobility management key issue.
5.
When the UE becomes IDLE, MMF notifies the SMF in order for SMF to modify the settings for DL data forwarding in the NGUP(s). This corresponds to the handling of a MM event requiring the exchange of session related information on NG4

6.
When it has been made aware by the NGUP that some DL data has arrived for an UE in IDLE mode (and the UE is not known to be in a power saving state), the SMF has to be able to interact with MMF in order to trigger UE paging from the RAN. This corresponds to MM impacts (including NG2 impacts) of SMF events

7.
The SMF may need to interact with MMF in order to be able to control the NGUP(s) based on the power saving state of the UE
Editor's note: The impacts of the various SSC (session and service continuity) modes to the split between MMF and SMF are FFS

Management of the relationship between MMF and SMF

Some functionalities are needed in the MMF to deal with the multiple SMF that serve the UE: These functionalities are aware of the SMF that serve the UE and Route NAS SM signaling to SMF
-
MMF store the identification of serving SMF(s) of UE
-
The relationship between MMF and a SMF entity is created at the first PDU session for the UE that is handled by a SMF instance and released when the last PDU session for the UE is deactivated in SMF.
-
SMF stores the identification of serving MMF of UE.
Further considerations

-
The SMF needs to receive an indication of the permanent user identity of the UE having sent a NAS SM message. This is needed for Policy, charging and LI interactions. 

-
When SMF needs to send NAS SM signalling to an UE, it provides the permanent user identity of this UE, in order for the NAS Front-End in MMF to retrieve the corresponding NAS signalling security context.

6.4.17.1.3
Subscription data

It is needed to Control whether NAS SMF requests from the UE comply with the user subscription. SMF enforces such control.

In order to avoid that each SM entity has to contact the Subscriber Data Base (in HPLMN) to get subscription information, the MMF puts in a Local Database the subscription information it has received from the Subscriber Data Base (in HPLMN). This information is made available by MMF to SMF. SMF subscribes towards the local DB to changes of the SM related subscription data of an UE (actually to changes on the DNN/APN related subscription data) .


6.4.16.2
Function description 
6.4.16.2.1
The subscription on NG3 addressing change related with an UE 
The subscription on NG3 addressing change related with an UE is depicted in the following figure:
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Figure 6.4.16.2.1-1: The subscription on NG3 addressing change related with an UE 
0. During PDU session establishment, the MMF selects a SMF to handle NAS SM signalling indicating a new PDU session. The MMF transfers the SM NAS signalling between UE and SMF.  The permanent User Identity is added to the NAS SM Signalling exchanged between MMF and SMF.
1.
 When the SMF considers the PDU session set-up request as valid, the SMF registers onto MMF for this UE and PDU session. This registration request includes the UE Identity, the NAS identifier for the PDU session and the SMF identity. It may contain a Subscription Request on NG3 addressing change related with an UE in order for the SMF to be notified when NG3 addressing change related with an UE occurs (e.g. change between IDLE and CONNECTED, change of  AN Node).  
2.
The MMF stores the ID of the SMF instance which serves the UE for that PDU session and the event notification request  for NG3 addressing change related with an UE.
3.
The MMF sends the Registration and Subscription Response to SMF to confirm the registration and subscription request is accepted.
4. 
The set-up of the session goes on: the SMF determines NG3 addressing information at the UPGW/UPF and QoS policies related with the PDU session and has via MMF NG2 signalling related with the PDU session exchanged with the AN. This NG2 signalling contains:
-
From SMF to AN: NG3 addressing information (at the UPGW/UPF) and QoS policies related with the PDU session

-
From AN to SMF: NG3 addressing information (at the AN) related with the PDU session
NOTE:
 It is up to stage 3 to determine whether or not step 4 takes place simultaneously  with steps 1, 2 and 3
6.4.16.2.3
The notification on NG3 addressing change related with an UE
The notification on NG3 addressing change related with an UE is depicted in the following figure:
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Figure 6.4.16.2.3-1: the notification on NG3 addressing change related with an UE
1.
A Mobility event occurs that induce the need for NG3 addressing change related with an UE;

2.
The MMF identifies which NFs shall be notified based on the stored subscription request associated with the UE, and the MMF sends NG3 addressing change related with an UE Notification message to the corresponding SMF. The notification includes UE ID and event type.
3.
The SMF perform the related session update, the detail session update procedure is determined by the session management solution; 
This may induce the transfer via MMF of NG2 signalling exchanged with the AN and related with the PDU session. This signalling contains:

-
From SMF to AN: NG3 addressing information (at the UPGW/UPF) and QoS policies related with the PDU session

-
From AN to SMF: NG3 addressing information (at the AN) related with the PDU session
.
The SMF sends UE Mobility Notification Response to the MM NF to confirm its operation on the NG3 addressing change related with an UE is completed;
NOTE:
 It is up to stage 3 to determine whether or not step 4 takes place simultaneously  with steps 2 and 3

6.4.16.3
Solution evaluation 
Editor's note: This clause will contain evaluation on the system impacts, e.g., UE, access network and non-access network.
6.4.17
Solution 4.17: 
Void
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