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1
Introduction

With the ongoing deployments of VoLTE and other IMS-based services (e.g. IMS video calls and SMS-over-IMS) the last services that were traditionally provided via the CS-domain are finally being moved to the PS domain. 
Unfortunately, the paging provisions over E-UTRAN currently only allow to discriminate between “CS domain” and “PS domain”, without any further differentiation within the “PS domain”. Notably, the E-UTRAN paging currently allows for no differentiation between IMS services and non-IMS services, let alone between specific IMS services (e.g. IMS voice vs “IMS other”).

As a result the UE needs to treat all “PS domain” paging requests equally, which may lead to decreased efficiency in some scenarios. It is noted that, in contrast to E-UTRAN, the paging message in UTRAN allows for discrimination of MT service based on its traffic class (Conversational, Interactive, etc.), which makes the E-UTRAN appear as functionally deficient in this respect.
2
Discussion

2.1
Issue Description 
When UE is registered to a VPLMN and performing PLMN search (i.e. background scan for HPLMN or higher priority PLMN) or when a registered UE performs a manual PLMN search, the PLMN search can be interrupted by a paging request leading the UE to move to connected mode and respond to paging. Most of the time PS domain paging will be for PS data other than IMS (e.g. an application server in the network wishing to push data to the UE for one of the many different applications running in the UE). Even though in most of these cases the PS data is delay tolerant and postponing the response to the paging request is without significant consequences, currently the paging cannot be ignored completely, because the PS paging could have been triggered by a “critical” service such as IMS voice call. The multiple interruptions of the PLMN search caused by the paging can result in an unpredictable delay of the PLMN search completion or, in the worst case, even in a failure of the procedure. Delay in moving to preferred PLMN (via manual PLMN search or HPLMN search) in roaming scenarios can even incur additional roaming charges on the user.

2.2
Possible solution

The network could provide more granular information in the E-UTRAN paging procedure to indicate the type of service that triggered the paging. For instance, the PS paging message could contain a “Paging Cause” parameter including the following values.
1.
IMS voice service

2.
IMS SMS service
3.
IMS other service (not voice / SMS related)
4.
Any IMS service
5.
Other PS service (not IMS related)

Networks which can only discriminate between IMS and non-IMS service could use 4) and 5). Whereas networks which are able to discriminate between different types of IMS services (i.e. voice call, SMS, messaging, etc.) could use options 1), 2), 3) and 5).

According to TS 23.401, when P-GW receives mobile terminated data for a UE, the P-GW forwards these data to S-GW. The S-GW informs the MME about incoming data via “Downlink Data Notification” which shall include ARP, Bearer id and optionally Paging Parity Indicator (PPI) when so configured per operator’s policy.

To identify the range of possible paging cause values there are two cases to consider on the network side:

1.
EPC supports PPI
2.
EPC does not support PPI

When EPC supports PPI, this information is available at MME. MME can distinguish clearly for which IMS service the paging has to be initiated towards UE. MME can classify paging from one of options provided below as “Paging Cause” and add that information in the [S1 AP] PAGING message towards eNodeB:
1.
IMS voice service

2.
IMS SMS service

3.
IMS other services (not voice/SMS-related)

4.
Other PS service (not IMS-related)

On receiving [S1 AP] PAGING message from MME, the eNodeB forwards the “Paging Cause” in the “Paging” message on Uu interface to UE. On receiving paging with appropriate “Paging Cause”, UE takes an appropriate decision based on preferences preconfigured by the operator or user.

Depicted in Figure 1 is a pictorial representation of generating “Paging Cause” when EPC supports PPI.
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Figure 1: Paging cause differentiation when EPC supports PPI

When EPC does not support PPI, MME can utilize the EPS bearer ID it receives in “Downlink Data Notification” message from S-GW. If the EPS bearer ID received in “Downlink Data Notification” message is associated with QCI value “5” (= IMS signaling), the paging is marked as associated with IMS ("IMS any service"). If the EPS bearer ID received from S-GW in “Downlink Data Notification” message is not associated with QCI value equal to “5” then the paging is marked as not associated with IMS ("Other PS service").

Hence when EPC does not support PPI, based on the EPS bearer ID and its associated QCI value, MME can indicate eNodeB about “Paging Cause” as defined below.

1. Any IMS service

2. Other PS service (Not IMS related)
Depicted in Figure 2 is a pictorial representation of generating “Paging Cause” when EPC does not support PPI.
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Figure 2: Paging cause differentiation when EPC does not support PPI
When the UE is roaming in a new VPLMN, it needs to know whether the network is supporting the Paging cause parameter or not, and to which level of granularity the network is supporting the Paging cause (i.e. whether the network is able to distinguish between different kinds of IMS services [voice vs. SMS vs. other IMS services], or whether it is just able to distinguish between IMS services and non-IMS services.

In principle it is possible for the network to indicate the support (and level of support) explicitly via signaling between network and UE (e.g. in dedicated RRC signaling or system information broadcast signaling, or in NAS signaling, e.g. during attach or TAU procedure). However, it is also possible that the UE determines the support by analyzing the Paging messages the network is sending on the paging channel.
Assuming that the majority of paging via the radio interface will be for "other PS services", it may be most efficient from signaling point of view, if the “paging cause” parameter is included in the Paging message only when it is triggered by IMS service (i.e. the absence of the Paging cause parameter implicitly indicates "Other PS service").
3
Conclusion and proposal
Based on the discussion in the previous sections it is proposed to enhance the paging functionality in EPC/E-UTRAN to allow it to discriminate mobile terminated paging for IMS services, thus enabling the UE to take more appropriate decision in certain situations (e.g. temporary disregard a paging message for services other than IMS voice call in case the UE performs background PLMN search).

Networks supporting the paging priority indication (PPI) feature can distinguish IMS services more accurately than those that do not support. Networks that do not support the PPI feature, can still discriminate between IMS and non-IMS service based on the QCI value associated with the data bearer that triggers the paging.
For information the Annex of this contribution includes draft CRs against TS 36.314, TS 36.331 and TS 23.401 that illustrate the specification impact of this proposed functionality.

The 23.401 is also submitted for approval in this meeting (S2-16yyyy).
 Annex
A
Draft CRs
This Annex includes draft CRs against TS 23.401, 36.314 and TS 36.331 that illustrate the specification impact of the proposed introduction of Paging Cause in EPS/LTE.

Annex
A.1
SA2 Draft CR on TS 23.401

* * * 1st change * * * 
5.3.4.3
Network Triggered Service Request
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Figure 5.3.4.3-1: Network triggered Service Request procedure

If the MME needs to signal with the UE that is in ECM-IDLE state, e.g. to perform the MME/HSS-initiated detach procedure for the ECM-IDLE mode UE or the S‑GW receives control signalling (e.g. Create Bearer Request or Update Bearer Request), the MME starts network triggered service request procedure from step 3a in the Network Triggered Service request procedure.

If the MME wishes to use the Control Plane CIoT EPS Optimisation for mobile terminating services, then the procedure of clause 5.3.4B.3 is used to replace the procedure of this clause.

If ISR is activated, when the Serving GW receives a Create Bearer Request or Update Bearer Request for a UE, and the S‑GW does not have a downlink S1-U and the SGSN has notified the Serving GW that the UE has moved to PMM-IDLE or STANDBY state, the Serving GW buffers signalling messages and sends a Downlink Data Notification to trigger the MME and SGSN to page the UE. If the Serving GW, while waiting for the user plane to be established, is triggered to send a second Downlink Data Notification with higher priority (i.e. ARP priority level) than the first Downlink Data Notification was sent with, the Serving GW sends a new Downlink Data Notification message indicating the higher priority to the MME. If the Serving GW receives additional downlink signalling messages for a bearer with same or lower priority than the first Downlink Data Notification was sent for or if the Serving GW has sent the second Downlink Data Notification message indicating the higher priority and receives additional downlink signalling messages for this UE, the Serving GW buffers these downlink signalling messages and does not send a new Downlink Data Notification. The S‑GW will be notified about the current RAT type based on the UE triggered service request procedure. The S‑GW will go on executing the dedicated bearer activation or dedicated bearer modification procedure, i.e. send the corresponding buffered signalling to MME or SGSN which UE resides in now and inform the current RAT type to the PDN GW if the RAT type has been changed compared to the last reported RAT Type. If dynamic PCC is deployed, the current RAT type information shall also be conveyed from the PDN GW to the PCRF. If the PCRF response leads to an EPS bearer modification the PDN GW should initiate a bearer update procedure as specified in clause 5.4.2.1 below.

When the Serving GW sends a Downlink Data Notification, it shall include both EPS Bearer ID and ARP. If the Downlink Data Notification is triggered by the arrival of downlink data packets at the Serving GW, the Serving GW shall include the EPS Bearer ID and ARP associated with the bearer on which the downlink data packet was received. If the Downlink Data Notification is triggered by the arrival of control signalling, the Serving GW shall include the EPS Bearer ID and ARP if present in the control signalling. If the ARP is not present in the control signalling, the Serving GW shall include the ARP in the stored EPS bearer context.

If a LIPA PDN connection exists, when the L-GW receives the downlink data for a UE that is in ECM-IDLE state, the L-GW sends the first downlink user packet to Serving GW and buffers all other downlink user packets. The Serving GW will trigger the MME to page the UE.

1.
When the Serving GW receives a downlink data packet/control signalling for a UE known as not user plane connected (i.e. the S‑GW context data indicates no downlink user plane TEID), it buffers the downlink data packet and identifies which MME or SGSN is serving that UE.


If that MME has requested the Serving GW to throttle downlink low priority traffic and if the downlink data packet is received on a low priority bearer to be throttled (see clause 4.3.7.4.1a), the SGW drops the downlink data. The steps below are not executed.


If that MME has requested the S‑GW to delay sending the Downlink Data Notification (see clause 5.3.4.2 on "Handling of abnormal conditions in UE triggered Service Request"), the Serving GW buffers the downlink data and waits until the timer expires before continuing with step 2. If the DL-TEID and eNodeB address for that UE is received before the expiry of the timer, the timer shall be cancelled and the Network triggered Service Request procedure is finished without executing the steps below, i.e. DL data are sent to the UE.


If the Serving GW receives additional downlink data packets/control signalling for this UE before the expiry of the timer, the Serving GW does not restart this timer.

2.
The Serving GW sends a Downlink Data Notification message (ARP, EPS Bearer ID, Paging Policy Indication) to the MME and SGSN nodes for which it has control plane connectivity for the given UE. The ARP and EPS Bearer ID are always set in Downlink Data Notification. The MME and SGSN respond to the S‑GW with a Downlink Data Notification Ack message. When supporting Paging Policy Differentiation, the Serving GW indicates in the message the Paging Policy Indication related to the downlink data that triggered the Downlink Data Notification message, as described in clause 4.9. The EPS Bearer ID and Paging Policy Indication may be used by the MME to determine the Paging Cause in the Paging message in step 3a.
NOTE 1:
The ARP, the EPS Bearer ID and optionally the Paging Policy Indication are sent to the SGSN as well as MME, but the usage of these parameters at SGSN is not specified in this release of the specification.


An MME and an SGSN that detects that the UE is in a power saving state (e.g. Power Saving Mode or extended idle mode DRX) and cannot be reached by paging at the moment, shall invoke extended buffering depending on operator configuration, except for cases described in next paragraphs. MME/SGSN derives the expected time before radio bearers can be established to the UE. The MME/SGSN then indicates DL Buffering Requested to the Serving GW in the Downlink Data Notification Ack message and includes a DL Buffering Duration time and optionally a DL Buffering Suggested Packet Count. The MME/SGSN stores a new value for the DL Data Buffer Expiration Time in the MM context for the UE based on the DL Buffering Duration time and skips the remaining steps of this procedure. The DL Data Buffer Expiration Time is used for UEs using power saving state and indicates that there are buffered data in the Serving GW and that the user plane setup procedure is needed when the UE makes signalling with the network. When the DL Data Buffer Expiration Time has expired, the MME/SGSN considers no DL data to be buffered and no indications of Buffered DL Data Waiting are sent during context transfers at TAU procedures.


If there is a "Availability after DDN Failure" monitoring event configured for the UE in the MME/SGSN, the MME/SGSN does not invoke extended buffering. Instead, the MME/SGSN sets the Notify-on-available-after-DDN-failure flag to remember to send an "Availability after DDN Failure" notification when the UE becomes available. If there is a "UE Reachability" monitoring event configured for the UE in the MME/SGSN, the MME/SGSN should not need to invoke extended buffering.

NOTE 2:
When "Availability after DDN failure" and "UE reachability" monitoring events are used for a UE, the application server is assumed to send data when the UE is reachable or about to become reachable, hence no extended buffering is needed. If there are multiple application servers, the event notifications and extended buffering may be needed simultaneously. It is assumed this is handled through additional information based on SLA as described in the next paragraph.


The MME/SGSN may use additional information based on a SLA with the MTC user for when to invoke extended buffering, e.g. only invoke it for a certain APN, do not invoke it for certain subscribers, invoke extended buffering in conjunction with "Availability after DDN failure" and "UE reachability" monitoring events, etc.


A Serving GW that receives a DL Buffering Requested indication in a Downlink Data Notification Ack message stores a new value for the DL Data Buffer Expiration Time based on the DL Buffering Duration time and does not send any additional Downlink Data Notification if subsequent downlink data packets are received in the Serving GW before the buffer time DL Data Buffer Expiration Time has expired for the UE.


If the Serving GW, while waiting for the user plane to be established, is triggered to send a second Downlink Data Notification for a bearer with higher priority (i.e. ARP priority level) than the first Downlink Data Notification was sent for, the SGW sends a new Downlink Data Notification message indicating the higher priority to the MME. If the Serving GW receives additional downlink data packets for a bearer with same or lower priority than the first Downlink Data Notification was sent for or if the Serving GW has sent the second Downlink Data Notification message indicating the higher priority and receives additional downlink data packets for this UE, the Serving GW buffers these downlink data packets and does not send a new Downlink Data Notification.


If the Serving GW, while waiting for the user plane to be established, receives a Modify Bearer Request message from MME or SGSN other than the one it sent a Downlink Data Notification message to, the Serving GW re-sends the Downlink Data Notification message only to the new MME or SGSN from which it received the Modify Bearer Request message even if ISR is active.


If the Tracking Area Update procedure with MME change or the Routing Area Update procedure is in progress when the old MME receives a Downlink Data Notification message, the old MME may reject a Downlink Data Notification message with an indication that the Downlink Data Notification message has been temporarily rejected.


Similarly, if the Routing Area Update procedure with SGSN change or the Tracking Area Update procedure is in progress when the old SGSN receives a Downlink Data Notification message, the old SGSN may reject a Downlink Data Notification message with an indication that the Downlink Data Notification message has been temporarily rejected.


Upon reception of a Downlink Data Notification Ack message with an indication that the Downlink Data Notification message has been temporarily rejected and if the Downlink Data Notification is triggered by the arrival of downlink data packets at the Serving GW, the Serving GW may start a locally configured guard timer and buffers all downlink user packets received to the given UE and waits for a Modify Bearer Request message to come. Upon reception of a Modify Bearer Request message, the Serving GW re-sends the Downlink Data Notification message only to the new MME or SGSN from which it received the Modify Bearer Request message even if ISR is active. Otherwise the Serving GW releases buffered downlink user packets at expiry of the guard timer or receiving the Delete Session Request message from MME/SGSN.


Upon reception of a Downlink Data Notification Ack message with an indication that the Downlink Data Notification message has been temporarily rejected and if the Downlink Data Notification is triggered by the arrival of signalling messages at the Serving GW, the Serving GW may reject the PDN GW initiated EPS bearer(s) request with the same indication that the request has been temporarily rejected. Upon reception of a rejection for an EPS bearer(s) PDN GW initiated procedure with an indication that the request has been temporarily rejected, the PDN GW may start a locally configured guard timer. The PDN GW may re-attempt, up to a pre-configured number of times, when either it detects the UE accesses via a new SGW or at expiry of the guard timer.

3a.
If the UE is registered in the MME and considered reachable for paging, the MME sends a Paging message (NAS ID for paging, TAI(s), UE identity based DRX index, Paging DRX length, list of CSG IDs for paging, Paging Priority indication, Paging Cause) to each eNodeB belonging to the tracking area(s) in which the UE is registered. The step is described in detail in TS 36.300 [5] and TS 36.413 [36]. Steps 3-4 are omitted if the MME already has a signalling connection over S1-MME towards the UE but the S1-U tunnel has not yet been established.


If extended idle mode DRX is enabled for the UE, the MME pages the UE just before the occurrence of the UE's next paging occasion, which is determined as described in TS 23.682 [74].

NOTE 3:
Steps 3a and 4a are performed also when the UE and the network support User Plane CIoT EPS Optimization and the previous RRC connection has been suspended.


Paging priority indication is included only:

-
if the MME receives a Downlink Data Notification or Create Bearer Request with an ARP priority level associated with MPS or other priority services, as configured by the operator.

-
One Paging Priority level can be used for multiple ARP priority level values. The mapping of ARP priority level values to Paging Priority level (or levels) is configured by operator policy.


During a congestion situation the eNodeB may prioritise the paging of UEs according to the Paging Priority indications.


If the MME, while waiting for a UE response to the Paging Request message sent without Paging Priority indication, receives an Update Bearer Request, Create Bearer Request or Downlink Data Notification, any of which indicates an ARP priority level associated with MPS or other priority services, as configured by the operator, the MME shall send another paging message with the suitable Paging Priority.


When the MME is configured to support CSG paging optimisation in the CN, the MME should avoid sending Paging messages to those eNodeB(s) with CSG cells for which the UE does not have a CSG subscription. When the MME is configured to support CSG paging optimisation in the HeNB Subsystem, the list of CSG IDs for paging is included in the Paging message. For CSG paging optimisation, the CSG IDs of expired CSG subscriptions and valid CSG subscriptions are both included in the list. If the UE has emergency bearer service the MME shall not perform the CSG paging optimisation.

NOTE 4:
An expired CSG subscription indicates that the UE is not allowed service in the CSG. However, since the removal of the CSG from the UE is pending, it is possible the UE will camp on that CSG and therefore the UE is still paged for the CSG.

NOTE 5:
The eNodeB reports to the MME the CSG ID supported. For More detail of this procedure refer to TS 36.413 [36]. 

When the MME supports SIPTO at Local Network and LIPA paging for traffic arriving on the PDN connection with L-GW function collocated with the (H)eNB the MME should only page this (H)eNB to avoid sending Paging messages to eNodeB(s) that are not handling this specific PDN connection.


Paging strategies may be configured in the MME for different combinations of APN, Paging Policy Indication from SGW when available (see clause 4.9) and other EPS bearer context information e.g. QCI. APN and any EPS bearer context information are identified by EPS bearer ID received in Downlink Data Notification. Paging strategies may include:

-
paging retransmission scheme (e.g. how frequently the paging is repeated or with what time interval);

-
determining whether to send the Paging message to the eNodeBs during certain MME high load conditions;

-
whether to apply sub-area based paging (e.g. first page in the last known ECGI or TA and retransmission in all registered TAs).


If extended idle mode DRX was enabled in the UE, the MME may additionally take into account the Paging Time Window length for paging retransmission schemes.

NOTE 6:
The Paging priority in the Paging message is set based on priority level of the ARP IE received in Downlink Data Notification or Create/Update Bearer Request message and is independent from any paging strategy.


The MME and the E-UTRAN may support further paging optimisations in order to reduce the signalling load and the network resources used to successfully page a UE by one or several following means:

-
by the MME implementating specific paging strategies (e.g. the S1 Paging message is sent to the eNB that served the UE last);

-
by the MME considering Information On Recommended Cells And ENBs provided by the E-UTRAN at transition to ECM IDLE. The MME takes the eNB related part of this information into account to determine the eNBs to be paged, and provides the information on recommended cells within the S1 Paging message to each of these eNBs;

-
by the E-UTRAN considering the Paging Attempt Count Information provided by the MME at paging.


When implementing such optimisations/strategies, the MME shall take into account any PSM active timer and the DRX interval for the UE.


If the UE Radio Capability for Paging Information is available in the MME, the MME adds the UE Radio Capability for Paging Information in the S1 Paging message to the eNB.


If the Information On Recommended Cells And ENBs For Paging is available in the MME, the MME shall take that information into account to determine the eNBs for paging and, when paging an eNB, the MME may transparently convey the information on recommended cells to the eNB.


The MME may include in the S1AP Paging message(s) the paging attempt count information. The paging attempt count information shall be the same for all eNBs selected by the MME for paging.


If the MME has Information for Enhanced Coverage stored, the MME shall include it in the Paging message for all eNBs selected by the MME for paging.

3b.
If the UE is registered in the SGSN, the SGSN sends paging messages to RNC/BSS, which is described in detail in TS 23.060 [7].

4a.
If eNodeBs receive paging messages from the MME, the UE is paged by the eNodeBs. The step is described in detail in TS 36.300 [5] and TS 36.304 [34].

4b.
If RNC/BSS nodes receive paging messages from the SGSN the UE is paged by the RNSC/BSS, which is described in detail in TS 23.060 [7].

5.
When UE is in the ECM-IDLE state, upon reception of paging indication in E-UTRAN access, the UE initiates the UE triggered Service Request procedure (clause 5.3.4.1) or, if the UE is enabled to use User Plane CIoT EPS Optimization and there is suspended access stratum context stored in the UE, the UE initiates the Connection Resume procedure (clause 5.3.5A). If the MME already has a signalling connection over S1-MME towards the UE but the S1-U tunnel has not yet been established, then the messages sequence performed start from the step when MME establishes the bearer(s).


Upon reception of paging indication in UTRAN or GERAN access, the MS shall respond in respective access as specified TS 24.008 [47] and the SGSN shall notify the S‑GW.


The MME and/or SGSN supervises the paging procedure with a timer. If the MME and/or SGSN receives no response from the UE to the Paging Request message, it may repeat the paging according to any applicable paging strategy described in step 2.


If the MME and/or SGSN receives no response from the UE after this paging repetition procedure, it shall use the Downlink Data Notification Reject message to notify the Serving GW about the paging failure, if paging was triggered by a Downlink Data Notification message, unless the MME or SGSN is aware of an ongoing MM procedure that prevents the UE from responding, i.e. the MME or SGSN received a Context Request message indicating that the UE performs TAU or RAU procedure with another MME or SGSN. If paging was triggered by control signalling from the Serving GW and if the MME or SGSN receives no response from the UE after this paging repetition procedure, the MME or SGSN shall reject that control signalling. When a Downlink Data Notification Reject message is received, if ISR is not activated, the Serving GW deletes the buffered packet(s). If ISR is activated and the Serving GW receives Downlink Data Notification Reject message from both SGSN and MME, the Serving GW deletes the buffered packet(s) or rejects the control signalling which triggers the Service Request procedure. The Serving GW may invoke the procedure PGW Pause of Charging (clause 5.3.6A) if UE is in ECM IDLE and the PDN GW has enabled "PDN charging pause" feature.

NOTE 7:
The Serving GW may initiate the procedure PGW Pause of Charging at any time before step 5 if the UE is in ECM IDLE and the PDN GW has indicated that the feature is enabled for this PDN. See clause 5.3.6A.

6a.
If ISR is activated and paging response is received in E‑UTRAN access the Serving GW sends a "Stop Paging" message to the SGSN.

6b.
If ISR is activated and paging response is received in UTRAN or GERAN access the Serving GW sends a "Stop Paging" message to the MME.

The Serving GW transmits downlink data towards the UE via the RAT which performed the Service Request procedure.

For a LIPA PDN connection, after the UE enters connected mode, the packets buffered in the L-GW are forwarded to the HeNB on the direct path. If the UE enters connected mode at a different cell than the one where the L-GW is colocated, the MME shall deactivate the LIPA PDN connection as defined in clause 5.3.4.1 step 2.

If the network triggered service request fails due to no response from the UE, then MME and/or SGSN may based on operator policy initiate the Dedicated Bearer Deactivation procedure for preserved GBR bearers. For details, see clause 5.4.4.2 for MME and TS 23.060 [7] for SGSN.
* * * End of 1st change * * * 
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8.5.2
Successful Operation
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Figure 8.5.2-1: Paging procedure
The MME initiates the paging procedure by sending the PAGING message to the eNB.

At the reception of the PAGING message, the eNB shall perform paging of the UE in cells which belong to tracking areas as indicated in the List of TAIs IE.

The CN Domain IE shall be transferred transparently to the UE.
The Paging Cause IE shall be transferred transparently to the UE.
The Paging DRX IE may be included in the PAGING message, and if present the eNB shall use it according to TS 36.304 [20].

A list of CSG IDs may be included in the PAGING message.

If included, the E-UTRAN may use the list of CSG IDs to avoid paging the UE at CSG cells whose CSG ID does not appear in the list.

For each cell that belongs to any of the TAs indicated in the List of TAIs IE, the eNB shall generate one page on the radio interface.

The Paging Priority IE may be included in the PAGING message, and if present the eNB may use it according to TS 23.401 [11] and TS 23.272 [17].

If the UE Radio Capability for Paging IE is included in the PAGING message, the eNB may use it to apply specific paging schemes.

If the Assistance Data for Recommended Cells IE is included in the Assistance Data for Paging IE it may be used, together with the Paging Attempt Information IE if also present according to TS 36.300 [14].

If the Assistance Data for CE capable UEs IE is included in the Assistance Data for Paging IE, it may be used for paging the indicated CE capable UE, together with the Paging Attempt Information IE according to TS 36.300 [14].

If the Next Paging Area Scope IE is included in the Paging Attempt Information IE it may be  used for paging the UE according to TS 36.300 [14].

If the Paging eDRX Information IE is included in the PAGING message, the eNB shall, if supported, use it according to TS 36.304 [20]. If the Paging Time Window IE is included in the Paging eDRX Information IE, the eNB shall take this information into account to determine the UE’s paging occasion according to TS 36.304 [20]. The eNB should take into account the reception time of the PAGING message on the S1-MME interface to determine when to page the UE.

If the Extended UE Identity Index Value IE is included in the PAGING message, the eNB shall, if supported, use it to identify the paging resources to be used according to TS 36.304 [20].

If the NB-IoT Paging eDRX Information IE is included in the PAGING message, the eNB shall, if supported, use it according to TS 36.304 [20]. If the NB-IoT Paging Time Window IE is included in the NB-IoT Paging eDRX Information IE, the eNB shall take this information into account to determine the UE’s paging occasion according to TS 36.304 [20]. The eNB should take into account the reception time of the PAGING message on the S1-MME interface to determine when to page the UE.

* * * End of 1st change * * * 

* * * 2nd change * * * 

9.1.6
PAGING

This message is sent by the MME and is used to page a UE in one or several tracking areas.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	UE Identity Index value
	M
	
	9.2.3.10
	
	YES
	ignore

	UE Paging Identity
	M
	
	9.2.3.13
	
	YES
	ignore

	Paging DRX
	O
	
	9.2.1.16
	
	YES
	ignore

	CN Domain
	M
	
	9.2.3.22
	
	YES
	ignore

	Paging Cause
	O
	
	9.2.3.XX
	
	YES
	ignore

	List of TAIs
	
	1
	
	
	YES
	ignore

	>TAI List Item
	
	1 .. <maxnoofTAIs>
	
	
	EACH
	ignore

	>>TAI
	M
	
	9.2.3.16
	
	-
	

	CSG Id List
	
	0..1
	
	
	GLOBAL
	ignore

	>CSG Id
	
	1 .. <maxnoofCSGId>
	9.2.1.62
	
	-
	

	Paging Priority
	O
	
	9.2.1.78
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.2.1.98
	
	YES
	ignore

	Assistance Data for Paging
	O
	
	9.2.1.103
	
	YES
	ignore

	Paging eDRX Information
	O
	
	9.2.1.111
	
	YES
	ignore

	Extended UE Identity Index Value
	O
	
	9.2.3.46
	
	YES
	ignore

	NB-IoT Paging eDRX Information
	O
	
	9.2.1.115
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofTAIs
	Maximum no. of TAIs. Value is 256.

	maxnoofCSGIds
	Maximum no. of CSG Ids within the CSG Id List. Value is 256.


* * * End of 2nd change * * * 

* * * 3rd change * * * 

9.2.3.XX
Paging Cause
This IE indicates which type of incoming data from PS domain initiating paging.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Paging Cause
	O
	
	ENUMERATED(IMS voice, IMS SMS, IMS Other, Any IMS, Other PS)
	


* * * End of 3rd change * * * 
Annex
A.3
RAN2 Draft CR on TS 36.331
* * * 1st change * * * 
5.3.2.3
Reception of the Paging message by the UE

Upon receiving the Paging message, the UE shall:

1>
if in RRC_IDLE, for each of the PagingRecord, if any, included in the Paging message:

2>
if the ue-Identity included in the PagingRecord matches one of the UE identities allocated by upper layers:

3>
forward the ue-Identity and, except for NB-IoT, the cn-Domain and paging-Cause to the upper layers;

1>
if the systemInfoModification is included; or

1> if the UE is configured with a DRX cycle longer than the modification period and the systemInfoModification-eDRX is included:

2>
re-acquire the required system information using the system information acquisition procedure as specified in 5.2.2.

1>
if the etws-Indication is included and the UE is ETWS capable:

2>
re-acquire SystemInformationBlockType1 immediately, i.e., without waiting until the next system information modification period boundary;

2>
if the schedulingInfoList indicates that SystemInformationBlockType10 is present:

3>
acquire SystemInformationBlockType10;

NOTE:
If the UE is in CE, it is up to UE implementation when to start acquiring SystemInformationBlockType10.
2>
if the schedulingInfoList indicates that SystemInformationBlockType11 is present:

3>
acquire SystemInformationBlockType11;

1>
if the cmas-Indication is included and the UE is CMAS capable:

2>
re-acquire SystemInformationBlockType1 immediately, i.e., without waiting until the next system information modification period boundary as specified in 5.2.1.5;

2>
if the schedulingInfoList indicates that SystemInformationBlockType12 is present:

3>
acquire SystemInformationBlockType12;

1>
if in RRC_IDLE, the eab-ParamModification is included and the UE is EAB capable:

2>
consider previously stored SystemInformationBlockType14 as invalid;

2>
re-acquire SystemInformationBlockType1 immediately, i.e., without waiting until the next system information modification period boundary as specified in 5.2.1.6;

2>
re-acquire SystemInformationBlockType14 using the system information acquisition procedure as specified in 5.2.2.4;
1>
if in RRC_IDLE, the redistributionIndication is included and the UE is redistribution capable:

2>
Perform E-UTRAN inter-frequency redistribution procedure as specified in TS 36.304 (5.2.4.10, [4]);
* * * End of 1st change * * * 
* * * 2nd change * * * 
6.2.2
Message definitions

–
Paging
The Paging message is used for the notification of one or more UEs.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: PCCH

Direction: E‑UTRAN to UE

Paging message
-- ASN1START

Paging ::=




SEQUENCE {


pagingRecordList



PagingRecordList 




OPTIONAL,
-- Need ON


systemInfoModification


ENUMERATED {true}




OPTIONAL,
-- Need ON


etws-Indication




ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension


Paging-v890-IEs





OPTIONAL

}

Paging-v890-IEs ::=


SEQUENCE {


lateNonCriticalExtension

OCTET STRING






OPTIONAL,


nonCriticalExtension


Paging-v920-IEs






OPTIONAL

}

Paging-v920-IEs ::=


SEQUENCE {


cmas-Indication-r9



ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension



Paging-v1130-IEs



OPTIONAL

}

Paging-v1130-IEs ::=


SEQUENCE {


eab-ParamModification-r11

ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension


Paging-v1310-IEs




OPTIONAL

}
Paging-v1310-IEs ::=


SEQUENCE {


redistributionIndication-r13
ENUMERATED {true}




OPTIONAL,
--Need ON

systemInfoModification-eDRX-r13
ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension


SEQUENCE {}






OPTIONAL

}
PagingRecordList ::=



SEQUENCE (SIZE (1..maxPageRec)) OF PagingRecord

PagingRecord ::=




SEQUENCE {


ue-Identity






PagingUE-Identity,


cn-Domain






ENUMERATED
{ps, cs},

paging-Cause





ENUMERATED
{imsVoice, imsSms, imsOther, anyIMS, otherPS},

...

}

PagingUE-Identity ::=



CHOICE {


s-TMSI







S-TMSI,


imsi







IMSI,


...

}

IMSI ::=






SEQUENCE (SIZE (6..21)) OF IMSI-Digit

IMSI-Digit ::=





INTEGER (0..9)

-- ASN1STOP

	Paging field descriptions

	cmas-Indication

If present: indication of a CMAS notification.

	cn-Domain

Indicates the origin of paging.

	paging-Cause
Indicates type of paging for PS domain.

	eab-ParamModification
If present: indication of an EAB parameters (SIB14) modification.

	etws-Indication

If present: indication of an ETWS primary notification and/ or ETWS secondary notification.

	imsi

The International Mobile Subscriber Identity, a globally unique permanent subscriber identity, see TS 23.003 [27]. The first element contains the first IMSI digit, the second element contains the second IMSI digit and so on.

	redistributionIndication

If present: indication to trigger E-UTRAN inter-frequency redistribution procedure as specified in TS 36.304 [4, 5.2.4.10]

	systemInfoModification

If present: indication of a BCCH modification other than SIB10, SIB11, SIB12 and SIB14. This indication does not apply to UEs using eDRX cycle longer than the BCCH modification period.

	systemInfoModification-eDRX

If present: indication of a BCCH modification other than SIB10, SIB11, SIB12 and SIB14. This indication applies only to UEs using eDRX cycle longer than the BCCH modification period.

	ue-Identity

Provides the NAS identity of the UE that is being paged.


* * * End of 2nd change * * * 
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