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Abstract of the contribution: This contribution adds the high level function description of QoS handling for PC5 based V2X communication to the TS 23.285.
1. Discussion
This contribution adds the high level function description of QoS handling into TS 23.285 based on agreed contents in TR 23.785 sol. 6 general description section. The detailed operation procedures in sol. 6 have dependency on RAN WG feedbacks, and should be handled later. 
2. Proposal
* * * * Start of 1st Change * * * *
4.4.q
QoS handling for V2X communication
4.4.q.1
QoS handling for V2X communication over PC5

When PC5 is used for the transmission of V2X messages, the following principles are followed for both network scheduled operation mode and UE autonomous resources selection mode:
-
ProSe Per-Packet Priority (PPPP) defined in clause 5.4.6.1 of TS 23.303 [5] applies to the V2X communication over PC5.

-
The application layer sets the PPPP for each V2X message when passing it to lower layer for transmission.

-
The mapping of application layer V2X message priority to PPPP is based on pre-configuration on the UE. The configuration of such mapping on the UE is out of scope of 3GPP.
-
Core Network, i.e. MME, provides the UE-PC5-AMBR based on subscription information to the eNB as part of the UE context information.

When the network scheduled operation mode is used, following additional principles apply:
-
UE provides priority information reflecting PPPP to the eNB for resources request.

-
When the eNB receives a request for PC5 resource from a UE, the eNB can deduce the packet delay budget and reliability from the priority information from the UE.

-
eNB can use the priority information for priority handling and UE-PC5-AMBR for capping the UE PC5 transmission in the resources management.
NOTE:
The configuration for deriving packet delay budget and reliability of a V2X message from priority information is provided to eNB via O&M mechanism. 
* * * * End of Changes * * * *
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