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Definition

3GPP TS 22.011 defines what services are within scope of the PS_Data_off work item, see table 1
	10.2
Requirements
The 3GPP system shall provide a mechanism by which an operator can configure which operator services are defined as 3GPP PS Data Off Exempt Services for their own subscribers.
When 3GPP PS Data Off is activated in the UE, in order to preserve charging consistency:

-
the UE shall inform the network that 3GPP PS data Off is activated, 

-
the UE shall cease the sending of uplink IP Packets of all services that are not 3GPP PS Data Off Exempt Services, and

-
the network shall cease the sending of downlink IP Packets to the UE for all services that are not 3GPP PS Data Off Exempt Services.

NOTE:
Disabling of IP Packets on both the uplink and downlink is needed in order to provide consistency of charging between HPLMN and VPLMN, as well as consistency between what the user expects and what the user may be billed for.

3GPP PS Data Off may be activated based on roaming status.

Each of the following operator services shall be configurable by the HPLMN operator on a per PLMN basis to be part of the 3GPP PS Data Off Exempt Services:

-
MMTel Voice;

-
SMS over IMS;

-
USSD over IMS (USSI);

-
MMTel Video;

-
particular IMS services not defined by 3GPP, where each such IMS service is identified by an IMS communication service identifier; 

-
Device Management over PS; and

-
IMS Supplementary Service configuration via the Ut interface using XCAP.

The user should be made aware of the services that are 3GPP PS Data Off Exempt Services.




Table 1- Extract from 3GPP TS 22.011
Service Enforcement

SIP based services can be enforced in the IMS network, however there are 2 non based services that enforcement needs to be considered for. XCAP and OMA Device management.  Both of these are mobile originated services.

IR.88 [x] defines that XCAP uses the APN known as the “APN for related Home Operator Services”.  This APN could be an existing APN (e.g. internet access, WAP, MMS etc) or could be a new APN.   It is recommended that a new APN is used for XCAP, thus allowing USAT application to differentiate when APN is activated.  It is proposed that if XCAP is not be a 3GPP PS Data Off Exempt service then the APN is provisioned as service that is disallowed.  Text in section 6.3.1 is sufficient.
Proposal
3GPP TS 22.011 is pretty clear on what services are within scope 3GPP PS Data off service. It is proposed that SA2 follow the SA1 requirements and support the ability to allow or disallow the 2 defined services:
-
Device Management over PS; and

-
IMS Supplementary Service configuration via the Ut interface using XCAP.

* * * Start of changes * * * *
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 22.011: "Service accessibility".
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3
Definitions, symbols and abbreviations
Delete from the above heading those words which are not applicable.

Clause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Definition format (Normal)

<defined term>: <definition>.

3GPP PS Data Off: A feature which when configured in the UE and the Core Network by the HPLMN and activated by the user prevents transport via PDN connections in 3GPP access of all IP packets except IP packets required by 3GPP PS Data Off Exempt Services.

3GPP PS Data Off Exempt Services: A set of operator services that are allowed even if the 3GPP PS Data Off feature has been activated in the UE by the user.
non-SIP based Service: A service that does not use SIP.  3GPP TS 22.011 [2] clause 10 defines 2 such service: Device Management over PS and IMS Supplementary Service configuration via Ut interface using XCAP.
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

Abbreviation format (EW)

<ACRONYM>
<Explanation>

* * * Next change * * * *

5.3
Key Issue 3 - support for controlling non-SIP based services which are not 3GPP PS Data Off Exempt Services in roaming (LBO and roaming with no IMS roaming interfaces) and non-roaming cases

5.3.1
Description  

This key issue addresses the control of non-SIP based services which are not part of the 3GPP PS Data Off Exempt Services.


NOTE:
The non-SIP based 3GPP PS Data Off Exempt Services can be used over a PDN connection to an APN other than the IMS well known APN only.
* * * Next change * * * *

6.3
Solution for Key Issue 2 - making the UE aware of 3GPP PS Data Off Exempt Services 

6.3.1
Description

The HPLMN configures the UE with the 3GPP PS Data Off Exempt Services using a management object in the ME.

The non-SIP based 3GPP PS Data Off Exempt Services are identified in the UE by an APN and an uplink filter to be enforced by the UE for originating non-SIP requests. 

Editor's note:
The exact content of the uplink filter is FFS.


The SIP based 3GPP PS Data Off Exempt Services are identified in the UE by enumeration (MMTel Voice, SMS over IMS, USSD over IMS, MMTel Video) or by IMS communication service identifier.The UE enforces originating SIP based requests based on these

6.4
Solution for Key Issue 3 – Support for controlling non-SIP based services which are not 3GPP PS Data Off Exempt Services in roaming (LBO and roaming with no IMS roaming interfaces) and non-roaming cases

6.4.1
Description


Enforcement for uplink packets of non-SIP based services which are not part of the 3GPP PS Data Off Exempt Services is accomplished by the UE through the Uplink filter configured by the HPLMN in the UE management object dedicetaed to that. Hence, if 3GPP PS Data Off is activated, the UE prevents sending of uplink IP packets which are for non-SIP based services other than the non-SIP based 3GPP PS Data Off Exempt Services configured in UE. 

Enforcement  for the downlink packets of non-SIP based services which are not part of the 3GPP PS Data Off Exempt Services is is performed in the P-GW as follows :

When the 3GPP PS Data Off is activated:

a)
the UE informs network about the 3GPP PS Data Off activation as described in subclause 1.4.2.

b)
The following additional steps are performed:

1)
MME informs the P-GW of the PDN connection of the UE about the 3GPP PS Data Off activation using an indication in the Modify Bearer Request message.

2)
If dynamic PCC is applied for the PDN connection:

A)
the P-GW initiates an IP-CAN modification procedure and informs the PCRF about the 3GPP PS Data Off activation.

B)
PCRF activates PCC rules with downlink IP packet filters gating any IP packets not matching 3GPP PS Data Off Exempt Services

C) P-GW enforces the updated PCC rules.

3)
If dynamic PCC is not applied for the PDN connection:

A)
the P-GW activates PCC rules to start gating any downlink IP packet not matching the configured downlink IP packet filters for 3GPP PS Data Off Exempt Services.

4)
P-GW indicates support of the P-GW parts of the 3GPP PS Data Off to the MME in Modify Bearer Response message. 

5)
If the P-GW of the PDN connection does not indicate support of the P-GW parts of the 3GPP PS Data in Modify Bearer Response message, the MME releases the PDN connection.

6)
MME indicates to the UE in Attach Accept message or in TAU Accept message that PS domain performs the MME parts of the 3GPP PS Data Off.

c)
If MME does not indicate to the UE in Attach Accept message or in TAU Accept message that PS domain performs the MME parts of the 3GPP PS Data Off, the UE can attempt to ensure that unauthorized IP packets are not transported using any proprietary means.

NOTE:
if MME indicates to the UE in Attach Accept message or in TAU Accept message that PS domain performs the MME parts of the 3GPP PS Data Off, the UE is not expected to use any proprietary means for ensuring that unauthorized IP packets are not transported.

When the 3GPP PS Data Off is deactivated:

a)
the UE informs network about the 3GPP PS Data Off deactivation as described in subclause 1.4.2.

b)
The following additional steps are performed :

1)
MME informs the P-GW of the PDN connection of the UE about the 3GPP PS Data Off deactivation using an indication in the Modify Bearer Request message.

2)
If dynamic PCC is applied for the PDN connection:

A)
the P-GW initiates an IP-CAN modification procedure and informs the PCRF about the 3GPP PS Data Off deactivation.

B)
PCRF deactivates PCC rules that restrict IP packets other than those of 3GPP PS Data Off Exempt Services.

C)
P-GW enforces the updated PCC rules.

3)
If dynamic PCC is not applied for the PDN connection:

A)
the P-GW deactivates PCC rules that restrict IP packets other than those of  3GPP PS Data Off Exempt Services.

When a new PDN connection is established after MME indicates to the UE in Attach Accept message or in TAU Accept message, the PS domain performs the MME parts of the 3GPP PS Data Off as follows:

a)
MME informs the P-GW of the PDN connection being established about the 3GPP PS Data Off activation using an indication in the Create Session Request message.

b)
If dynamic PCC is applied for the PDN connection:

1)
the P-GW initiates an IP-CAN session modification procedure and informs the PCRF about the 3GPP PS Data Off activation.

2)
PCRF provides PCC rules with the downlink IP packet filters gating any IP packets not matching 3GPP PS Data Off Exempt Services.

3)
P-GW enforces the PCC rules.

c)
If dynamic PCC is not applied for the PDN connection:

1)
the P-GW activates PCC rules to start gating any downlink IP packet not matching the configured downlink IP packet filters for 3GPP PS Data Off Exempt Services.

d)
P-GW indicates support of the P-GW parts of the 3GPP PS Data Off to the MME in Create Session Response message. 

e)
If the P-GW of the PDN connection does not indicate support of the P-GW parts of the 3GPP PS Data in Create Session Response message, the MME releases the PDN connection.

6.4.2
Impacts on existing nodes and functionality
Editor's Note:
Capture impacts on existing 3GPP nodes and Functional elements (e.g. UE, MME, eNB, S-GW, P-GW, P-CSCF etc.).

6.4.3
Solution Evaluation

Editor's Note:
Use this section for evaluation at solution level. Evaluation at key issue level is done in a separate clause.
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