3GPP TSG-SA WG2 Meeting #116Bis
S2-165301
29 August - 2 September Sanya, China










(revision of S2-165086)
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	23.002
	CR
	0296
	rev
	2
	Current version:
	13.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Inclusion of Mb Interface for TrGW

	
	

	Source to WG:
	Ericsson 

	Source to TSG:
	SA2

	
	

	Work item code:
	TEI13
	
	Date:
	2016-08-18

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	This CR is editorial . It adds the Mb interface to TrGW and sets the correct line type on the Izi rererence point in figure 6. It also updates the text to reference EPS 

	
	

	Summary of change:
	Adding Mb to UE and TrGW. Setting right line type on Izi, adding EPS reference

	
	

	Consequences if not approved:
	Architecure drawing and text incomplete/incorrect.

	
	

	Clauses affected:
	5.5.1 

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	Please merge the Figure in this CR with the Figure in CR 0295


FIRST CHANGE
5.5.1
IM CN Subsystem functional entities

The configuration of IM CN Subsystem entities is presented in figure 6. In the figure, all the functions are considered implemented in different logical nodes. If two logical nodes are implemented in the same physical equipment, the relevant interfaces may become internal to that equipment.

Only the interfaces specifically linked to the IM CN subsystem are shown, i.e. all the SGSN, GGSN S-GW, PDN-GW and HSS interfaces depicted in figure 1 and figure 1b are still supported by these entities even if not shown.
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Legend:

Bold lines:
interfaces supporting user traffic;

Dashed lines:
interfaces supporting only signalling.

NOTE 1:
The reference point CS (Circuit Switched) is not specified in this specification.

NOTE 2:
The reference point I5 is not shown in this figure.

Figure 6: Configuration of IM Subsystem entities
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