SA WG2 Temporary Document

Page 1

SA WG2 Meeting #S2-116BIS
S2-164741
29 August - 2 September 2016, Sanya, P.R China


Source:
Huawei, HiSilicon
Title:
Addition of charging control to the Policy Framework
Document for:
Approval
Agenda Item:
6.10.10
Work Item / Release:
NextGen / Rel-14
Abstract of the contribution: This contribution proposes to add charging control part to the policy framework.
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6.10.3
Solution 10.3: Policy function and framework for non-roaming case

This solution addresses Key issue 10, WT#1, i.e. an overall non-roaming policy framework for NextGen is described.
6.10.3.1
Architecture description
The figure 6.10.3.1-1 shows the NextGen policy architecture for non-roaming case.
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Figure 6.10.3.1-1: Non-roaming NextGen Policy Architecture
NOTE：
Policy Function is regarded as part of control plane. The CP function in this figure includes other control plane functions, e.g. SM function, MM function. Only policy related interfaces are shown with corresponding names in this figure.
The following functions are involved in the NextGen Policy framework:

Policy Function: The Policy Function is the policy decision point to provide different control rules to NextGen CP Function based on the application session information received from the AF, operator's configuration, user subscription from the USD (User Subscription Database) and spending information from the NextGen charging system. The Policy Function also supports the access type selection.

Editor’s note: How to support other policy functionalities, such as mobility policy, roaming policy and the third party policy are FFS.

User Subscription Database: The User Subscription Database stores the subscriber/subscription related information needed to support policy functionality.

Editor’s note: Whether or not the user subscription database for policy is collocated with the user subscription database for other CP functions is FFS.

NextGen UP Function: NextGen UP Function provides the packet core related user plane functionalities, including:

- 
QoS enforcement

- 
Measurement enforcement

- 
Gating

- 
SAF (Service Awareness Function): provides application detection and enforcement function.
- 
TSF (Traffic Steering Function): enforces the user plan traffic steering related policy received from the Policy Function via NextGen CP Function, e.g. moving individual IP flows from one access network to another, and or from one service function to another service function (e.g. for video analytics, optimized local content distribution and data caching, Firewall, Parental Control).
NOTE: The functionalities related to traffic steering for the services are the same as in EPC.

The NextGen UP Function may provide all above functionalities or part of these functionalities based on the operator's configuration/deployment.

NextGen CP Function: The NextGen CP Function provides the packet core control plane function. 

-
When receiving the control rules from the Policy Function, the NextGen CP Function instructs the NextGen UP Function to enforce the policy (e.g. QoS policy, charging policy, gating policy, SAF policy, TSF policy).

-
When receiving access type selection related control rules from the Policy Function, the NextGen CP Function will transfer them to the UE.
-
When enforcing the charging policy, 
-
For offline charging, the NextGen CP Function reports the offline charging information to the NextGen Charging System when the chargeable events are triggered;

-
For online charging, the NextGen CP Function sends the credit request to the NextGen Charging System, and reports the usage when the threshold is reached.
NextGen Charing System: The NextGen Charging System provides both online charging and offline charging functionalities. 

· Receiving the offline and online charging information from the NextGen CP Function. For online charging, the NextGen Charging System authorizes the credit after receiving the resource allocation requests and credit control information reports from the NextGen CP Function.

· Providing the spending information (e.g. policy counter status information relating to subscriber spending limits) to the Policy Function for the policy decision.
The following reference points are defined for the NextGen Policy framework:
NP1:
Reference point between the Policy Function and the USD. Similar to Ud/Sp interface in EPC.
NP2:
Reference point between the Policy Function and NextGen CP Function. 

NP3:
Reference point between the Policy Function and the AF, the AF provides the application session information to the Policy Function. Similar to Rx interface in EPC.NG4: 
Reference point between NextGen CP Function with NextGen UP Function.
NP4:
Reference point between the Policy Function and the NextGen Charging System.

NC1:
Reference point between the NextGen Charging System and the NextGen CP Function.
6.10.3.2
Function description
Editor's note: This clause will contain function descriptions and the interactions among the network functions.

6.10.3.3
Solution evaluation

Editor's note: This clause will contain evaluation on the system impacts, e.g. UE, access network and non-access network.
####################### END TEXT FOR TR 23.799 ##########################
3GPP

SA WG2 TD






Policy Function

NextGen UP Function



USD

AF

                NP3

NP1

NG4

UE

NextGen CP Function



NP2

AN












_1531729221.vsd
�

NextGen CP Function


Policy Function


UE


AN


NextGen UP Function


AF


USD


NP2


NP1


NP3


NG4


NextGen Charging System


NP4


NC1



