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Abstract of the contribution: This paper captures all agreed conclusions in clause 7 based on study outcome of FS_V2XARC at SA2#116.
1. Discussion
This pCR is to capture all agreed conclusions in clause 7 based on study outcome of FS_V2XARC at SA2#116.
2. Proposal
The following changes are proposed to TR 23.785.
* * * * Start of 1st Change * * * *
7
Conclusions


Solution #2 in clause 6.2 is considered as the basis for the normative work for PC5 based V2X communication.
For Key Issue #8: Inter-PLMN operation for V2X:

-
Depending on regulatory rules, in regions where no dedicated or common spectrum for V2X communication is assigned, and different PLMNs are configured to operate V2X over different radio resources, a V2X UE may need to receive V2X messages from different PLMNs simultaneously. UE's reception of V2X messages from other PLMNs is a supported feature. For LTE-Uu based V2X, however, such requirements could be mitigated by configuring V2X Application Server exchange of V2X messages across PLMNs. Such configuration/arrangement is out of scope of 3GPP.
Solution #1 in clause 6.1 is considered as the basis for the normative work on service authorization for V2X.
Solution #6 in clause 6.6 is considered as the basis for the normative work on QoS handling for PC5 based V2X communication.
Solution #7 in clause 6.7 is considered as the basis for the normative work on QoS handling for LTE-Uu based V2X communication.
… (to be filled based on study outcome in Vienna)
* * * * End of Changes * * * *
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