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Abstract of the contribution: Proposes to add new Key Issue: Idle Mode Inter-RAT Mobility
Proposal
It is proposed to add the following text as new Key Issue in TR 23.730:

***************** Start of changes **********************

[bookmark: _Toc324232210][bookmark: _Toc326248701][bookmark: _Toc421821978]5	Key Issues
[bookmark: _Toc324232211][bookmark: _Toc326248702][bookmark: _Toc421821979]5.x	Key Issue x – Support Idle Mode Inter-RAT Mobility
[bookmark: _Toc326248703][bookmark: _Toc421821980]5.x.1	Description
[bookmark: _Toc445805848]A UE which supports an NB-IOT RAT may also support other RATs. For example an asset tracking application might support both an NB-IOT RAT and a 2G RAT in order to increase the number of locations where the UE will be able to gain connectivity. For such devices, there is a need to support improved idle mode inter-RAT mobility in order to prevent the need for the device to detach and then re-attach when moving between RATs, with the consequent signalling and power consumption cost.
5.x.2	Architectural Requirements
Following architecture requirement shall be supported:
-	The system should support idle mode Inter-RAT mobility for UE equipped with NB-IOT and WB_E-URA/ 2G/3G RAT within the same PLMN, and UE equipped with EC-GSM and WB_E-URA/2G/3G RAT within same PLMN;

***************** End of changes **********************
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