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Abstract of the contribution: this contribution proposes interim agreements to key issue 4.
Discussion
Clause 6.4 documents solutions addressing key issue 4, session management. 
Among all the solutions, the session management procedures are proposed to realize the PDU session establishment, modification and termination. The session management procedures take place on NG4 interface, and triggered by the control plane function.
It is proposed to add the above observation as an interim agreement bullet for this key issue.
Proposal

It is proposed to add following texts into TR 23.799.
Start of Change
8.5
Interim Agreements on Key Issue #4 Session Management

Interim agreements for Key issue #4 Session Management are as follows:

1.
The NextGen system should support multiple PDU sessions via multiple accesses to the same data network or different data networks in the following case 

-
One access network is NG RAN and another access network is non-3GPP access

2.
The NextGen system should support PDU sessions whose traffic is simultaneously carried over multiple access where one access is a 3GPP access and the other is a non-3GPP access 
NOTE: The bullet 2 will be handled in Phase 2.
3.
The User Plane format in NextGen on NG3 shall at least support per PDU Session tunnelling, as described in clause 6.4.10.

Editor's note:
User Plane format within the CN is FFS. 

Editor's note:
The granularity of the tunnelling for non-3GPP accesses is FFS.
Editor's note:
Whether an additional tunnelling granularity variant will be supported for stationary UEs is FFS.
X. Session management procedures on NG4 interface supports session level interactions including PDU session establishment, modification and termination. The session management procedures are triggered by the control plane function.
Editor’s note: it is FFS other granularity of session management procedures to be supported.
End of Change
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