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Discussion




Proposal
Add the following to the TS 23.502.

* * * * Start of 1st Change * * * * 

[bookmark: _Toc468263423]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
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-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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[2]	3GPP TR 41.001: "GSM Release specifications".
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* * * * Start of 2nd Change (All New Text)* * * * 

4.11.X	Deregistration procedure


[bookmark: _GoBack]
Figure 4.11.X-1: Deregistration procedure for untrusted non-3gpp access
1.	The Deregistration procedure is triggered by one of the events described in sub-clause 4.1.1.2
1a.	For UE initiated deregistration as in steps from A to B of Figures 4.1.1.2.1-G.
1b.	For AMF initiated deregistration as in steps from C to D of Figures 4.1.1.2.2-H.
1c.	For UDM initiated deregistration as in steps from E to F of Figures 4.1.1.3.1-I.
Editor's note:	It is FFS whether the N3IWF can initiate the deregistration procedure by sending UE Release (UE identity) message to the AMF via N2 signalling when the IKEv2 tunnel is released.
2.	As in step X of Figures 4.1.1.2-X.
3.	As in step X of Figures 4.1.1.2-X.
4a.	As in step X of Figures 4.1.1.2-X.
4b.	As in step X of Figures 4.1.1.2-X.
52.	The AMF sends a CN2 Context UE release Release Command message to the N3IWF as defined in step J of clause 4.7.K.
3.	The UE sends INFORMATIONAL EXCHANGE (Delete payload) message to the N3IWF. Delete payload is included to indicate the release of the IKE SA.
64.	The N3IWF sends an empty INFORMATIONAL EXCHANGE message to acknowledge the release of the IKE SA as described in RFC 5996 [L]. Non-3GPP access specific resources are released including the IKEv2 tunnel (and the associated IPSec resources) and the local UE contexts in N3IWK (N3 tunnel Id).
75.	The N3IWF acknowledges the N2 UE Context releaseRelease Command message by sending N2 UE Context Release Complete message to the AMF.
Editor's note:	The details of the messages (e.g. Deregistration Request, Deregistration Response, Deregistration Indication, etc.) including message name and parameters are FFS and should be align with Deregistration procedure via 3GPP access.


* * * * End of Changes * * * *

3GPP
SA WG2 TD

image2.emf
Untrusted 

Non-3GPP 

access

N3IWF AMF SMF

UE

2. N2 UE Context Release Command

5. N2 UE Context Release Complete

3. IKE INFORMATIONAL EXCHANGE (Delete payload)

4. IKE INFORMATIONAL EXCHANGE

1a.UE-Initiated Deregistration procedure Figure  4.1.1.2.1-Gsteps from Ato B

1b.AMF Initiated deregistration procedure Figure  4.1.1.2.2-Hsteps from Cto D

1c.UDM Initiated deregistration procedure Figure  4.1.1.2.3-Isteps from Eto F


oleObject2.bin
�

Untrusted Non-3GPP access


N3IWF


AMF


SMF


UE


1a. UE-Initiated Deregistration procedure Figure 4.1.1.2.1-G steps from A to B


1b. AMF Initiated deregistration procedure Figure 4.1.1.2.2-H steps from C to D
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5. N2 UE Context Release Complete


4. IKE INFORMATIONAL EXCHANGE


1c. UDM Initiated deregistration procedure Figure 4.1.1.2.3-I steps from E to F
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