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Abstract of the contribution: This contribution proposes interim agreements for key issue 17. 
1
Proposal

It is proposed to add the following changes to the TR 23.799 “Study on Architecture for Next Generation System”.

***** BEGIN 1st CHANGE ***** 
8.X
Interim Agreements on Key Issue #17: 3GPP architecture impacts to support network discovery and selection

The following bullets are the current status of agreements on network discovery and selection for 3GPP accesses:
1. The network discovery and selection framework enable the UE to select a PLMN in terms of network identifier (e.g. PLMN ID), and a RAT combination corresponding to the selected PLMN. 

2. The UE may utilise the information stored in the UE during PLMN selection, e.g., “"HPLMN Selector with Access Technology", "Operator controlled PLMN Selector with Access Technology", "User Controlled PLMN Selector with Access Technology", "Forbidden PLMNs", and "Equivalent HPLMN"” , and also takes the reselection criteria received from NG1 into account, if available.

3. The PLMN selection can be performed by the user selection.

4. PLMN selection is prior to network slice selection. The supported slices of each network is not involved during PLMN selection. After a PLMN is selected, the UE requests to register to the PLMN and a slice or a set of slices in the PLMN are selected for the UE based on the solution depicted in Key Issue #1.
5. In idle mode, a UE may perform RAT reselection based on the information stored in the UE and/or the reselection criteria received from NG1 (if available). The RAT reselection criteria is determined by taking UE subscription data and/or local policies into account.

6. A UE may perform PLMN reselection under the control of the registered PLMN in order to select a more suitable PLMN that could improve the UE’s service experience. The PLMN reselection criteria used by the UE can be determined and sent to the UE via NG1 by the registered PLMN.
* * * End of Changes * * * 
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