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Abstract of the contribution: This contribution proposes solution to key issue #1 for FS_REAR in 23.733.
1. Discussion
2. Proposal
It is proposed to agree following solution to key issue #1 in TS 23.733.
* * * First change * * * *

6.1.X Solution 1.X: Authorization of layer 2 eRelay-UE and eRemote-UE
6.1.X.1 Description

This solution addresses key issue #1.
6.1.X.1.1 Authorization of an eRelay-UE to be a layer 2 relay
The eRelay-UE follows the currently defined attach procedure in clause 5.3.2.1 of 23.401, normal authentication and authorization procedure happens during attach procedure.

In the Attach Request message, the eRelay-UE indicates its layer 2 relay capability as part of UE Network Capability, MME stores the capability indication.

From the downloaded subscriber profile, MME checks if the eRelay-UE is authorized to be a layer 2 relay as following:

· If the UE is enabled for layer 2 relay and also authorized to be a layer 2 relay based on the subscription data, the MME shall include indication of layer 2 relay authorized in the “ProSe authorized” indication in the S1 AP Initial Context Setup Request as defined in 36.413 [xx].

· Otherwise, MME shall not include indication of layer 2 relay authorized in the “ProSe authorised” in the S1 AP Initial Context Setup Request as defined in 36.413 [xx]. 
6.1.X.1.2 Authorization of an eRemote-UE to access the network through a layer 2 relay UE

Editor’s Note: Authorization of an eRemote-UE to access the network through a layer 2 relay UE is FFS.

6.1.X.2 Impact analysis

6.1.X.3 Evaluation

* * * End of change * * * *
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