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Abstract of the contribution: This contribution discusses the alternative solutions on provisioning of policy from the PCF to the UE and propose to conclude on a final solution.
1. Introduction
Merger of pricniples from documents S2-170800, S2-170944 & S2-171086.
2. Proposal

It is proposed to provide the following types of policy to the UE through the AMF via NAS signalling:
· Network slice selection policy (NSSP)
· SSC Mode Selection Policy (SSCMSP)
* * * First Change* * * *
A.3.1.3
UE Policy Provisioning

The 5G core network shall be able to provide policy information from the PCF to the UE. Such policy information includes:

1)
Access network discovery & selection policy: It is used by the UE for selecting non-3GPP accesses and for deciding how to route traffic between the selected 3GPP and non-3GPP accesses.

Editor's note:
It is FFS if any of the access network discovery & selection policies specified in TS 23.402 clause 4.8 can be reused and how the policies can be provided by the PCF to the UE.
2)
SSC Mode Selection Policy (SSCMSP): This policy is used by the UE to associate UE applications with SSC modes and to determine when a new PDU session should be requested with a new SSC mode. Further details of this policy are specified in clause TBD.
3)
Network Slice Selection Policy (NSSP): This policy is used by the UE to associate UE applications with SM-NSSAIs and to determine when a new PDU session should be requested with a new SM-NSSAI. Further details of this policy are specified in clause TBD.
The SSCMSP and NSSP shall be provided from the PCF to the UE via the N1 interface.
Editor's note:
It is FFS regarding PCF interactions and if the SSCMSP and the NSSP policies are transported via SMF and AMF or AMF only.
Editor’s note:
It is FFS if the size of the policy rules to be transferred and frequency of the rules update from the PCF to the UE would require additional transport options.
Editor’s note:
It is FFS if part of the policies can be transferred via UDM.
* * * End of Change* * * *
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