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Abstract of the contribution:
This contribution clarifies how the service area restriction is updated by UDM and PCF.
Proposal

Add the following to the TS 23.501.
*************** Start of changes *********************
5.3.4.1.2
Management of service area restrictions

A service area restriction may contain one or more (e.g. up to 16) entire tracking areas. An allowed area may alternatively be unlimited i.e. it may contain all tracking areas.

The UDM stores the service area restrictions of a UE as part of the UE's subscription data. The PCF in the serving network may (e.g. due to varying conditions such as UE's location, application in use, time and date) further adjust service area restrictions of a UE, either by expanding an allowed area or by reducing a non-allowed area. The UDM and the PCF may update the service area restrictions of a UE in AMF at any time . For the UE in CM_CONNECTED state the AMF updates the UE and RAN immediately. For UE in CM_IDLE state the AMF may page the UE immediately or store the updated service area restriction and update the UE upon next signaling interaction with the UE.
At initial registration, the AMF fetches from the UDM the service area restrictions of the UE that may be further adjusted by the PCF. The serving AMF shall enforce the service area restrictions of a UE. The AMF may provide the UE with any pre-configured allowed area. For a UE in CM_CONNECTED state the AMF shall indicate the service area restrictions of this UE to the RAN.

Upon change of serving AMF due to mobility, the old AMF may provide the new AMF with the service area restrictions of the UE that may be further adjusted by the PCF.
In case of roaming, the service area restrictions are transferred from the UDM via the serving AMF to the serving PCF in the visited network. The serving PCF in the visited network may further adjust the service area restrictions.
*************** End of changes *********************
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