Error! No text of specified style in document.
1
Error! No text of specified style in document.

SA WG2 Meeting #121
S2-17xxxx
15-19 May 2017, Hangzhou, China
(was S2-17xxxx)
Source:
Rapporteur (Nokia)

Title:
TS 23.501: N24 description

Document for:
Approval

Agenda Item:
6.5.6

Work Item / Release:
5G_ph1/Rel-15

Abstract of the contribution: Proposes to fix N7r reference to N24 as per S2-172495.

1
Introduction

There was a minor glitch in the implementation as replacement of two occurrences of N7r with N24 were missed (approved P-CR S2-172495). This P-CR proposes to fix that. 

2
Proposal

It is proposed to modify TS 23.501 as follows… 

* * * * Start Change * * *.*
A.2.2.4
N24 reference point
The N24 reference point resides between a PCF in the HPLMN (H-PCF) and a PCF in the VPLMN (V-PCF).

For roaming scenario, the N24 enables the H-PCF to:

-
Provision mobility policy rules to V-PCF in the VPLMN;

-
Handling of UE Context Establishment request sent by the V-PCF as part of UE Registration procedure(s);

-
Receipt of network events from the V-PCF;

-
Handling of UE Context Termination request sent by V-PCF as part of UE De-Registration procedure.
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