SA WG2 Temporary Document

Page 2

SA WG2 Meeting #122
S2-174260
26 - 30 June 2017, San Jose Del Cabo, Mexico
(revision of S2-17xxxx)
Source:
Motorola Mobility, Lenovo, Broadcom, Brocade, Interdigital, ETRI
Title:
Protocol stacks for untrusted non-3GPP access
Document for:
Approval
Agenda Item:
6.5.10
Work Item / Release:
5GS_ph1 / Rel-15
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1. Proposal

Based on the discussion in document S2-174259 it is proposed to revise the protocol stacks for untrusted non-3GPP access in TS 23.501 as shown below.
* * * First Change * * * 

8.2.2
Control Plane for untrusted non 3GPP Access
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Figure 8.2.2-1: Control Plane before the signaling IPsec SA is established between UE and N3IWF
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Figure 8.2.2-2: Control Plane after the signaling IPsec SA is established between UE and N3IWF
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Legend:

-
N2 Application Protocol (N2-AP): Application Layer Protocol between the N3IWF and the AMF.
-
IKEv2 is used to establish the Child SA between UE and N3IWF for each PDU session.
Figure 8.2.2-3: Control Plane for user plane establishment via N3IWF

Editor's note: The name of N2-AP and the protocol stack for N2 should be confirmed with RAN WG3.

Editor's note: The name of N12-AP and the protocol stack for N12 is FFS.
* * * End of Changes * * * 
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