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	Reason for change:
	LS R2-1705939 also indicates: 

RAN WG2 would like to thank SA3 for their LS in S3A0009 on “Security on DoNAS (NB-IoT)” and would like to inform SA3, SA2, RAN3 and CT1 that RAN2 took a decision to adapt NAS solution described in S3A0008 as option B.

This resulted in RAN3 defining a new procedure (see TS 36.300) which allows the re-establishment of a NB-IOT UE using Control Plane CIoT EPS optimizations with the approved TS 36.300 CR1041 "Support of RLF for CP CIoT Optimisation"

Two new S1AP procedures are introduced, the eNB CP Relocation Indication (which initiates the UE associated logical S1-connection at the new eNB and requests the MME to authenticate the UE), and the MME CP Relocation Indication procedures (which is used by the MME to trigger the return of non-delivered NAS PDUs from the old eNB). The Connection Establishment Indication procedure is enhanced to complete the establishment of the S1 connection and respond to the authentication request.

The MME CP  Relocation Indication procedure is not restricted to NB-IOT as it can be used for retrieving NAS PDUs at the old eNB in case of NAS recovery in WB-E-UTRAN.
TS 23.401 has no reference to these procedures used for mobility of UE using CP CIoT EPS Optimisation.

	
	

	Summary of change:
	Introduces reference to TS 36.300 eNB CP Relocation Indication procedures.

	
	

	Consequences if not approved:
	No reference to the procedures for re-establishment of connection for UEs operating Control Plane CIoT EPS optimizations.
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	Other comments:
	


**** FIRST CHANGE****
5.3.4B.X
eNB Control Plane Relocation Indication procedure
For intra-NB-IoT mobility for UE and MME using Control Plane CIoT EPS Optimisation the eNB CP Relocation Indication procedures may be used. The purpose of the eNB CP Relocation Indication procedure is to request the MME to authenticate the UE’s re-establishment request as described in TS 33.401 [41], and initiate the establishment of the UE's S1 connection after the UE has initiated a RRC Re-establishment procedure in a new eNB. 
More details are defined in TS 36.300 [5].
**** END of CHANGEs****
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