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1. Introduction
A companion contribution (S2-177249) proposes changes to 23.501 for data views access from different NF service consumers.
This proposal adds to 23.503 the data that can be consumed by the PCF services
2. Proposal

It is proposed to approve the following changes in TS 23.503.
>>>Start Changes in 23.503<<<
5.2.6
N25 / Nudr 
The N25 reference point resides between the UDR and the PCF as defined in the architecture in TS 23.501 clause 4.2.5. It is realized by the service based interface Nudr.
Nudr enables the PCF to access policy control related data stored in the UDR and supports the following functions:

-
Request for policy control related subscription information from the UDR.

-
Provisioning/retrieval of policy control related information to/from the UDR.

-
Notifications from the UDR on changes in the subscription information.


>>>Next Change in 23.503<<<
A.3.1.9
Policy Control Subscription information management

The PCF may request subscription information from the UDR at establishment, modification, or termination of a PDU session, and at UE Context Establishment or termination.


The PCF may receive notifications from the UDR on changes in the subscription information. Upon reception of a notification, the PCF shall make the policy control decisions necessary to accommodate the change in the subscription and shall update the SMF and/or the AMF if needed.

The subscription data view available to the PCF consists of the following data: 
-
Subscriber's allowed services;

-
Information on subscriber's allowed QoS;

-
Subscriber's charging related information (e.g. location information relevant for charging);

-
Subscriber category;

-
Subscriber's usage monitoring related information;

-
MPS EPS Priority, MPS Priority Level, and IMS Signalling Priority, when applicable;

-
Subscriber's profile configuration indicating whether application detection and control can be enabled;
-
Spending limits profile information;

-
Sponsored data connectivity profiles;

-
Service area restrictions;

-
RAT Frequency Selection Priority (RFSP) information.
-
Subscribers IP Index
- 
SSC Mode Selection Policy (SSCMSP)

- 
Network Slice Selection Policy (NSSP)
- 
Access network discovery & selection policy
The PCF may interact with the UDR for policy control related information.

The policy control data view available to the PCF consists of the following data
-
Network Operator specific policy information

-
A list of Application Service Providers and their applications per sponsor identity.
-
A transfer policy together with a reference ID, the volume of data to be transferred per UE, the expected amount of UEs and the network area information.
- 
Traffic steering information
Editor's note: The lists above cover policy subscription information and policy control data that is addressed in the 5G documents. Additional data is to be added when the related functionality is agreed and stable.
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