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1  Discussion

1.1 Introduction

In 5G, many DNNs may server small areas and it may be common for such DNN subscription to change (e.g. deleted/removed). The UE needs to be notified when the DNN subscription is removed in case that the UE use this DNN again. For example, if LADN DNN subscription data is removed, the UE needs to be notified and delete the LADN information in the UE. Otherwise the UE may use this LADN DNN to establish LADN PDU Session while the LADN DNN is subscription has already been removed in the 5G CN.
1.2   Analysis

When the DNN subscription of a UE is changed (e.g. deleted/removed), and there is no PDU session related to the DNN established, the UE can be informed that the DNN subscription removed by UE configuration update procedure. DNN subscription removed information can be sent to UE to notify it.

Proposal 1: When the DNN subscription of a UE is removed, the UE can be informed by UE configuration update procedure with DNN subscription removed information.
When the DNN subscription of a UE is changed (e.g. deleted/removed), and there are PDU session(s) related to the DNN established, the UE can be notified by PDU session release procedure with a cause value that the DNN subscription is removed.
Proposal 2: When the DNN subscription data of a UE is removed, the UE can be notified by PDU session release procedure with a cause value indicating that the DNN subscription is removed.
Proposal
The following solution is proposed to be updated to TS 23.502.

* * * First change* * * 
4.2.4
UE Configuration Update

4.2.4.1
General

This procedure is used when AMF wants to change the UE configuration. The procedure applies only to information in the UE that does not require negotiation between the UE and the network.

This procedure is also used to trigger UE Registration Update procedure to modify parameters that require negotiation (e.g. MICO mode) or to request the UE to perform Registration Update procedure (e.g. for changes to Allowed NSSAI that require re-registration).

If the AMF wants to update NAS parameters in the UE which require UE acknowledgement, then the AMF provides an indication to the UE of whether the UE shall acknowledge the command or not. The AMF should not request acknowledgement of the NITZ command. The AMF shall request acknowledgement for NSSAI information (e.g. Allowed NSSAI), 5G-GUTI, TAI List, and Mobility Restrictions.
4.2.4.2
UE Configuration Update procedure
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Figure 4.2.4.2-1 UE Configuration Update procedure

0. AMF determines the necessity of UE configuration change due to various reasons (e.g. UE mobility change, NW policy, UE subscription change) or that the UE needs to perform a Registration Procedure. If a UE is in CM-IDLE, the AMF triggers Network Triggered Service Request (in clause 4.2.3.4).


The AMF may include Handover Restriction List in N2 message that delivers UE Configuration Update command to the UE if the service area restriction for the UE is updated.

1.
The AMF sends UE Configuration Update command containing UE parameter (5G-GUTI, TAI List, Allowed NSSAI, NITZ, Mobility Restrictions, LADN Information, UE Configuration Update cause) to UE.


The AMF includes only one or more of 5G-GUTI, TAI List, Allowed NSSAI, NITZ (Network Identity and Time Zone),Mobility Restrictions parameters or  LADN Information if the AMF wants to update these NAS parameters without triggering UE re-registration. The AMF may also include DNN subscription removed information if the DNN subscription is removed in the UDM and the AMF is notified by the UDM. 

The AMF includes in the UE Configuration Update Command also a UE Configuration Update cause indicating whether the UE shall acknowledge the command or, in case the command is sent to trigger re-registration, containing Registration Update Request parameter, which indicates the cause for the re-registration and related information on UE behaviour (e.g. wait for CM-IDLE to perform re-registration).
2.
If the UE Configuration Update cause requires acknowledgement of the UE Configuration Update Command, then the UE shall send a UE Configuration Update complete message to the AMF. The AMF should request acknowledgement for all UE Configuration Updates, except for NITZ.
NOTE:
Receiving UE Configuration Update command without a cause indicating the need to perform re-registration, can still trigger Registration Update procedure by the UE for other reasons.

* * * End of the change* * * 
* * * Next change* * * 
4.3.4
PDU Session release

4.3.4.1
General

The PDU Session Release procedure is used to release all the resources associated with a PDU Session, including:

-
The IP address/Prefixes allocated for an IP-based PDU Session; this may include the release of multiple Prefixes in case of Multi-homing (as defined in TS 23.501 [2]).

-
Any UPF resource (including N3/N9 termination) that was used by the PDU Session.

The SMF takes care to notify any entity associated with PDU Session: PCF, DN (e.g. when DN authorization has taken place at PDU Session establishment), etc. of a PDU Session release.

4.3.4.2
UE or network requested PDU Session release for Non-Roaming and Roaming with Local Breakout

Figure 4.3.4.2-1 captures both the UE Requested PDU Session Release procedure and the network requested PDU Session Release procedure. The procedure allows the UE to request the release of one PDU Session. The procedure also allows the SMF or PCF to initiate the release of a PDU Session. In the case of LBO, the procedure is as in the case of non-roaming with the difference that the AMF, the SMF, the UPF and the PCF are located in the visited network.
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Figure 4.3.4.2-1: UE or network requested PDU Session release for non-roaming and roaming with local breakout

1.
The procedure is triggered by one of the following events:

1a.
(UE requested) The UE initiates the UE Requested PDU Session Release procedure by the transmission of an NAS message (N1 SM container (PDU Session Release Request), PDU Session ID) message. The NAS message is forwarded by the (R)AN to the AMF with an indication of User Location Information. This message is relayed to the SMF corresponding to the PDU Session ID via N2 and the AMF. The AMF invokes the Nsmf_PDUSession_UpdateSMContext service operation and provides the N1 SM container to the SMF together with User Location Information (ULI) received from the (R)AN.

NOTE 1:
Depending on the Access Type, when the UE is in CM-IDLE state, the UE can trigger a Service Request procedure before being able to release the PDU Session.

1b.
(PDU Session release initiated by the SMF) The PCF may invoke the Npcf_SMPolicyControl_UpdateNotify service operation to request the release of the PDU Session.

1c.
The AMF may invoke the Nsmf_PDUSession_ReleaseSMContext service operation to request the release of the PDU Session in case of mismatch of PDU Session status between UE and AMF. This step may also be invoked due to a change of the set of network slices for a UE where a network slice instance is no longer available, as described in TS 23.501 [2] clause 5.15.5.2.2.

1d.
(PDU Session release initiated by the SMF) The SMF may decide to release a PDU Session under the following scenarios:

-
Based on a request from the DN (cancelling the UE authorization to access to the DN);

-
Based on a request from the UDM (subscription change) or from the OCS;

-
If the SMF received an event notification from the AMF that the UE is out of LADN service area; or

-
Based on locally configured policy (e.g. the release procedure may be related with the UPF relocation for SSC mode 2 / mode 3).


If the SMF receives one of the triggers in step 1a ~ d the SMF starts PDU Session Release procedure.

2.
The SMF releases the IP address / Prefix(es) that were allocated to the PDU Session and releases the corresponding User Plane resources:

2a.
The SMF sends an N4 Session Release Request (N4 Session ID) message to the UPF(s) of the PDU Session. The UPF(s) shall drop any remaining packets of the PDU Session and release all tunnel resource and contexts associated with the N4 Session.

2b.
The UPF(s) acknowledges the N4 Session Release Request by the transmission of an N4 Session Release Response (N4 Session ID) message to the SMF.

NOTE 2:
If there are multiple UPFs associated with the PDU Session (e.g. due to the insertion of UL CL or Branching Point, the Session Release Request procedure (steps 2a and 2b) is done for each UPF.

3
If the PDU Session release is initiated by the PCF and SMF, and the SMF has been notified by the AMF that UE is unreachable, e.g. due to the UE is in MICO mode or periodical registration failure, the procedure continues in step 11 by SMF notifying the AMF that the PDU Session is released by invoking the Nsmf_PDUSession_StatusNotify SM Context. The rest of step 3 and the steps 4-10 are skipped.

NOTE 3:
The UE and the 5GC will get synchronized about the status (released) of the PDU Session at the next Service Request or Registration procedure.


If the PDU Session release procedure was triggered by steps 1a, 1b or 1d above, the SMF creates an N1 SM including PDU Session Release Command message (PDU Session ID, Cause). The Cause may indicate a trigger to establish a new PDU Session with the same characteristics (e.g. when procedures related with SSC mode 2 are invoked) or that the DNN subscription is removed.

NOTE 4:
SSC modes are defined in TS 23.501 [2] clause 5.6.9.

3a.
(If the PDU Session release is initiated by the UE) The SMF responds to the AMF with the Nsmf_PDUSession_UpdateSMContext response (N2 SM Resource Release request, N1 SM container (PDU Session Release Command))
3b.
If the PDU Session release is initiated by the SMF, the SMF invokes the Namf_Communication_N1N2MessageTransfer service operation (N1 SM container (PDU Session Release Command), skip indicator).


If the UP connection of the PDU Session is active, the SMF shall also include the N2 Resource Release request (PDU Session ID) in the Namf_Communication_N1N2MessageTransfer, to release the (R)AN resources associated with the PDU Session.


The "skip indicator" tells the AMF whether it may skip sending the N1 SM container to the UE (e.g. when the UE is in CM-IDLE mode).

NOTE 5:
If the procedure is triggered to relocate PDU Session Anchor of a PDU Session with SSC mode 2, the SMF is assumed not to include the "skip indicator" Indication.


If the UE is in CM-IDLE state and "skip indicator" is included in the Namf_Communication_N1N2MessageTransfer service operation, the AMF acknowledges the step 3b by sending an N11 Response message ("N1 SM Message Not Transferred") to SMF and steps 4 to 10 are skipped.

3c.
If the PDU Session release is initiated by the AMF, i.e. the SMF received the Nsmf_PDUSession_ReleaseSMContext Request from the AMF by step 1c, the SMF responds to the AMF with the Nsmf_PDUSession_ReleaseSMContext response. The AMF and SMF shall remove all contexts (including the PDU Session ID) associated with the PDU Session as well as any event subscriptions on the AMF by the SMF. The steps 4 to 11 are skipped.

4.
If the UE is in CM-IDLE state and "N1 SM delivery can be skipped" is not indicated, the AMF initiates the network triggered Service Request procedure to transmit the NAS message (PDU Session ID, N1 SM container) to the UE.


If the UE is in CM-CONNECTED state, then the AMF transfers the SM information received from the SMF in step 4 (N2 SM Resource Release request, N1 SM container) to the (R)AN.

5.
When the (R)AN has received an N2 SM request to release the AN resources associated with the PDU Session it issues AN specific signalling exchange(s) with the UE to release the corresponding AN resources.


In case of a 3GPP RAN, an RRC Connection Reconfiguration may take place with the UE releasing the RAN resources related to the PDU Session.


During this procedure, the (R)AN sends any NAS message (N1 SM container (PDU Session Release Command)) received from the AMF in step 5.

6.
[Conditional] If the (R)AN had received a N2 SM request to release the AN resources, the (R)AN acknowledges the N2 SM Resource Release Request by sending an N2 SM Resource Release Ack (User Location Information) Message to the AMF.

7a.
The AMF invokes the Nsmf_PDUSession_UpdateSMContext (N1 SM container (PDU Session Release Ack), N2 SM Resource Release Ack) to the SMF.

7b.
The SMF responds to the AMF that the PDU Session is released with an Nsmf_PDUSession_UpdateSMContext response.

8.
The UE acknowledges the PDU Session Release Command by sending a NAS message (PDU Session ID, N1 SM container (PDU Session Release Ack)) message over the (R)AN.
9.
[Conditional] The (R)AN forwards the NAS message from the UE by sending a N2 NAS uplink transport (NAS message (PDU Session ID, N1 SM container (PDU Session Release Ack)), User Location Information) to the AMF.

10a.
The AMF invokes the Nsmf_PDUSession_UpdateSMContext (N1 SM container (PDU Session Release Ack) to the SMF.

10b.
The SMF responds to the AMF with an Nsmf_PDUSession_UpdateSMContext response.


Steps 8-10 may happen before steps 6-7.

11.
If steps 3a or 3b were performed, the SMF waits until it has received replies to the N1 and N2 information provided in step 3, as needed.


The SMF notifies the AMF with a Nsmf_PDUSession_StatusNotify indication that the SM context for this PDU Session is released. The AMF releases the association between the SMF ID and the PDU Session ID.

12.
If Dynamic PCC applied to this session the SMF invokes the Npcf_SMPolicyControl_Delete service operation to delete the PDU CAN session.


SMF notifies any entity that has subscribed to User Location Information related with PDU Session change


The SMF invokes the Nudm_UECM_Deregistration service operation including the SMF address, the DNN and the PDU Session Id. The UDM removes the association it had stored between the SMF identity, SMF address and the associated DNN and PDU Session Id.


If it is the last PDU Session it is handling for the UE for the associated DNN, the SMF unsubscribes with the UDM by means of the Nudm_SDM_Unsubscribe (SUPI, DNN) service operation.

* * * End of the change* * * 
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