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Abstract of the contribution: This contribution propose to add served user scope in NF Discovery operation
Introduction
In network operation and deployment, operators prefer to divide user into different scope for correspondent NF to handle, e.g., to allocate SUPI number range of subscriber into correspondent UDM. To facilitate the discovery of NF serving the right user , this contribution propose to add user scope in NF profile and in NF Discovery operation

Proposal
It is proposed to update 23.502 as described below.
[bookmark: _Toc493841514][bookmark: _Toc493855952][bookmark: _Toc493855950]* * * First Change * * *
[bookmark: _Toc498075658]5.2.7.3.2	Nnrf_NFDiscovery service operation
Service operation name: Nnrf_NFDiscovery_Request
Description: provides the IP address or FQDN of the expected NF instance(s) or Service instance(s) to the NF service consumer.
Inputs, Required: target NF service Name, NF type of the target NF, NF type of the NF service consumer.
Inputs, Optional: S-NSSAI, target NF/NF service PLMN ID,  Serving PLMN ID, the NF service consumer ID, User scope.
Outputs, Required: FQDN and/or IP address(es) for the target Service Name.
FQDN and IP addresses may belong to a set of requested target NF instance(s), or NF service instance(s).
Outputs, Optional: None.
See clause 4.17.4/4.17.5 for details on the usage of this service operation.

* * * End of Changes * * *
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