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Abstract of the contribution: This contribution proposes to add the procedures for the interactions between PCF and NWDAF. 
1
Discussion
According to the clause 4.2.3 (Network status analytics information requirements) of TS 23.503, the procedures for the interaction between PCF and NWDAF need to be clarified. 
This contribution adds the procedures based on the clause 5.2.11 (NWDAF services) of TS 23.502.
2
Proposal

The following changes are proposed to TS 23.502.
* * * First change* * * *
4.16.X
Network Data Analytics
4.16.x.1
Network data analytics Subscribe/unsubscribe
This procedure is used by the NF service consumer (e.g. PCF) to subscribe/unsubscribe at NWDAF to be notified on load level information of a network slice instance. Periodic notification and notification upon threshold exceeded can be subscribed. The NF service consumer may make policy decisions based on the load level information of network slice instance.
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Figure 4.16.x.1: Network data analytics Subscribe/unsubscribe
1.
The NF service consumer subscribes to or cancels subscription to load level information by invoking the Nnwdaf_Events_Subscription_Subscribe/ Nnwdaf_Events_Subscription_Unsubscribe service with an identifier of the network slice instance.

2.
If NF service consumer subscribes to load level information, the NWDAF notifies the NF service consumer with the load level information by invoking Nnwdaf_Events_Subscription_Notify service.
4.16.x.2
Network data analytics Request
This procedure is used by the NF service consumer (e.g. PCF) to request and get from NWDAF load level information for a particular Network Slice instance. The NF service consumer may make policy decision based on load level information for the network slice instance.
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Figure 4.16.x.2: Network data analytics Request

1.
The NF service consumer requests load level information for a particular network slice instance by invoking Nnwdaf_Analytics_Info_Request service with an identifier of the network slice instance.

2.
The NWDAF responds with load level information for the particular network slice instance by invoking Nnwdaf_Analytics_Info_Response service.

* * * End of the changes* * * *
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