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Abstract of the contribution: This document targets to resolve the UE context retrieval in connection resume procedure.
1
Discussion

The changes in this pCR is twofold:
· Add a reference for UE Context Retrieval procedure defined in 38.300.
· Other editorial changes. 
2
Proposal

The following changes are proposed to TS 23.501 (V1.5.0).
******************* Start of Change # 1 ************************

4.8.2
Connection Resume procedure

The Connection Resume procedure is used by the UE to perform RRC Inactive to RRC Connected state transition. Triggers for the UE to initiate this procedure are defined in TS 23.501 [2], clause 5.3.3.2.5.
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Figure 4.8.2-1: RRC Inactive to RRC Connected state transition 
1.
UE to NG-RAN: RRC message (Resume ID).
The UE initiates the transition from RRC Inactive state to RRC Connected state, see TS 38.300 [9]. The UE provides its Resume ID needed by the NG-RAN to access the UE's stored Context. 

2.
[Conditional] NG-RAN performs UE Context Retrieval. 

UE Context Retrieval is performed when the UE Context associated with the UE attempting to resume its connection is not locally available at the accessed RAN. The UE Context Retrieval procedure via radio access network is specified in TS 38.300 [9], clause 9.2.2.4.1. 

3.
[Conditional] N2 Path switch procedure.
If the target NG-RAN node is different from the old NG-RAN node, the serving NG-RAN node initiates N2 Path Switch procedure, i.e. steps 1 to 8 of clause 4.9.1.2.2 and including Xn data forwarding.


The NG-RAN sends UE Notification message to report that UE is in RRC Connected if an AMF requested N2 Notification (see clause 4.8.3 of 3GPP TS 23.502 [3]) to NG-RAN.
4.
NG-RAN to UE: RRC message (Resume ID).

The NG-RAN confirms to the UE that the UE has entered RRC Connected state.
******************* End of Change # 1 *************************
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