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Overall description
CT1 has discussed the DNN based congestion control and S-NSSAI based congestion control. 
CT1 would like SA2 to answer the following questions:
CT1 has noticed that the DNN based congestion control is very similar to the APN based congestion control in EPS system.

Question 1: Shall the UE run the same timer for DNN based congestion control in 5GS and APN based congestion control in EPS? If yes, shall the UE keep the timer running upon inter-system change?
Question 2: Can a network with slicing also apply DNN based congestion control, or will such network apply only S-NSSAI based congestion control? If a network with slicing can also apply DNN based congestion control, how does the SMF determine whether a DNN is congested for a UE when the UE has PDU sessions to that DNN via multiple slices?
If a network with slicing can also apply DNN-based congestion control, please consider the following scenario:

The UE attempts to establish a PDU session X with S-NSSAI#1 and a DNN#1 combination. 

1)
The SMF rejects establishment of the PDU session X with indication of invocation of S-NSSAI based congestion control and back-off timer value #1.
2)
The UE starts timer T1 associated with S-NSSAI#1 and DNN#1 with value#1.
3)
While the UE is performing the S-NSSAI based congestion control for S-NSSAI#1 and a DNN#1 combination, the UE attempts to establish a PDU session Y with S-NSSAI#2 and a DNN#1 combination.
4)
The network rejects establishment of the PDU session Y with indication of invocation of DNN based congestion control and back-off timer value #2.

5)
The UE starts timer T2 associated with DNN#1 with value#2.
Question3: In the above scenario, is the UE also expected to run two timers T1 and T2 at the same time?
2
Actions
To SA2 

ACTION: 
3GPP TSG CT WG1 asks SA2 to consider and provide answer to the above questions.
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