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**************************************Start of 1st change*****************************************
[bookmark: _Toc501717239]6.2.2.4	QoS control
The SMF receives the authorized QoS for a service data flow in the PCC rule. The SMF calculates the QoS parameters for a QoS Flow as described in TS 23.501 [2] clause 5.7.1. In addition, for GBR QoS Flows, the SMF should set the QoS Flow GBR to the sum of the GBRs of all PCC rules that are bound to that QoS Flow and the QoS Flow MBR to the sum of the MBRs of all PCC rules that are active and bound to that GBR QoS Flow.
The SMF receives the authorized Session AMBR and the default 5QI and default ARP in the PDU Session information. The SMF ensures that the authorized Session AMBR for a PDU Session is enforced for bandwidth policing at the UPF(s) as described in TS 23.501 [2] clause 5.7.1. For PDU Sessions of unstructured type the default 5QI and default ARP is the authorized QoS for all traffic in the PDU Session as described in TS 23.501 [2] clause 5.7.1.
[bookmark: _Hlk504710040]The SMF generates each QoS rule based on a PCC rule which may be pre-defined or dynamic as described in TS 23.501 [2].During the PDU Session establishment, the SMF generates the default QoS rule based on the PCC rule in which the authorized default 5QI and ARP are used. 
For a PDU session of unstructured type, only one PCC Rule allowing all packets is to be activated in the SMF.
**************************************End of changes*******************************************
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