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Abstract of the contribution: This contribution proposes the architecture principles for trusted non-3GPP access.
Introduction
Based on the following key principle of architecture model described in TS 23.501:

“-
Minimize dependencies between the Access Network (AN) and the Core Network (CN). The architecture is defined with a converged core network with a common AN - CN interface which integrates different Access Types e.g. 3GPP access and non-3GPP access.”
This P-CR proposes the following architecture principles for trusted non-3GPP access:
· Trusted N3GPP access interfaces the 5G Core Network CP and UP functions via N2 and N3 interfaces, respectively.

· A UE that accesses the 5G Core Network over trusted N3GPP access shall, after UE attachment, support NAS signalling with 5G Core Network control-plane functions using the N1 reference point.

Based on the above principles, the non-roaming architecture for trusted non-3GPP access is also added.
Proposal
It is proposed to add architecture principles and non-roaming architecture for trusted non-3GPP access.

* * * Start of Change * * * *
4.3.2
Architectural Principles

Editor's note:
This clause will document the identified architecture principles during the study.
Trusted N3GPP access interfaces the 5G Core Network CP and UP functions via N2 and N3 reference point, respectively.
A UE that accesses the 5G Core Network over trusted N3GPP access shallsupport NAS signalling with 5G Core Network control-plane functions using the N1 reference point.
4.3.2.X
Non-roaming Architecture for Trusted N3GPP Accesses
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Figure 4.3.2.X-1: Non-roaming architecture for 5G Core Network with trusted N3GPP access
NOTE X:
The reference architecture in figure 4.3.2.X-1 only shows the architecture and the network functions directly connected to non-3GPP access.
* * * End of Change * * * *
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