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**************************First Change***************************
4.2.4.2
UE Configuration Update procedure for access and mobility management related parameters

This procedure is initiated by the AMF when the AMF wants to update access and mobility management related parameters in the UE configuration.
The procedure applies only to information in the UE that does not require negotiation between the UE and the network.

This procedure is also used to trigger UE to perform, based on network indication, either Registration Update procedure while the UE is in CM-CONNECTED state to modify parameters that require negotiation (e.g. MICO mode) or Registration Update procedure after the UE enters CM-IDLE state (e.g. for changes to Allowed NSSAI that require re-registration).
If the AMF wants to update NAS parameters in the UE which require UE acknowledgement, then the AMF provides an indication to the UE of whether the UE shall acknowledge the command or not. The AMF should not request acknowledgement of the NITZ command. The AMF shall request acknowledgement for NSSAI information (e.g. Allowed NSSAI), 5G-GUTI, TAI List, and Mobility Restrictions.
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Figure 4.2.4.2-1 UE Configuration Update procedure for access and mobility management related parameters

0. AMF determines the necessity of UE configuration change due to various reasons (e.g. UE mobility change, NW policy, UE subscription change) or that the UE needs to perform a Registration Procedure. If a UE is in CM-IDLE, the AMF triggers Network Triggered Service Request (in clause 4.2.3.4).


The AMF may include Handover Restriction List in N2 message that delivers UE Configuration Update command to the UE if the service area restriction for the UE is updated.

1.
The AMF sends UE Configuration Update command containing UE parameter (5G-GUTI, TAI List, Allowed NSSAI, Mapping Of Allowed NSSAI, Configured NSSAI for the Serving PLMN, Mapping Of Configured NSSAI, NITZ, Mobility Restrictions, LADN Information, MICO, whether or not the current 5G-GUTI is valid, Configuration Update Indication) to UE.


The AMF includes one or some of 5G-GUTI, TAI List, Allowed NSSAI, Mapping Of Allowed NSSAI, Configured NSSAI for the Serving PLMN, Mapping Of Configured NSSAI, NITZ (Network Identity and Time Zone), Mobility Restrictions parameters or LADN Information if the AMF wants to update these NAS parameters without triggering UE re-registration. Mapping Of Configured NSSAI is the mapping of each S-NSSAI of the Configured NSSAI for the Serving PLMN to the S-NSSAIs of the Configured NSSAI for the HPLMN.

The AMF may include in the UE Configuration Update Command also a Configuration Update Indication parameter indicating whether:
-
the UE shall acknowledge the command, or
-
the UE shall acknowledge the command and a re-registration is requested.

2.
If the UE Configuration Update Indication requires acknowledgement of the UE Configuration Update Command, then the UE shall send a UE Configuration Update complete message to the AMF. The AMF should request acknowledgement for all UE Configuration Updates, except for NITZ.
If the Configuration Update Indication requires a re-registration procedure, depending on the parameters included in the UE Configuration Update command steps 3a or 3b-4 or 3c-3d-4 are executed.
3a.
If MICO is included in the UE Configuration Update Command message, UE shall initiate a Registration procedure after the acknowledgement immediately to re-negotiated MICO mode with the network. Step 3b, 3c, and step 4 are skipped.

3b. If a Configured NSSAI for the Serving PLMN with the associated mapping Of Configured NSSAI are included in the UE Configuration Update Command message but they do not affect ongoing network slicing services (i.e. any S-NSSAI(s) the UE is connected to), the AMF doesn’t release the NAS signalling connection for the UE after receiving the acknowledgement in step 2 and immediate re-registration is not required. The UE cannot connect to an S-NSSAI included in the Configured NSSAI for the Serving PLMN but not in the current Allowed NSSAI until the UE performs a re-registration.

3c. If a Configured NSSAI for the Serving PLMN with the associated mapping Of Configured NSSAI are included in the UE Configuration Update Command message and they affect ongoing network slicing services, then the AMF also includes in the UE Configuration Update Command message an Allowed NSSAI with the associated mapping Of Allowed NSSAI, and an indication that the current 5G-GUTI is invalid.
3d.
If an Allowed NSSAI with the associated mapping Of Allowed NSSAI, and an indication that the current 5G-GUTI is invalid are included in the UE Configuration Update Command message, the AMF shall release the NAS signalling connection for the UE after receiving the acknowledgement in step 2. Step 3a is skipped for this condition. 
4.
UE initiates a Registration including SUPI, SUCI, or 5G-GUTI in the Registration Request message after the UE enters CM-IDLE state.
NOTE:
Receiving UE Configuration Update command without an indication requesting to perform re-registration, can still trigger Registration Update procedure by the UE for other reasons.
************************End of Change*************************
0.  AMF decides update of UE configuration or need for re-registration
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2. UE Configuration Update Complete





3a. UE initiates Registration procedure in CM-CONNECTED state as described in clause 4.2.2.2





3b. AMF does not trigger AN Release procedure as described in clause 4.2.6 in 23.502 and step 3c-3d is skipped





3c-3d. AMF triggers AN Release procedure as described in clause 4.2.6 in 23.502 and step 3a is skipped





4. UE initiates Registration procedure after UE enters CM-IDLE state
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