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Abstract of the contribution: This contribution adds new key issue on the 5GS eV2X system interworking with EPS.
1. Introduction
EPS-based V2X specification is developed from Release 13 in the 23.285 for both PC5 and LTE-Uu.

In Release 15, the Interworking and Migration between EPS and 5GS has been defined in the 3GPP TS 23.501 [7] and TS 23.502 [8]. It enable the UE migrate from EPS to 5GS and provides seamless mobility between EPS and 5GS. 

With 5G system deployment, 5GS eV2X,interworking with EPS-based V2X is required. When the 5G UE moves out of NG-RAN coverage, the V2X service continuity shall be kept.
3. Proposal

It is proposed to adopt the following in TS 23.786.
* * * First Change* * * *
5.X
Key Issue #X: 5GS eV2X system interworking with EPS V2X
5.X.1
General description
EPS-based V2X specification is developed from Release 13.
In Release 15, the Interworking and Migration between EPS and 5GS has been defined in the 3GPP TS 23.501 [7] and TS 23.502 [8]. It enable the UE migrate from EPS to 5GS and provides seamless mobility between EPS and 5GS. For 5GS eV2X, interworking with EPS-based V2X is required to keep the V2X service continuity. For interworking with EPS V2X, the following issues need to be studied: 

-
The interworking architecture for the 5GS eV2X and EPS V2X.
-
When the UE moves out of NG-RAN coverage, how to keep V2X service continuity. It covers both PC5 and Uu case.
-
Whether and how the eV2X Service authorization in 5GS can be re-used in EPS, or vice versa.
* * * End of Changes* * * *
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