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	Reason for change:
	Resolve how the RAN operates when it received location reporting request with area of interest from AMF while the UE in in RRC Inactive state. In the current specification, the RAN reports nothing to the core network when the RAN receives location reporting with the area of interst (LADN service area) for the UE in RRC Inactive state or when the RAN sends the UE to the RRC Inactive state. Therefore, it the UE’s previous location was OUT of LADN service area, the CN believes that the UE is kept being OUT of LADN service area and it may reject the arrived DL packet.
However, if the UE may actually move into the LADN service area within RNA without updating its location to the RAN and CN, DL packet drop may occur even though the UE is located in the valid LADN service area. 

	
	

	Summary of change:
	When location reporting with area of interest is configured, the NG-RAN node report whether the UE in IN or OUT or UNKNOWN whenever it detects the event. For the UE in RRC Inactive mode, according to the allocated RNA and the area of interested, UNKNOWN state can be sent to the CN. The proposed operation is aligned with the UE location change notification served by AMF.
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	Other comments:
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* * * First Change * * * *

4.10
Location reporting procedures

This procedure is used by an AMF to request the NG-RAN to report where the UE is currently located when the target UE is in CM-CONNECTED state. The need for the NG-RAN to continue reporting ceases when the UE transitions to CM-IDLE or the AMF send cancel indication. This procedure may be used for services that require accurate cell identification (e.g. emergency services, lawful intercept, charging), or for subscription to the service by other NFs.


[image: image1.emf] 

AMF  

1. Location  R eporting  C ontrol  

2. Location Report  

NG - R AN  

3.  Cancel Location Reporting  


Figure 4.10-1: Location Reporting Procedure

1.
The AMF sends a Location Reporting Control message to the NG-RAN. The Location Reporting Control message shall identify the UE for which reports are requested, the requested location information and Reporting Type. Requested location information could be TAI+ Cell Identity. Reporting Type indicates whether the message is intended to trigger a single standalone report about the current Cell Identity serving the UE or start the NG-RAN to report whenever the UE changes cell, or ask the NG-RAN to report whenever the UE moves out or into the Area Of Interest. If the Reporting Type indicates to start the NG-RAN to report when UE moves out of or into the Area Of Interest, the AMF also provides the requested Area Of Interest information (i.e. list of TAI) in the Location Reporting Control message.

2.
The NG-RAN sends a Location Report message informing the AMF about the location of the UE which shall include the requested location information. When UE is in CM-CONNECTED with RRC Inactive state, if NG-RAN has received Location Reporting Control message from AMF with the Reporting Type indicating single stand-alone report, the NG-RAN shall perform NG-RAN paging before reporting the location to AMF. When UE is in CM-CONNECTED with RRC Inactive state, if NG-RAN has received Location Reporting Control message from AMF with the Reporting Type indicating continuously reporting whenever the UE changes cell, the NG-RAN shall send a Location Report message to the AMF including the UE's last known location with time stamp. When UE is in CM-CONNECTED, if NG-RAN has received Location Reporting Control message from AMF with the Reporting Type of Area Of Interest based reporting, the RAN shall send a Location Report message to AMF including the UE presence in the Area Of Interest (i.e., IN, OUT, or UNKNOWN) and the UE’s current location (when the UE is in RRC Connected state) or the UE’s last known location with time stamp (when the UE is in RRC Inactive state).
If the Reporting Type indicates the Area Of Interest based reporting, the NG-RAN shall track the UE presence in Area Of Interest (i.e. IN, OUT or UNKNOWN status) and send the Location Report message to AMF if the NG-RAN perceives that the UE presence in the Area Of Interest is different from the last one reported. The location Report message includes the UE presence in the Area Of Interest (i.e., IN, OUT, or UNKNOWN) and the UE’s current location (when the UE is in RRC-CONNECTED) or the UE’s last known location with time stamp (when the UE is in RRC Inactive state).
3.
The AMF can send a Cancel Location Reporting message to inform the NG-RAN that it should terminate location reporting for a given UE. This message is needed only when the reporting was requested for a reporting period.

NOTE:
Location reporting is transferred during Xn handover, although new control signalling is not transferred during an active handover.
While the Location Reporting with the type of Area Of Interest based reporting is configured, the NG-RAN tracks the UE presence in the Area Of Interest as follows:
-
IN:
-
if the UE is inside the Area Of Interest and the UE is in RRC Connected state; or
-
if the UE is inside an RNA which is contained within the Area Of Interest.
-
OUT:
-
if the UE is outside the Area Of Interest in RRC Connected state; or
-
if UE is inside an RNA which does not contain any part of Area Of Interest.
-
UNKNOWN if the UE is inside an RNA which contains whole or part of the Area Of Interest and the Area Of Interest does not contain the whole RNA, and if the UE is in RRC Inactive state.
In this release the location reporting procedure is applicable only to 3GPP access.
* * * End of First Change * * * *

_1566719272.doc


NG-RAN







AMF







1. Location Reporting Control







3. Cancel Location Reporting







2. Location Report












