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	Other comments:
	Revision of approved DCR S2-181356 + Changes mainly editorial to simply the description, and change the service name from ":AFInfluence" to "TrafficInfluence".


***** Start of 1st Change (all new) *****
5.2.6.X
Nnef_TrafficInfluence service
5.2.6.X.1
General
Service description: This service provides: 
· Request authorization of NF Service Consumer requests.
· Request parameter mapping from NF Service Consumer requests to 5GC parameters and vice versa as described in TS 23.501 [2], clause 5.6.7.
· NF Service Consumer request routing (forwarding) to actual NF Service Producer to influence traffic routing decisions as described in TS 23.501 [2], clause 5.6.7. 

5.2.6.X.2
Nnef_TrafficInfluence_Create operation
Service operation name: Nnef_TrafficInfluence_Create
Description: Authorize the request and forward the request for traffic influence.
Known NF Service Consumers: AF
Inputs (required): AF Transaction Id.

The AF Transaction Id refers to the request.

Inputs (optional): the IP address of the UE if available, GPSI if available, DNN if available, S-NSSAI if available, Application identifier or traffic filtering information, AF-Service-Identifier, a list of DNAI(s) and corresponding routing profile ID(s) or N6 traffic routing information, Indication of application relocation possibility, Early and/or late notifications about UP path management events, Temporal validity condition and Spatial validity condition as described in TS 23.501 [2], clause 5.6.7.

Outputs (required): Operation execution result indication.
Outputs (optional): None.
5.2.6.X.2
Nnef_TrafficInfluence_Update operation
Service operation name: Nnef_ AFInfluence_Update
Description: Authorize the request and forward the request to update the traffic influence.
Known NF Service Consumers: AF
Inputs (required): AF Transaction Id.

The AF Transaction Id identifies the NF Service Consumer request to be updated.

Inputs (optional): the IP address of the UE if available, GPSI if available, DNN if available, S-NSSAI if available, Application identifier or traffic filtering information, AF-Service-Identifier, a list of DNAI(s) and corresponding routing profile ID(s) or N6 traffic routing information, Indication of application relocation possibility, Early and/or late notifications about UP path management events, Temporal validity condition and Spatial validity condition as described in TS 23.501 [2], clause 5.6.7.

Outputs (required): Operation execution result indication.
Outputs (optional): None.
5.2.6.X.3
Nnef_TrafficInfluence_Delete operation

Service operation name: Nnef_ TrafficInfluence_Delete
Description: Authorize the request and forward the request to delete(s) request for traffic influence.
Known NF Service Consumers: AF
Inputs (required): AF Transaction Id.

The AF Transaction Id identifies the NF Service Consumer request for traffic influence to be deleted.

Inputs (optional): None.

Outputs (required): Operation execution result indication.
Outputs (optional): None.
***** End of 1st Change *****
