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First Change

5.6.10.2
Support of Ethernet PDU Session type

For a PDU Session set up with the Ethernet PDU Session type, the SMF and the UPF acting as PDU Session Anchor (PSA) can support specific behaviours related with the fact the PDU Session carries Ethernet frames. 
Depending on operator configuration related with the DNN, a PDU Session established with the Ethernet PDU Session type may be used 

· For an E-line service mode where the UPF acting as PSA transparently switches Ethernet frames between the PDU Session and a (one) corresponding tunnel established over N6. In this case:

-
The PSA does not need to learn MAC addresses used  by the UE 

-
SMF reporting to the PCF of all Ethernet MAC addresses used as UE address in the  PDU Session cannot apply

-
There is No specific PSA handling of Broadcast, Unknown and Multicast Ethernet frames.
-
Differentiated QoS handling as defined in clause 5.7.6 may take place
· For an E-LAN service mode where more than one PDU Session to the same DNN (i.e. more than one UE) may correspond to the same tunnel established over N6. In this case 

-
The PSA needs to learn MAC addresses used  by the UE in the PDU Session 

-
SMF reporting to the PCF of all Ethernet MAC addresses used as UE address in the  PDU Session may apply

-
The PSA may be locally configured for specific handling of Broadcast, Unknown and Multicast Ethernet frames
-
It may be enforced that only a  list of allowed MAC addresses are used in the PDU Session (see clause5.6.6).
-
Differentiated QoS handling as defined in clause 5.7.6 may take place

The SMF provides the UPF with the Network Instance to be considered over N6 for an Ethernet PDU Session and  the UPF determines which service mode (E-line / E-LAN) to provide on the PDU Session based on local operator configuration related with the Network Instance on N6: all PDU Session targeting the same  Network Instance on N6 shall correspond to the same service mode.
Based on operator configuration, for an E-LAN service mode the UPF acting as the PDU Session Anchor may proxy ARP/IPv6 Neighbour Solicitation.
NOTE: 
proxying ARP assumes the devices behind the UE acquire their IP address via inband  mechanisms that the UPF can detect. For example this would not help reducing ARP traffic in case of static IP address for such devices.
Ethernet Preamble and Start of Frame delimiter are not sent over 5GS:
-
For UL traffic the UE strips the preamble and frame check sequence (FCS) from the Ethernet frame.
-
For DL traffic the PDU Session Anchor strips the preamble and frame check sequence (FCS) from the Ethernet frame.
Neither a MAC nor an IP address is allocated by the 5GC to the UE for a PDU Session established with the Ethernet PDU Session type either for an E-line service mode or for an E-LAN service mode. 
For an E-LAN service mode, the PSA shall store the MAC addresses, received from the UE, and associate those with the appropriate PDU Session.

NOTE 1:
The UE may operate in bridge mode with regard to a LAN it is connecting to the 5GS, thus different MAC addresses may be used as source address of different frames sent UL over a single PDU Session (and destination MAC address of different frames sent DL over the same PDU Session)

NOTE 2:
Entities on the LAN connected to the 5GS by the UE may have an IP address allocated by the DN but the IP layer is considered as an application layer which is not part of the Ethernet PDU Session.
NOTE 3:
In this Release of the specification, only the UE connected to the 5GS is authenticated, not the devices behind such UE

Different Frames exchanged on a PDU Session of Ethernet type may be served with different QoS over the 5GS. Thus, the SMF may provide to the UPF Ethernet Packet Filter Set and forwarding rule(s) based on the Ethernet frame structure and UE MAC address(es). The UPF detects and forwards Ethernet frames based on the Ethernet Packet Filter Set and forwarding rule(s) received from the SMF. This is further defined in clauses 5.7 and 5.8.2.

When a PDU Session of Ethernet PDU type is authorized by a DN as described in clause 5.6.6, the DN-AAA server may, as part of authorization data, provide the SMF with a list of allowed MAC addresses for this PDU Session; this list is limited to a maximum of 16 MAC addresses. When such a list has been provided for a PDU Session, the SMF sets corresponding filtering rules in the UPF(s) acting as PDU Session Anchor for the PDU Session and the UPF discards any UL traffic that does not contains one of these MAC addresses as a source address.
SECOND CHANGE
5.8.1
General

User Plane Function(s) handle the user plane path of PDU Sessions. 3GPP specifications support deployments with a single UPF or multiple UPFs for a given PDU Session. UPF selection is performed by SMF. The details of UPF selection is described in clause 6.3.3. The number of UPFs supported for a PDU Session is unrestricted.
The SMF provides the PDU Session Type to an UPF it inserts to act as  a PDU Session Anchor and/or as a UL CL and/or as a Branching Point. 
For IPv4 or IPv6 or IPv4v6 type PDU Sessions, the PDU Session Anchor may be IP anchor point of the IP address/prefix allocated to the UE. For an IPv4 type PDU Session or an IPv6 type PDU Session without multi-homing or an IPv4v6 type PDU Session, when multiple PDU Session Anchors are used (due to UL CL being inserted), only one PDU Session Anchor is the IP anchor point for the PDU Session. For an IPv6 multi-homed PDU Session there are multiple IP (IPv6) anchor points as described in clause 5.6.4.3.
If the SMF had requested the UPF to proxy ARP or IPv6 Neighbour Solicitation for an Ethernet DNN, the UPF should respond to the ARP or IPv6 Neighbour Solicitation Request, itself.
Deployments with one single UPF used to serve a PDU Session do not apply to the Home Routed case and may not apply to the cases described in clause 5.6.4.

Deployments where a UPF is controlled either by a single SMF or multiple SMFs (for different PDU Sessions) are supported.
UPF traffic detection capabilities may be used by the SMF in order to control at least following features of the UPF:

-
Traffic detection (e.g. classifying traffic of IP type, Ethernet type, or unstructured type)
-
Traffic reporting (e.g. allowing SMF support for charging).

-
QoS enforcement (The corresponding requirements are defined in clause 5.7).

-
Traffic routing (e.g. as defined in clause 5.6.4. for UL CL or IPv6 multi-homing).

THIRD CHANGE
5.8.2.4.2
Traffic Detection Information

The SMF controls the traffic detection at the UP function by providing detection information for every PDR.

For IPv4 or IPv6 or IPv4v6 PDU Session type, detection information is a combination of:

-
CN tunnel info.

-
Network instance.

-
QFI.

-
IP Packet Filter Set as defined in clause 5.7.6.2.

-
Application Identifier: The Application ID is an index to a set of application detection rules configured in UPF.

For Ethernet PDU Session type, detection information is a combination of:

-
CN tunnel info.

-
Network instance.

-
QFI.
-
Ethernet Packet Filter Set as defined in clause 5.7.6.3.

In this Release of the specification for Unstructured PDU Session Type, the UPF does not perform-QoS Flow level traffic detection for QoS enforcement.
Traffic detection information sent by the SMF to the UPF for a PDU Session may be associated with Network instance for detection and routing of traffic over N6.

NOTE:
The UPF connected to different DN with possibly overlapping IP addresses is an example of a usage of a Network Instance.

When configuring an UPF acting as PSA for an Ethernet PDU Session Type:
· For UL traffic the SMF associates Packet Detection Rules (PDR) corresponding to the N3/N9 UL tunnel with a Forwarding Action Rule (FAR) that contains:
· -
A Network Instance corresponding to the  DNN  

· -
A Destination Interface indicating N6
· For DL traffic the SMF provides a FAR referring to the N3/N9 UL tunnel associated with Packet Detection Rules (PDR) that contain at least:

· -
A Network Instance corresponding to the  DNN
· -
A Source Interface indicating N6
· -
An indication that DL unicast destination addresses correspond to the  UL traffic (MAC address learning) of the same N4 session 


When local policies allow DL broadcast and/or multicast of traffic on the Network Instance of a PDR, traffic replication  of such traffic may target any DL FAR (of any N4 Session) associated with a DL PDR identifying  this Network Instance 

NOTE 1:
 Local policies in UPF may prevent  local traffic switching in the UPF between PDU Sessions

NOTE 2: 
Due e.g. to Differentiated QoS handling as defined in clause 5.7.6, there may be multiple UL and DL PDR(s) for a N4 Session supporting an Ethernet PDU Session Type.
END OF CHANGES
