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	Reason for change:
	The association of the cells on shared network PLMNs include currently that they belong to the same Tracking area but that is not correct.
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	Summary of change:
	Remove the Tracking Area from the cell info and clarify that the shared NG-RAN network the tracking area identify needs to change towards other networks.

	
	

	Consequences if not approved:
	Wrong and ambiguous tracking area association with shared PLMN cells
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	Other comments:
	


First Change
5.18.2
Broadcast system information for network sharing

If a shared NG-RAN is configured to indicate available PLMNs for selection by UEs, each cell in the shared radio access network shall in the broadcast system information include PLMNs concerning available core network operators in the shared network.

The Broadcast System Information broadcasts a set of PLMN IDs and one or more additional set of parameters per PLMN e.g. cell-ID, Tracking Areas. All 5G System capable UEs that connect to NG-RAN support reception of multiple PLMN IDs and per PLMN specific parameters.
The set of broadcast  PLMN IDs shall be the same for all cells in a shared NG-RAN network.  Cells outside of the shared NG-RAN network shall have different Tracking Area Identities compared to all Tracking Area Identities in that shared network.  
UE decodes the broadcast system information and takes the information concerning available PLMN IDs into account in PLMN and cell (re-)selection procedures. Broadcast system information is specified in TS 38.331 [28] for NR, TS 36.331 [51] for E-UTRA and related UE access stratum idle mode procedures in TS 38.304 [50] for NR and TS 36.304 [52] for E-UTRA.
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