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Abstract of the contribution: Discusses the issue of preferred PLMN list for RLOS.
1. Background
In the previous meeting in the context of solution #1 (clause 7.1) it was discussed whether the preferred PLMN for RLOS can utilise the existing preferred PLMN lists normally used for normal service or a new list is required. 
In TS 23.122 for "normal" service the following is defined: 

The ME shall utilise all the information stored in the SIM related to the PLMN selection; e.g. "HPLMN Selector with Access Technology", "Operator controlled PLMN Selector with Access Technology", "User Controlled PLMN Selector with Access Technology", "Forbidden PLMNs", "Equivalent HPLMN", see 3GPP TS 31.102 [40].

It is clear that is not only one list that determines the Preferred PLMN for normal service and it is possible that the requirements for PLMN selection for RLOS differ from those of normal service. For instance RLOS is only going to be available in LTE/EPS but the "HPLMN Selector with Access Technology" may in fact be NR/5GS. 

It is therefore proposed that a different list is defined and stored in the SIM or ME for PLMN selection for RLOS. The exact definition and format of this list will be defined by CT1 and CT6.
2. Conclusion
It is proposed that a different list is defined and stored in the SIM or ME for PLMN selection for RLOS. The exact definition and format of this list will be defined by CT1 and CT6.
>>>Start Changes<<<
7.1
Solution #1: New SIB indicating support for Restricted Local Operator Services

7.1.1
Functional Description

This is a solution to key issue EPC-1.

A new SIB provided by E-UTRAN indicates that the PLMN supports Restricted Local Operator Services. The PLMNs where RLOS is supported may be stored in UICC (or ME) for the UE.
7.1.2
Procedures

UE sees through SIB that PLMN supports Restricted Local Operator Services. The PLMNs where RLOS is supported may be configured from HPLMN stored in UICC (or ME) for the UE.

7.1.3
Impact on existing entities and interfaces
E-UTRAN and UE need to support a new SIB that indicates support for Restricted Local Operator Services.

The PLMNs where RLOS is supported may be configured from HPLMN and stored in a new list in UICC (or ME) for the UE. The exact definition and format of such list and how it will be used for PLMN selection for RLOS, will be defined by CT1 and CT6.

>>>End of Changes<<<
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