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1
Overall description
SA2 started the "Study for single radio voice continuity from 5GS to 3G" (SP-180239). Key issues and solutions are captured in TR 23.756.
Within the study it was discussed how the procedure for the UE to return back to NG-RAN can be accomplished in order to fulfil requirements similar to those defined in clause 6.2.3 of TS 23.216 and clause 7.6 of TS 23.272. 

SA2 understands that in case of return from UTRAN to E-UTRAN (after CS call completes), UTRAN can either  select the target cell in PS handover to E-UTRAN or when selecting the dedicated target frequency list for idle mode mobility to E-UTRAN in RR Connection Release procedure.
The current working assumption in SA2 is that PS handover from UTRAN to NG-RAN is not supported. Therefore SA2 would like to ask RAN2 and RAN6 what the possible options may be in order for the UE in idle mode to return to NR or E-UTRA following RRC Connection Release procedure (e.g. provide target frequency list for NR, UE implementation, blind redirection etc).
2
Actions
To RAN2, RAN6
ACTION: 
SA2 would like to ask RAN2, and RAN6 what are the possible options may be in order for the UE in idle mode to select the dedicated target frequency list for idle mode mobility return to NR or E-UTRA in following RRC Connection Release procedure (e.g. provide target freq. list for NR, leave to UE implementation, blind redirection etc).
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Dates of next TSG SA WG2 meetings
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