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* * * First Change * * * *

4.11.1.2.1
5GS to EPS handover using N26 interface

Figure 4.11.1.2.1-1 describes the handover procedure from 5GS to EPS when N26 is supported.

In the case of handover to a shared EPS network, the source NG-RAN determines a PLMN to be used in the target network as specified by TS 23.501 [2]. The source NG-RAN shall indicate the selected PLMN ID to be used in the target network to the AMF as part of the TAI sent in the HO Required message.
In the case of handover from a shared NG-RAN, the AMF may provide the MME with an indication that the 5GS PLMN is a preferred PLMN at later change of the UE to a 5GS shared networks.
During the handover procedure, as specified in clause 4.9.1.3.1, the source AMF shall reject any SMF+PGW-C initiated N2 request received since handover procedure started and shall include an indication that the request has been temporarily rejected due to handover procedure in progress.

Upon reception of a rejection for an SMF+PGW-C initiated N2 request(s) with an indication that the request has been temporarily rejected due to handover procedure in progress, the SMF+PGW-C behaves as specified in TS 23.401 [13].
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Figure 4.11.1.2.1-1: 5GS to EPS handover for single-registration mode with N26 interface

The procedure involves a handover to EPC and setup of default EPS bearer and dedicated bearers for GBR QoS Flows in EPC in steps 1-16 and re-activation, if required, of dedicated EPS bearers for non-GBR QoS Flows in step 17. This procedure can be triggered, for example, due to new radio conditions, load balancing or in the presence of QoS Flow for normal voice or IMS emergency voice, the source NG-RAN node may trigger handover to EPC.

For Ethernet and Unstructured PDU Session Types, the PDN Type non-IP is used, when supported, in EPS. The SMF shall thus set the PDN Type of the EPS Bearer Context to non-IP in these cases. After the handover to EPS, the PDN Connection will have PDN Type non-IP, but it shall be locally associated in UE and SMF to PDU Session Type Ethernet or Unstructured respectively.

In the roaming home routed case, the PGW-C+SMF always provides the EPS Bearer ID and the mapped QoS parameters to UE. The V-SMF caches the EPS Bearer ID and the mapped QoS parameters obtained from H-SMF for this PDU session. This also applies in the case that the HPLMN operates the interworking procedure without N26.

NOTE 1:
The IP address preservation cannot be supported, if PGW-C+SMF in the HPLMN doesn't provide the mapped QoS parameters.
1.
NG-RAN decides that the UE should be handed over to the E-UTRAN. If NG-RAN is configured to perform Inter RAT mobility due to IMS voice fallback triggered by QoS flow setup and request to setup QoS flow for IMS voice was received, NG-RAN responds indicating rejection of the QoS flow establishment because of mobility due to fallback for IMS voice via N2 SM information and triggers handover to E-UTRAN. The NG-RAN sends a Handover Required (Target eNB ID, Source to Target Transparent Container, inter system handover indication) message to the AMF. NG-RAN indicates bearers corresponding to the 5G QoS Flows for data forwarding in Source to Target Transparent Container.


If the handover is triggered due to Emergency fallback, the NG-RAN may forward the Emergency indication to the target eNB in the Source to Target Transparent Container, and the target eNB allocates radio bearer resources taking received indication into account.

2.
The AMF determines from the 'Target eNB Identifier' IE that the type of handover is Handover to E-UTRAN. The AMF selects an MME as described in TS 23.401 [13] clause 4.3.8.3.


The AMF by using Nsmf_PDUSession_ContextRequest requests the V-SMF for each PDU Session associated with 3GPP access to provide SM Context that also includes the mapped EPS Bearer Contexts. The AMF provides the target MME capability to SMF in the request to allow the V-SMF to determine whether to included EPS Bearer context for non-IP PDN Type or not. For PDU Sessions with PDU Session Type Ethernet or Unstructured, the SMF provides SM Context for non-IP PDN Type. This step is performed with all PGW-C+SMFs allocated to the UE for each PDU Session of the UE.

NOTE 2:
The AMF knows the MME capability to support non-IP PDN type or not through local configuration.

NOTE 3:
In home routed roaming scenario, the UE's SM EPS Contexts are obtained from the V-SMF.

3.
The AMF sends a Forward Relocation Request as in Step 2 in clause 5.5.1.2.2 (S1-based handover, normal) in TS 23.401 [13], with the following modifications and clarifications:

-
Parameter "Return preferred" may be included. Return preferred is an optional indication by the MME of a preferred return of the UE to the 5GS PLMN at a later access change to a 5GS shared network. An MME may use this information as specified by TS 23.501 [2].

-
The SGW address and TEID for both the control-plane or EPS bearers in the message are such that target MME selects a new SGW. The AMF includes Direct Forwarding Flag to inform the target MME of the applicability of indirect data forwarding.
NOTE 4:
The mapped SM EPS UE Contexts are included for PDU Sessions with and without active UP connections.

4-5.
Step 4 and 4a respectively in clause 5.5.1.2.2 (S1-based handover, normal) in TS 23.401 [13].

6.
Step 5 (Handover Request) in clause 5.5.1.2.2 (S1-based handover, normal) in TS 23.401 [13] with the following modification:

-
Handover Request may contain information Handover Restriction List with information about PLMN IDs as specified by TS 23.251 [35], clause 5.2a for eNodeB functions.

7-9.
Step 5a through 7 in clause 5.5.1.2.2 (S1-based handover, normal) in TS 23.401 [13].

10a.
If indirect data forwarding applies, the AMF sends the Nsmf_PDUSession_UpdateSMContext Request (Serving GW Address(es) and Serving GW DL TEID(s) for data forwarding) to the PGW-C+SMF, for creating indirect data forwarding tunnel. If multiple PGW-C+SMFs serves the UE, the AMF maps the EPS bearers for Data forwarding to the PGW-C+SMF address(es) based on the association between the EPS bearer ID(s) and PDU Session ID(s). In home-routed roaming case, the AMF requests the V-SMF to create indirect forwarding tunnel.
10b.
The PGW-C+SMF may select an intermediate PGW-U+UPF for data forwarding. The PGW-C+SMF maps the EPS bearers for Data forwarding to the 5G QoS flows based on the association between the EPS bearer ID(s) and QFI(s) for the QoS flow(s) in the PGW-C+SMF, and then sends the QFIs, Serving GW Address(es) and TEID(s) for data forwarding to the PGW-U+UPF. If CN Tunnel Info for Data Forwarding is allocated by the PGW-C+SMF, the CN Tunnel Info for Data Forwarding is provided to PGW-U+UPF in this step. The PGW-U+UPF acknowledges by sending a response. If CN Tunnel Info is allocated by the PGW-U+UPF, the CN Tunnel Info is provided to PGW-C+SMF in this response. In home-routed roaming case, the V-SMF selects the V-UPF for data forwarding.
10c.
The PGW-C+SMF returns an Nsmf_PDUSession_UpdateSMContext Response (Cause, CN tunnel Info for Data Forwarding, QoS flows for Data Forwarding) for creating indirect data forwarding. Based on the correlation between QFI(s) and Serving GW Address(es) and TEID(s) for data forwarding, the PGW-U+UPF maps the QoS flow(s) into the data forwarding tunnel(s) in EPC.
11.
The AMF sends the Handover Command to the source NG-RAN (Transparent container (radio aspect parameters that the target eNB has set-up in the preparation phase), CN tunnel info for data forwarding per PDU Session, QoS flows for Data Forwarding). The source NG-RAN commands the UE to handover to the target access network by sending the HO Command. The UE correlates the ongoing QoS Flows with the indicated EPS Bearer IDs to be setup in the HO command. The UE locally deletes the PDU Session if the QoS Flow associated with the default QoS rule in the PDU Session does not have an EPS Bearer ID assigned. If the QoS Flow associated with the default QoS rule has an EPS Bearer ID assigned, the UE keeps the PDU Session (PDN connection) and for the remaining QoS Flow(s) that do not have EPS bearer ID(s) assigned, the UE locally deletes the QoS rule(s) associated with those QoS Flow(s). The UE deletes any UE derived QoS rules. The EPS Bearer ID that was assigned for the QoS flow of the default QoS rule in the PDU Session becomes the EPS Bearer ID of the default bearer in the corresponding PDN connection.


For the QoS Flows indicated in the "QoS Flows for Data Forwarding", NG-RAN initiate data forwarding via to the PGW-U+UPF based on the CN Tunnel Info for Data Forwarding per PDU Session. Then the PGW-U+UPF maps data received from the data forwarding tunnel(s) in the 5GS to the data forwarding tunnel(s) in EPS, and sends the data to the target eNodeB via the Serving GW.

12-12c.
Step 13 to step 14 from clause 5.5.1.2.2 (S1-based handover, normal) in TS 23.401 [13].

12d.
The AMF acknowledges MME with Relocation Complete Ack message. A timer in AMF is started to supervise when resources in the in NG-RAN and PGW-C+SMF shall be released.

13.
Step 15 from clause 5.5.1.2.2 (S1-based handover, normal) in TS 23.401 [13].

14.
Step 16 (Modify Bearer Request) from clause 5.5.1.2.2 (S1-based handover, normal) in TS 23.401 [13] with the following clarification:

-
The PGW-C+SMF deletes the PDU Session if the QoS Flow associated with the default QoS rule in the PDU Session does not have an EPS Bearer ID assigned. If the QoS Flow associated with the default QoS rule has an EPS Bearer ID assigned, the PGW-C+SMF keeps the PDU Session (PDN connection) and for the remaining QoS Flows that do not have EPS bearer ID(s) assigned, the PGW-C+SMF maintains the PCC rule(s) associated with those QoS Flows.

NOTE 5:
The PGW-C+SMF initating dedicated bearer activation for those maintained PCC rule(s) is described in step 18.

NOTE 6:
If the QoS flow is deleted and the default QoS rule contains a Packet Filter Set that allows all UL packets or contains no Packet Filter Set, the IP flows of the deleted QoS rules are mapped to the default EPS bearer. If the default QoS rule contains packet filter(s), the IP flows in the deleted QoS Flow may be interrupted until step 18 of clause 5.5.1.2.2 in TS 23.401 [13].

15.
The PGW-C+SMF initiates a N4 Session Modification procedure towards the UPF+PGW-U to update the User Plane path.

16.
Step 16a (Modify Bearer Response) from clause 5.5.1.2.2 (S1-based handover, normal) in TS 23.401 [13]. At this stage the User Plane path is established for the default bearer and the dedicated GBR bearers between the UE, target eNodeB, Serving GW and the PGW-U+UPF. The PGW-C+SMF uses the EPS QoS parameters as assigned for the dedicated EPS GBR bearers during the QoS flow establishment. PGW-C+SMF maps all the other IP flows to the default EPS bearer.

17.
Step 17 from clause 5.5.1.2.2 (S1-based handover, normal) in TS 23.401 [13].

18.
The UE initiates a Tracking Area Update procedure as specified in TS 23.401 [13], clause 5.3.3.1 with modifications specified in clause 4.11.1.5.3.


When the old AMF decides not to maintain a UE registration for non-3GPP access anymore, the old AMF then unsubscribes from Subscription Data updates by sending an Nudm_SDM_Unsubscribe service operation to UDM and releases of all the AMF and AN resources related to the UE.
NOTE 7:
The behaviour whereby the HSS+UDM cancels location of CN node of the another type is similar to HSS behaviour for MME and Gn/Gp SGSN registration (see TS 23.401 [13]).

19.
The PGW-C+SMF initiates dedicated bearer activation procedure for non-GBR QoS Flows by mapping the parameters of the non-GBR Flows to EPC QoS parameters. This setup may be triggered by the PCRF+PCF, if PCC is deployed. This procedure is specified in TS 23.401 [13], clause 5.4.1. For Ethernet PDU Session Type, using non-IP PDN Type in EPS, this step is not applicable.

20.
Step 21 from clause 5.5.1.2.2 (S1-based handover, normal) in TS 23.401 [13].

21.
If indirect forwarding was used, then the expiry of the timer at AMF started at step 12c triggers the AMF to invoke Nsmf_PDUSession_UpdateSMContext Request service operation with an indication to release the forwarding tunnels of the V-SMF, in order to release temporary resources used for indirect forwarding that were allocated at step 10. The V-SMF returns Nsmf_PDUSession_Update SMContext Response message.
4.11.1.2.2
EPS to 5GS handover using N26 interface

4.11.1.2.2.1
General

N26 interface is used to provide seamless session continuity for single registration mode.

The procedure involves a handover to 5GS and setup of QoS Flows in 5GS.

In the home routed roaming case, the PGW-C+ SMF in the HPLMN always receives the PDU Session ID from UE and provides other 5G QoS parameters to UE. This also applies in the case that the HPLMN operates the interworking procedure without N26.
In the case of handover to a shared 5GS network, the source E-UTRAN determines a PLMN to be used in the target network as specified by TS 23.251 [35] clause 5.2a for eNodeB functions. A supporting MME may provide the AMF via N26 with an indication that source EPS PLMN is a preferred PLMN when that PLMN is available at later change of the UE to an EPS shared network.
If the PDN Type of a PDN Connection in EPS is non-IP, and is locally associated in UE and SMF to PDU Session Type Ethernet or Unstructured, the PDU Session Type in 5GS shall be set to Ethernet or Unstructured respectively.

NOTE:
The IP address continuity can't be supported, if PGW-C+SMF in the HPLMN doesn't provide the mapped QoS parameters.

4.11.1.2.2.2
Preparation phase

Figure 4.11.1.2.2.2-1 shows the preparation phase of the Single Registration-based Interworking from EPS to 5GS procedure.
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Figure 4.11.1.2.2.2-1: EPS to 5GS handover using N26 interface, preparation phase

This procedure applies to the Non-Roaming (TS 23.501 [2] Figure 4.3.1-1), Home-routed roaming (TS 23.501 [2] Figure 4.3.2-1) and Local Breakout roaming Local Breakout (TS 23.501 [2] Figure 4.3.2-2) cases.

-
For non-roaming scenario, V-SMF, v-UPF and v-PCF+v-PCRF are not present

-
For home-routed roaming scenario, the SMF+PGW-C and UPF+PGW-U are in the HPLMN. v-PCF+v-PCRF are not present

-
For local breakout roaming scenario, V-SMF and v-UPF are not present. SMF+PGW-C and UPF+PGW-U are in the VPLMN.


In local-breakout roaming case, the v-PCF+v-PCRF interacts wit the SMF+PGW-C.

1 - 2.
Step 1 - 2 from clause 5.5.1.2.2 (S1-based handover, normal) in TS 23.401 [13].

3.
Step 3 from clause 5.5.1.2.2 (S1-based handover, normal) in TS 23.401 [13] with the following modifications:


An additional optional parameter Return preferred. Return preferred is an optional indication provided by the MME to indicate a preferred return of the UE to the last used EPS PLMN at a later access change to an EPS shared network. Based on the Return Preferred indication, the AMF may store the last used EPS PLMN ID in the UE Context.

The AMF converts the received EPS MM Context into the 5GS MM Context. This includes converting the EPS security context into a mapped 5G security context. The MME UE context includes IMSI, ME Identity, UE security context, UE Network Capability, and EPS Bearer context(s). An EPS Bearer context includes the SMF + PGW-C address and V-CN Tunnel Info at the UPF + PGW-U for uplink traffic, and APN.
NOTE:
If the AMF holds a native 5G security context for the UE, the AMF may activate this native 5G security context by initiating a NAS SMC upon completing the handover procedure.

Editor's note:
Whether 5GS Security Context can be derived from the EPS Security Context should be clarified by SA3 study.

4.
The AMF invokes the Nsmf_PDUSession_UpdateSMContext service operation (UE EPS PDN Connection, AMF ID, Direct Forwarding Flag) on the SMF identified by the PGW-C+SMF address and indicates HO preparation indication (to avoid switching the UP path). The AMF ID is the UE's GUAMI which uniquely identifies the AMF serving the UE. This step is performed for each PDN Connection and the corresponding PGW-C+SMF address/ID in the UE context the AMF received in step 3. The SMF finds the corresponding PDU Session based on EPS Bearer Context(s).

The AMF includes Direct Forwarding Flag to inform the SMF of the applicability of indirect data forwarding.


For home-routed roaming scenario, the AMF selects default V-SMFs per PDU Session and invokes the Nsmf_PDUSession_CreateSMContext service operation (UE PDN Connection Contexts, AMF ID, SMF + PGW-C address).

The V-SMF selects the PGW-C+SMF using the received H-SMF address as received from the AMF, and initates a Nsmf_PDUSession_Update service operation with the PGW-C+SMF.

5.
If dynamic PCC is deployed, the SMF+ PGW-C (V-SMF via H-SMF for home-routed scenario) may initiate Session Management Policy Modification towards the PCF + PCRF.

6.
Void.

7.
The PGW-C+SMF (V-SMF in the case of home-routed roaming scenario only) sends a Nsmf_PDUSession_UpdateSMContext Response (PDU Session ID, S-NSSAI, N2 SM Information (PDU Session ID, S-NSSAI, QFI(s), QoS Profile(s), EPS Bearer Setup List, H-CN Tunnel-Info)) to the AMF.

SMF includes mapping between QoS flows and EPS bearers as part of N2 SM Information container. If the Direct Forwarding Flag indicates indirect forwarding and there is no indirect data forwarding connectivity between source and target, the SMF shall further include a "Data forwarding not possible" indication in the N2 SM information container.


NG-RAN can use the source to target transparent container and N2 SM Information container to determine which QoS flows have been proposed for forwarding and decide for which of those QoS flows it accepts the data forwarding or not. AMF stores an association of the PDU Session ID, S-NSSAI and the SMF ID.


If the PDN Type of a PDN Connection in EPS is non-IP, and is locally associated in SMF to PDU Session Type Ethernet, the PDU Session Type in 5GS shall be set to Ethernet. In case the PDN type of a PDN Connection in EPS is non-IP, and is locally associated in UE and SMF to PDU Session Type Unstructured, the PDU Session Type in 5GS shall be set to Unstructured.


In the case of PDU Session Type Ethernet, that was using PDN type non-IP in EPS, the SMF creates QoS rules based on the PCC Rules received from PCF.

8.
For home-routed roaming scenario only: The V-SMF selects a v-UPF and initiates an N4 Session Establishment procedure with the selected v-UPF. The V-SMF provides the v-UPF with packet detection, enforcement and reporting rules to be installed on the UPF for this PDU Session, including H-CN Tunnel Info. If CN Tunnel Info is allocated by the SMF, the V-CN Tunnel Info is provided to the v-UPF in this step.


The v-UPF acknowledges by sending an N4 Session Establishment Response message. If CN Tunnel Info is allocated by the UPF, the V-CN Tunnel info is provided to the V-SMF in this step.

9.
The AMF sends a Handover Request (Source to Target Transparent Container, N2 SM Information (PDU Session ID, S-NSSAI, QFI(s), QoS Profile(s), EPS Bearer Setup List, V-CN Tunnel Info), Handover Restriction List) message to the NG-RAN. The AMF provides NG-RAN with a PLMN list in the Handover Restriction List containing at least the serving PLMN, taking into account the last used EPS PLMN ID and the Return preferred indication. The Handover Restriction List contain information about PLMN IDs as specified by TS 23.501 [2].
10.
The NG-RAN sends a Handover Request Acknowledge (Target to Source Transparent Container, N2 SM response (PDU Session ID, list of accepted QFI(s) and AN Tunnel Info), N2 SM Information for PDU Forwarding (PDU Session ID, N3 Tunnel Info for PDU Forwarding)) message to the AMF. The NG-RAN includes one assigned TEID/TNL address per PDU Session (for which there is at least one QoS flow for which it has accepted the forwarding) within the SM Info container. It also includes the list of QoS flows for which it has accepted the forwarding.
11.
The AMF sends an Nsmf_PDUSession_UpdateSMContext Request (PDU Session ID, N2 SM response (list of accepted QFI(s) and AN Tunnel Info), N2 SM Information for PDU Forwarding (PDU Session ID, N3 Tunnel Info for PDU Forwarding)) message to the SMF for updating N3 tunnel information. The SMF+PGW-C derives from this received list of QoS flows that should be mapped to the PDU Session. In home routed roaming case, N2 SM Information for PDU Forwarding (PDU Session ID, N3 Tunnel Info for PDU Forwarding) is handled by the V-SMF and will not be sent to the SMF+PGW-C.
12.
SMF+PGW-C (V-SMF in home-routed roaming scenario) performs preparations for N2 Handover by indicating N3 UP address and Tunnel ID of NG-RAN to the UPF if N2 Handover is accepted by NG-RAN and by indicating the mapping between the TEID where the UPF receives data forwarded by the source SGW and the QFI and N3 Tunnel Info for PDU Forwarding where the UPF is to forward such data. In home routed roaming case, the V-SMF sends the V-UPF the mapping between the TEID where the UPF receives data forwarded by the source SGW and the QFI and N3 Tunnel Info for PDU Forwarding.


If N2 Handover is not accepted by NG-RAN, SMF+PGW-C deallocates N3 UP address and Tunnel ID of the selected UPF.


The EPS Bearer Setup list is a list of EPS bearer Identifiers successfully handover to 5GC, which is generated based on the list of accepted QFI(s).
13.
SMF+PGW-C (V-SMF in home-routed roaming scenario) to AMF: Nsmf_PDUSession_UpdateSMContext Response (PDU Session ID, EPS Bearer Setup List, CN tunnel information for data forwarding). In home routed roaming case, the V-SMF provides the CN tunnel information for data forwarding.

This message is sent for each received Modify PDU Request message.

14.
The AMF sends the message Forward Relocation Response (Cause, Target to Source Transparent Container, Serving GW change indication, CN Tunnel Info for data forwarding, EPS Bearer Setup List, AMF Tunnel Endpoint Identifier for Control Plane, Addresses and TEIDs). The EPS Bearer Setup list is the combination of EPS Bearer Setup list from different SMF+PGW-C(s).
15.
Step 8 from clause 5.5.1.2.2 (S1-based handover, normal) in TS 23.401 [13].

4.11.1.2.2.3
Execution phase

Figure 4.11.1.2.2.3-1 shows the Single Registration-based Interworking from EPS to 5GS procedure.
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Figure 4.11.1.2.2.3-1: EPS to 5GS handover using N26 interface, execution phase

1 - 2.
Step 9 - 11 from clause 5.5.1.2.2 (S1-based handover, normal) in TS 23.401 [13].

3.
Handover Confirm: the UE confirms handover to the NG-RAN.


The UE moves from the E-UTRAN and synchronizes with the target NG-RAN. The UE may resume the uplink transmission of user plane data only for those QFIs and Session IDs for which there are radio resources allocated in the NG-RAN.


Forwarding, and the v-UPF forwards the PDUs to the NG-RAN using the N3 Tunnel Info for PDU Forwarding, adding the QFI information. The target NG-RAN prioritizes the forwarded packets over the fresh packets for those QoS flows for which it had accepted data forwarding.
4.
Handover Notify: the NG-RAN notifies to the AMF that the UE is handed over to the NG-RAN. The notification message includes the N2 SM Information (N3 DL AN Tunnel Info).

5.
Then the AMF knows that the UE has arrived to the target side and informs the MME by sending a Forward Relocation Complete Notification message.

6.
Step 14 from clause 5.5.1.2.2 (S1-based handover, normal) in TS 23.401 [13].

7.
AMF to SMF +PGW-C (V-SMF in case of roaming and Home-routed case): Nsmf_PDUSession_UpdateSMContext Request (Handover Complete indication for PDU Session ID).


Handover Complete is sent per each PDU Session to the corresponding SMF +PGW-C to indicate the success of the N2 Handover.

8.
The SMF + PGW-C (V-SMF in case of roaming and Home-routed case) updates the UPF + PGW-U with the V-CN Tunnel Info, indicating that downlink User Plane for the indicated PDU Session is switched to NG-RAN.

9.
If PCC infrastructure is used, the SMF + PGW-C informs the PCF + PCRF about the change of, for example, the RAT type and UE location.

10.
SMF +PGW-C to AMF: Nsmf_PDUSession_UpdateSMContext Response (PDU Session ID).


SMF +PGW-C confirms reception of Handover Complete.

11.
For home-routed roaming scenario: The V-SMF provides to the v-UPF with the N3 DL AN Tunnel Info and the N9 UL CN Tunnel Info.

12.
The UE performs the EPS to 5GS Mobility Registration Procedure from step 2 per clause 4.11.1.3.3. If the UE holds a native 5G-GUTI it also includes the native 5G-GUTI as an additional GUTI in the Registration Request. The additional GUTI enables the AMF to find the UE's 5G security context (if available). The AMF provides NG-RAN with a PLMN list in the Handover Restriction List containing at least the serving PLMN, taking into account of the last used EPS PLMN ID and Return preferred indication as part of the Registration procedure execution and AMF signaling to NG-RAN. The Handover Restriction List contains a list of PLMN IDs as specified by TS 23.501 [2].
13.
Step 20a - 20b from clause 5.5.1.2.2 (S1-based handover, normal) in TS 23.401 [13].

* * * Second Change * * * *

4.11.1.3.3
EPS to 5GS Mobility Registration Procedure (Idle and Connected State) using N26 interface
Figure 4.11.1.3.3-1 describes the mobility procedure from EPS to 5GS when N26 is supported for idle and connected states.
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Figure 4.11.1.3.3-1: EPS to 5GS mobility for single-registration mode with N26 interface

1.
The Registration procedure is triggered, e.g. the UE moves into NG-RAN coverage. Step 2 to 9 except step 5, 6 and 8 follow the Registration procedure in clause 4.2.2 with following enhancement.

2.
The UE sends Registration Request with registration type set to "Mobility Registration Update", including 5G-GUTI mapped from EPS GUTI as the old GUTI, the native 5G-GUTI (if available) as additional GUTI and indicating that the UE is moving from EPC. The additional GUTI enables the AMF to retrieve the UE's MM context from the old AMF (if available). The UE also includes at least the S-NSSAIs associated with the established PDN connections in the Requested NSSAI in RRC and NAS. The UE also includes the list of PDU Session IDs and related S-NSSAIs in the Registration request. The additional GUTI enables the AMF to retrieve the UE's MM context from the old AMF (if available). The UE includes at least the S-NSSAIs associated with the established PDN connections in the Requested NSSAI in RRC and NAS (as described in TS 23.501 [2] clause 5.15.7.2 or 5.15.7.3).

In the case of idle mode mobility the UE additionally includes a TAU request message integrity protected using the EPS security context (for further security verification by the MME) in the Registration Request. If the UE holds a native 5G-GUTI for this PLMN then the UE also includes the GUAMI part of the native 5G-GUTI in RRC to enable the NG-RAN to route the Registration Request to the same AMF (if available).


The UE integrity protects the Registration Request message using a 5G security context (if available).

3-4.
Steps 2-3 of clause 4.2.2.2.2 are performed.
Step 5, 6 and 8 are not performed when this procedure is part of EPS to 5GS handover.
5.
This step is only performed for IDLE mode mobility. The target AMF derives the MME address and 4G GUTI from the old 5G-GUTI and sends Context Request to MME including EPS GUTI mapped from 5G-GUTI and the TAU request message according to TS 23.401 [13].

6.
This step is only performed for IDLE mode mobility. Step 5 from clause 5.3.3.1 (Tracking Area Update procedure with Serving GW change) in TS 23.401 [13] with the modification captured in clause 4.11.1.5.3.

The AMF converts the received EPS MM Context into the 5GS MM Context. The UE context includes IMSI, ME Identity, UE security context, UE Network Capability, and EPS Bearer context(s). An EPS Bearer context includes the SMF + PGW-C address and APN.

The Context Response may include new information Return Preferred. Return Preferred is an indication by the MME of a preferred return of the UE to the last used EPS PLMN at a later access change to an EPS shared network. Based on the Return Preferred indication, the AMF may store the last used EPS PLMN ID in UE Context.
7.
Steps 8-9 of clause 4.2.2.2.2 are optionally performed.
8.
This step is only performed for IDLE mode mobility. The target AMF sends Context Acknowledge (Serving GW change indication) to MME according to TS 23.401 [13].
9.
Steps 11-12 of clause 4.2.2.2.2 are optionally performed.
Step 10, 12, 13 are performed only if the target AMF is different from the old AMF and the old AMF is in the same PLMN as the target AMF.

10.
If the UE' additional 5G-GUTI was included in the Registration Request, the target AMF shall invoke the Namf_Communication_UEContextTransfer to the old AMF identified by the additional 5G-GUTI, to request the UE's SUPI and MM Context. The old AMF associated to the additional 5G-GUTI also transfers the event subscriptions information by each consumer NF and the list of SM PDU Session ID / associated SMF ID, for the UE, to the target AMF.

11.
Steps 13-14c of clause 4.2.2.2.2 are performed, with the following difference: if MM context retrieved from the old AMF indicates non-3GPP access, then the target AMF indicates to the UDM that the target AMF identity to be registered in the UDM applies to both 3GPP and non-3GPP accesses.

12.
The old AMF unsubscribes with the UDM for subscription data using Nudm_SDM_Unsubscribe. The UDM may unsubscribe to changes for the same data from UDR by using Nudr_DM_Unsubscribe.

13.
The UDM invokes Nudm_UECM_DeregistrationNotification to the old AMF. The UDM may update UE context in AMF information from UDR by Nudr_DM_Update.
14.
Steps 16-20 of clause 4.2.2.2.2 are optionally performed (initiated by target AMF) with the following addition:


In the home-routed roaming case, the AMF selects default V-SMFs and invokes Nsmf_PDU_Session_CreateSMContext service operation of the V-SMF to create an association with the AMF. It includes EPS Bearer ID, H-SMF ID, indicates whether User plane connection needs to be established based on active flag setting along with List Of PDU Sessions To Be Activated (i.e. PDN connections). V-SMF creates the association and based on the received SMF ID, V-SMF invokes Nsmf_PDU_Session_Update request service operation of H-SMF and provides the information received.
-
The (H-)SMF finds the corresponding PDU Session based on the PDN Connection Context in the request. The (H-)SMF responds with the PDU Session ID, other PDU session parameters, such as PDU Session Type, Session AMBR in the Nsmf_PDU_Session_Update response. The V-SMF and AMF stores an association of the PDU Session ID and the SMF ID.


In non-roaming and LBO cases, AMF invokes Nsmf_PDU_Session_UpdateSMContext Request (UE EPS PDN Connection) service operation of  the PGW-C+SMF and indicates all the PDU Session(s) to be re-activated as received in the Registration request message along with List Of PDU Sessions To Be Activated (i.e. EPS bearer contexts). This step is performed for each PDN Connection and the corresponding PGW-C+SMF address/ID in the UE context the AMF received in Step 6. The PGW-C+SMF sends the PDU Session ID and the S-NSSAI of the PDU Session in the Nsmf_PDU_Session_UpdateSMContext Response. The PGW-C+SMF finds the corresponding PDU Session based on the EPS Bearer Context(s). in the request. The PGW-C+SMF activates User Plane connections if the corresponding PDU Session is in the received PDU Session(s) to be re-activated. The PGW-C+SMF allocates its local resources and sends session modification request message to UPF(s). UPF(s) responds to the PGW-C+SMF(s) with session modification response. The PGW-C+SMF(s) updates its SM contexts and returns a Nsmf_PDU_Session_UpdateSMContextResponse message including N2 SM Context to the AMF depending on the need to establish User plane connection. The SMF responds with the PDU Session ID corresponding to the SMF ID, default EPS bearer ID in the request, and with the allocated EBI(s) information. The AMF stores an association of the PDU Session ID and the SMF ID, AMF stores the allocated EBI(s) associated to the PDU Session ID.

In case the PDN Type of a PDN Connection in EPS is non-IP, and it was originally established as Ethernet PDU Session when UE was camping in 5GS (known based on local context information that was set to PDU Session Type Ethernet in UE and SMF), the PDU Session Type in 5GS shall be set to Ethernet by the SMF and UE. In case the PDN type of a PDN Connection in EPS is non-IP, and is locally associated in UE and SMF to PDU Session Type Unstructured, the PDU Session Type in 5GS shall be set to Unstructured by the SMF and UE.
15 - 16.
Step 13 - 14 from clause 5.3.3.1 (Tracking Area Update procedure with Serving GW change) in TS 23.401 [13].

17-18.
These steps follow the steps 21 and 22 of Registration procedure in clause 4.2.2.2.2.


The Registration Accept message shall include the updated 5G-GUTI to be used by the UE in that PLMN over any access. If the active flag was included in the Registration request, The AMF may provide NG-RAN with a Handover Restriction List taking into account the last used EPS PLMN ID and the Return preferred indication. The Handover Restriction List contains a list of PLMN IDs as specified by TS 23.501 [2].
If a native 5G security for 3GPP access is available in the AMF (or has been retrieved from the old AMF), the AMF may continue to use this security context. Otherwise, the AMF shall either create the mapped security context based on the EPS security context obtained from the MME or initiate an authentication of the UE.
* * * Third Change * * * *

4.11.1.5
Impacts to EPS Procedures

4.11.1.5.1
General

This clause captures changes to procedures in TS 23.401 [13] due to interworking with 5GS based on N26. The handover procedures between 5GS and 5GS captured in clause 4.11.1.2 capture impacts to TS 23.401 [13] clause 5.5.1.2.2 (S1-based handover, normal).

4.11.1.5.2
E-UTRAN Initial Attach

The E-UTRAN Initial Attach Proceure specified in TS 23.401 [13] clause 5.3.2.1 is impacted as shown in Figure 4.11.1.5.2-1 when interworking with 5GS using N26 interface is supported.
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Figure 4.11.1.5.2-1 Impacts to E-UTRAN Initial Attach procedure

1.
The UE sends an Attach Request message as specified in TS 23.401 [13] with the following modifications:

-
If the UE was previously registered in 5GS, the UE provides EPS GUTI mapped from 5G-GUTI sent as old Native GUTI and indicates that it is moving from 5GC.

-
A UE that supports 5GC NAS procedures shall indicate its support of 5G NAS as part of its UE Core Network Capability IE.

-
If the UE includes ESM message container for PDN Connection Establishment and the Request type is "initial request", the UE shall allocate a PDU Session ID and include it in the PCO. The PDU Session ID shall be unique across all other PDN connections of the UE.

2.
The relevant steps of the procedure as specified in the figure above are executed.

3.
Step 15 as specified in TS 23.401 [13] clause 5.3.2.1 with the following modification:

-
The PGW-C+SMF allocates 5G QoS parameters corresponding to PDN connection, e.g. Session AMBR and QoS rules includes these in PCO.

4.
The relevant steps of the procedure as specified in the figure above are executed.

5.
Step 18 as specified in TS 23.401 [13] clause 5.3.2.1 with the following modification:

-
The 5G QoS parameters for the PDU session and for the default QoS rule are stored in the UE.

6.
The relevant steps of the procedure as specified in the figure above are executed.

4.11.1.5.3
Tracking Area Update

The following changes are applied to clause 5.3.3.1 (Tracking area update procedure with Serving GW change) in TS 23.401 [13]:

-
Step 2: UE shall include EPS GUTI that is mapped from 5G-GUTI following the mapping rules specified in TS 23.501 [2]. The UE indicates that it is moving from 5GC. The UE integrity protects the TAU request message using the 5G security context.

-
Step 5 and message Context Response may include new information Return preferred.


Return preferred is an indication by the AMF of a preferred return of the UE to the last used 5GS PLMN at a later access change to a 5GS shared network.


The MME may store the last used 5GS PLMN ID in UE’s MM Context.
The MME may provide E-UTRAN with a Handover Restriction List taking into account the last used 5GS PLMN ID and the Return Preferred indication. The Handover Restriction List contains a list of PLMN IDs as specified by TS 23.251 [35].


-
Step 13 and HSS use of Cancel Location


The HSS/UDM de-register any old AMF node by sending an Nudm_UECM_DeregistrationNotification service operation to the registered AMF for 3GPP access.

-
Step 17: The MME may provide the eNodeB with a PLMN list as part of the TAU procedeure execution and the procedure signaling from MME to eNodeB. The Handover Restriction List contain a list of PLMN IDs as specified by TS 23.251 [35] clause 5.2a for eNodeB functions.

-
Step 20 and MME processing of the partial Tracking Area Update (TAU) procedure.


The MME may use an indication Return preferred from Context Response at step 6 when deciding the PLMN list content.


The MME may provide the eNodeB with a PLMN list. The Handover Restriction List contains a list of PLMN IDs as specified by TS 23.501 [2].

4.11.1.5.4
Session Management

4.11.1.5.4.1
PDN Connection Request

The UE Requested PDN Connectivity Procedure specified in TS 23.401 [13] clause 5.10.2 is impacted as shown in in Figure 4.11.1.5.4.1-1 when interworking with 5GS is supported.
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Figure 4.11.1.5.4.1-1 Impacts to UE Requested PDN Connectivity Procedure

1.
UE sends a PDN connectivity Request to the MME as specified in Step 1 in TS 23.401 [13] clause 5.10.2 with the following modification:

-
If the UE is 5G NAS capable and the Request type is "initial request", the UE shall allocate a PDU Session ID and include it in the PCO. The PDU Session ID shall be unique across all other PDN connections of the UE.

2.
The relevant steps of the procedure as specified in the figure above are executed.

3.
Step 6 as specified in TS 23.401 [13] clause 5.10.2 is executed with the following modification:

-
If the PGW-C+SMF accepts to provide interworking of the PDN connection with 5GC, the PGW-C+SMF shall allocate 5G QoS parameters corresponding to PDN connection, e.g. Session AMBR and QoS rules and include these in PCO.

4. The relevant steps of the procedure as specified in the figure above are executed.

5.
Step 8 as specified in TS 23.401 [13] clause 5.10.2 with the following modification:

-
If 5G QoS parameters are included in the PCO, the UE shall store them. If 5G QoS parameters are not included in the PCO, the UE shall note that session continuity for this PDN connection on mobility to 5G is not provided by the network.

6. The relevant steps of the procedure as specified in the figure above are executed.

4.11.1.5.4.2
UE or MME Requested PDN Disconnection

The procedure as specified in TS 23.401 [13] clause 5.10.3 applies with the following modification:

Step 8.
(RRC Connection Reconfiguration): On receiving the NAS Deactivate EPS Bearer Context Request(LBI) message, if the UE has mapped 5G parameters for the PDU session, the UE deletes the corresponding mapped 5GS PDU session.

4.11.1.5.4.3
Dedicated Bearer Activation, Bearer Modification and Bearer Deactivation

The procedures specified in TS 23.401 [13] clause 5.4.1 through 5.4.5 apply with the following modifictions:

-
In the step where the PDN-GW sends a Create Bearer Request, i.e.

-
Step 2 in TS 23.401 [13] clause 5.4.1 (Dedicated Bearer Activation)


the PCO includes mapped 5GS QoS parameters for the EPS bearer being created.

-
In the step where the PDN-GW sends an Update Bearer Request, i.e.,

-
Step 2 in TS 23.401 [13] clause 5.4.2.1 (PDN GW initiated bearer modification with bearer QoS update)

-
Step 5 in TS 23.401 [13] clause 5.4.2.2 (HSS Initiated Subscribed QoS Modification)

-
Step 2 in TS 23.401 [13] clause 5.4.3 (PDN GW initiated bearer modification without bearer QoS update) if TFT or APN-AMBR is being modified


the PCO includes the modification to the mapped 5GS QoS parameters, if impacted by the modification, corresponding to the EPS bearer being modified.

-
In the step where the UE receives the NAS Session Management message from the MME which contains the PCO relayed via the MME, i.e:

-
Step 5 in TS 23.401 [13] clause 5.4.1 (Dedicated Bearer Activation)

-
Step 5 in TS 23.401 [13] clause 5.4.2.1 (PDN GW initiated bearer modification with bearer QoS update)

-
Step 5 in TS 23.401 [13] clause 5.4.3 (PDN GW initiated bearer modification without bearer QoS update) if TFT or APN-AMBR is being modified


the UE updates the mapped 5G QoS parameters as included in the PCO from the PDN-GW.

-
In the step where the UE receives EPS bearer request message, i.e

-
Step 5 in TS 23.401 [13] clause 5.4.4.1 (PDN GW initiated bearer deactivation)


the UE also deletes the mapped 5GS QoS flow and its associated parameter.
4.11.1.5.X
5GS to EPS handover using N26 interface

In step 3 of clause 4.11.1.2.1, the Forward Relocation Request may include new information Return Preferred.

Return Preferred is an indication by the AMF of a preferred return of the UE to the last used 5GS PLMN at a later access change to a 5GS shared network.

The MME may store the last used 5GS PLMN ID in UE’s MM Context.
The MME may provide E-UTRAN with a Handover Restriction List taking into account the last used 5GS PLMN ID and the Return Preferred indication. The Handover Restriction List contains a list of PLMN IDs as specified by TS 23.251 [35].
* * * Fourth Change * * * *

5.2.2.2.2
Namf_Communication_UEContextTransfer service operation

Service operation name: Namf_Communication_UEContextTransfer
Description: Provides the UE context to the consumer NF.

Input, Required: 5G-GUTI, Reason.

Input, Optional: Integrity protected message from the UE that triggers the context transfer.
Output, Required: The UE context of the identified UE. The UE context is detailled in table 5.2.2.2.2-1.

Output, Optional: Mobile Equipment Identifier (if available), Allowed NSSAI, Mapping Of Allowed NSSAI.

See clause 4.2.2.2.2 for example of usage of this service operation. If the consumer NF sent an integrity protected message from the UE, the AMF uses it to verify whether this request is permitted to retrieve the UE context of the UE. If it is permitted, the AMF provides UE context to the consumer NF in the Namf_Communication_UEContextTransfer response. The following table illustrates the UE Context:

Table 5.2.2.2.2-1: UE Context in AMF
	Field
	Description

	SUPI
	SUPI (Subscription Permanent Identifier) is the subscriber's permanent identity in 5GS.

	SUPI-unauthenticated-indicator
	This indicates whether the SUPI is unauthenticated.

	GPSI
	The GPSI(s) of the UE. The presence is dictated by its storage in the UDM.

	5G-GUTI
	5G Globally Unique Temporary Identifier.

	PEI
	Mobile Equipment Identity 

	Internal Group ID-list
	List of the subscribed internal group(s) that the UE belongs to.

	UE Specific DRX Parameters
	UE specific DRX parameters.

	UE Network Capability
	Indicates the UE network capabilities.

	Events Subscription
	List of the event subscriptions by other CP NFs. Indicating the events being subscribed as well as any information on how to send the corresponding notifications

	AM Policy Information
	Information on AM policy provided by PCF.

	PCF ID(s)
	The identifier of the PCF for AM Policy. In roaming, the identifier of V-PCF and optionally H-PCF.

	Subscribed RFSP Index
	An index to specific RRM configuration in the NG-RAN that is received from the UDM.

	RFSP Index in Use
	An index to specific RRM configuration in the NG-RAN that is currently in use.

	MICO Mode Indication
	Indicates the MICO Mode for the UE.

	Voice Support Match Indicator
	An indication whether the UE radio capabilities are compatible with the network configuration. The AMF uses it as an input for setting the IMS voice over PS Session Supported Indication.

	UE Radio Capability for Paging Information
	Information used by the NG-RAN to enhance the paging towards the UE (see clause 5.4.4.1 of TS 23.501 [2]).

	Information On Recommended Cells And RAN nodes For Paging
	Information sent by the NG-RAN, and used by the AMF when paging the UE to help determining the NG-RAN nodes to be paged as well as to provide the information on recommended cells to each of these NG-RAN nodes, in order to optimize the probability of successful paging while minimizing the signalling load on the radio path.

	SMSF Identifier
	The Identifier of the SMSF serving the UE in RM‑REGISTERED state.

	SMS Supported
	Indicates whether the UE supports SMS delivery over NAS via 3GPP access, or via non-3GPP access, or via both the 3GPP and non-3GPP access.

	SEAF data
	Master security information received from AUSF

	Last used EPS PLMN ID
	The identifier of the last used EPS PLMN

	For each access type level context within the UE access and mobility context:

	Access Type
	Indicates the access type for this context.

	RM State
	Registration management state.

	Registration Area
	Current Registration Area (a set of tracking areas in TAI List).

	TAI of last Registration Update
	TAI of the TA in which the last registration request was initiated.

	User Location Information
	Information on user location.

	Mobility Restrictions
	Mobility Restrictions restrict mobility handling or service access of a UE in the 5G System. It consists of RAT restriction, Forbidden area, Service area restrictions and Core Network type restriction.

	Security Information for CP
	As defined in TS 33.501 [15].

	Security Information for UP
	As defined in TS 33.501 [15].

	Allowed NSSAI
	Allowed NSSAI consisting of one or more S-NSSAIs for serving PLMN in the present Registration Area.

	Mapping Of Allowed NSSAI
	Mapping Of Allowed NSSAI is the mapping of each S-NSSAI of the Allowed NSSAI to the S-NSSAIs of the Subscribed S-NSSAIs.

	Network Slice Instance(s)
	The Network Slice Instances selected by 5GC for this UE.

	For each PDU Session level context:

	S-NSSAI(s)
	The S-NSSAI(s) associated to the PDU Session.

	DNN
	The associated DNN for the PDU Session.

	Network Slice Instance id
	The network Slice Instance information for the PDU Session

	PDU Session ID
	The identifier of the PDU Session.

	SMF Information
	The associated SMF identifier and SMF address for the PDU Session.

	Access Type
	The current access type for this PDU Session.

	EBI-ARP list
	The allocated EBI and associated ARP pairs for this PDU session.


* * * End of Changes * * * *
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6. E-UTRAN Attach               	Figure 5.3.2-1 in TS 23.401 [13]  		Steps 19 onwards
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6. UE Requested PDN Connectivity	Figure 5.10.2-1 in TS 23.401 [13]  		Steps 9 onwards
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