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Abstract of the contribution: This contribution proposes the inclusion of W-5GAN protocol stack agreed in study phase in TS 23.316 
* * * First Change all new text * * *
6 Control and User Plane Protocol Stacks
Editor’s note: this clause includes the protocol stack for W-5GAN.

6.1 General

This clause specifies the protocol stacks between 5G-RG FN-RG and 5GS entities for supporting W-5GAN.
6.2 Control Plane Protocol Stacks for W-5GAN
6.2.1 Control Plane Protocol Stacks between the 5G-RG and the 5GC
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Figure 6.2.1-1: Control Plane stack for W-5GAN for 5G-RG

The control plane protocol stack between 5G-RG and AMF is defined in figure 6.2.1-1. 
The specification of protocol stack, including the Access Stratum protocol for transport of NAS and AS parameters, between 5G-BRG and W-AGF below NAS for W-5GBAN is defined in BBF WT-456. 
Editor’s note: the protocol stack between 5G-RG and W-AGF for the layers below NAS need to be aligned to relevant specifications, when available.

Editor’s note: the reference to AS protocol for W-5GCAN is FFS.

For the 5G-RG connected via NG-RAN the protocol stack defined in TS 23.501 clause 8.2.2 applies with 5G-RG replacing the UE.
6.2.2 Control Plane Protocol Stacks between the FN-RG and the 5GC
Editor’s note: the protocol stack for FN-RG is FFS.

6.3 User Plane Protocol Stacks for W-5GAN

6.3.1 User Plane Protocol Stacks between the 5G-RG and the 5GC
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Figure 6.3.1-1: User Plane stack for W-5GAN for 5G-RG

The user plane protocol stack between 5G-RG and AMF is defined in figure 6.3.1-1. The specification of protocol stack including the Access Stratum protocol for transport of PDU layer packets and AS parameters, between 5G-BRG and W-AGF below PDU layer for W-5GBAN is defined in BBF WT-456 [x].
Editor’s note: the protocol stack between 5G-RG and W-AGF for the layers below PDU layer need to be aligned to relevant specifications, when available.

Editor’s note: the reference to AS protocol for W-5GCAN is FFS.

For the 5G-RG connected via NG-RAN the protocol stack defined in TS 23.501 clause 8.3.1 applies with 5G-RG replacing the UE.
6.3.2 User Plane Protocol Stacks between the FN-RG and the 5GC
Editor’s note: the protocol stack for FN-RG is FFS.

* * * End of Changes* * * *
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