1

3GPP TSG-SA WG2 Meeting #131
S2-1901866
25 February – 1 March, 2019, Santa Cruz - Tenerife, Spain
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	23.502
	CR
	1070
	rev
	-
	Current version:
	15.4.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Correction to EPS to 5GS mobility procedure without N26

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	SA2

	
	

	Work item code:
	5GS_Ph1
	
	Date:
	2019-02-19

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	During mobility from EPS to 5GS without N26, UE set “mobility registration” for single registration, and “initial registration” for dual registration. And, in step 5, it says if the registration type is “initial registration”(i.e. dual registration mode), the AMF indicate the UDM not to cancel location to old MME.

The above description is not totally correct. First, for single registration mode, when UE moves to 5GC, and send a Registration Request with “initial registration” and “moving from EPC indication”, according to step 5 of the procedure, the AMF will not indicate the UDM not to cancel location to old MME. Hence, the UDM will send cancel location to the old MME. It is possible that the old MME only delete the SGW resource but not the PGW resource per the Cancellation type type. If that, it means the PGW resource will be standalone. If the UE doest not move the related PDU Session to the 5G access, there are no way to delete the related resource at PGW-C+SMF. 
So it is proposed that for single registration without N26, the AMF shall also indicate the UDM not to cancel location to old MME. According the NOTE in step 5, the MME will trigger resource release in PGW-C+SMF when reachability timer reached.

	
	

	Summary of change:
	Correct that for registration type of both initial registration and mobility registration, the AMF shall indicate to HSS+UDM not to cancel location to old MME.

	
	

	Consequences if not approved:
	Resources related to PDN connections in EPS are not able to be deleted after mobility from EPS to 5GS and if UE does not request the PDU Session moved to 5G. 

	
	

	Clauses affected:
	4.11.2.3

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


***** 1st Change *****
4.11.2.3
EPS to 5GS Mobility

The following procedure is used by UEs in single-registration mode on idle mode mobility from EPS to 5GS.

In the case of network sharing the UE selects the target PLMN ID according to clause 5.18.3 of TS 23.501 [2].

This procedure is also used by UEs in dual-registration mode to perform registration in 5GS when the UE is also registered in EPC. The procedure is the General Registration procedure as captured in clause 4.2.2. Difference from that procedure are captured below.

The UE has one or more ongoing PDN connections including one or more EPS bearers. During the PDN connection establishment, the UE allocates the PDU Session ID and sends it to the PGW-C+SMF via PCO, as described in clause 4.11.1.1.
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Figure 4.11.2.3-1: Mobility procedure from EPS to 5GS without N26 interface
0.
The UE is attached in EPC as specified in clause 4.11.2.4.1.

1.
Step 1 in clause 4.2.2.2.2 (General Registration) with the following clarifications:


The UE indicates that it is moving from EPC. The UE in single registration mode provides the Registration type set to "mobility registration update", a 5G-GUTI mapped from the 4G-GUTI (see clause 5.17.2.2: 5G-GUTI mapped from 4G-GUTI) and a native 5G-GUTI (if available) as an Additional GUTI. The UE shall select the 5G-GUTI for the additional GUTI as follows, listed in decreasing order of preference:

-
a native 5G-GUTI assigned by the PLMN to which the UE is attempting to register, if available;

-
a native 5G-GUTI assigned by an equivalent PLMN to the PLMN to which the UE is attempting to register, if available;

-
a native 5G-GUTI assigned by any other PLMN, if available.


The UE in dual registration mode provides the Registration type set to "initial registration", and a native 5G-GUTI or SUPI. In single registration mode, the UE also includes at least the S-NSSAIs (with values for the Serving PLMN) associated with the established PDN connections in the Requested NSSAI in RRC Connection Establishment.
2.
Step 2 as in clause 4.2.2.2.

3.
Step 3 as in clause 4.2.2.2.2 (General Registration), with the following modifications:


If the Registration type is "mobility registration update" and the UE indicates that it is moving from EPC in Step 1, and the AMF is configured to support 5GS-EPS interworking procedure without N26 interface, the AMF treats this registration request as "initial Registration", and the AMF skips the PDU Session status synchronization.

NOTE 1:
The UE operating in single registration mode includes the PDU Session IDs corresponding to the PDN connections to the PDU Session status.


If the UE has provided a 5G-GUTI mapped from 4G-GUTI in Step 1 and the AMF is configured to support 5GS-EPS interworking procedure without N26 interface, the AMF does not perform Steps 4 and 5 in clause 4.2.2.2 (UE context transfer from the MME).

NOTE 2:
As the 5G-GUTI mapped from 4G-GUTI is unknown identity to the AMF, the AMF sends an Identity Request to the UE to request the SUCI. The UE responds with Identity Response (SUCI).

4.
Steps 6-13 as in clause 4.2.2.2.2 (General Registration).

5.
Step 14 as in clause 4.2.2.2.2 (General Registration), with the following modifications:


If the UE indicates that it is moving from EPC in Step 1 and AMF is configured to support 5GS-EPS interworking without N26 procedure, the AMF sends an Nudm_UECM_Registration Request message to the HSS+UDM indicating that registration of an MME at the HSS+UDM, if any, shall not be cancelled.  The HSS+UDM does not send cancel location to the old MME.

NOTE 3:
If the UE does not maintain registration in EPC, upon reachability time-out, the MME can implicitly detach the UE and release the possible remaining PDN connections in EPC.


The subscription profile the AMF receives from HSS+UDM includes the DNN/APN and PGW-C+SMF ID for each PDN connection established in EPC.

6.
Steps 15-20 as in clause 4.2.2.2.2 (General Registration).

7.
Step 21 as in clause 4.2.2.2.2 (General Registration) with the following modifications:


The AMF includes a " Interworking without N26" indicator to the UE.


If the UE had provided PDU Session Status information in Step 1, the AMF sets the PDU Session Status to not synchronized.

8.
Step 22 as in clause 4.2.2.2.2 (General Registration)

9.
UE requested PDU Session Establishment procedure as in clause 4.3.2.2.1.


If the UE had setup PDN Connections in EPC which it wants to transfer to 5GS and maintain the same IP address/prefix and the UE received "Interworking without N26" indicator in step 7, the UE performs the UE requested PDU Session Establishment Procedure as in clause 4.3.2.2 and sets the Request Type to "Existing PDU Session" or "Existing Emergency PDU Session" in Step 1 of the procedure. The UE provides a DNN, the PDU Session ID and S-NSSAI received from PGW-C+SMF corresponding to the existing PDN connection it wants to transfer from EPS to 5GS.


UEs in single-registration mode performs this step for each PDN connection immediately after the Step 8. UEs in dual-registration mode may perform this step any time after Step 8. Also, UEs in dual-registration mode may perform this step only for a subset of PDU Sessions. The AMF determines the S5/S8 interface of the PGW-C+SMF for the PDU Session based on the DNN received from the UE and the PGW-C+SMF ID in the subscription profile received from the HSS+UDM in Step 5 or when the HSS+UDM notifies the AMF for the new PGW-C+SMF ID in the updated subscription profile. The AMF queries the NRF in serving PLMN by issuing the Nnrf_NFDiscovery_Request including the FQDN for the S5/S8 interface of the PGW-C+SMF, and the NRF provides the IP address or FQDN of the N11/N16 interface of the PGW-C+SMF. The AMF invokes the Nsmf_PDUSession_CreateSMContext service with the SMF address provided by the NRF. The AMF includes the PDU Session ID to the request sent to the PGW-C+SMF.


The PGW-C+SMF uses the PDU Session ID to determine the correct PDU Session.

After Step 16a of Figure 4.3.2.2.1-1 in clause 4.3.2.2.1, user plane is switched from EPS to 5GS.

As specified clause 4.3.2.2, if the SMF has not yet registered for the PDU Session ID, then the SMF registers with the UDM using Nudm_UECM_Registration (SUPI, DNN, PDU Session ID), and if Session Management Subscription data for corresponding SUPI, DNN and S-NSSAI is not available, then SMF retrieves the Session Management Subscription data using Nudm_SDM_Get (SUPI, Session Management Subscription data, DNN, S-NSSAI) and subscribes to be notified when this subscription data is modified using Nudm_SDM_Subscribe (SUPI, Session Management Subscription data, DNN, S-NSSAI).
10.
The PGW-C+SMF performs release of the resources in EPC for the PDN connections(s) transferred to 5GS by performing the PDN GW initiated bearer deactivation procedure as defined in clause 5.4.4.1 of TS 23.401 [13], except the steps 4-7.

***** End of Changes *****
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5. AMF Registration in UDM   Figure 4.2.2.2.2-1  Step 14
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