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	Reason for change:
	NWDAF discovery and selection needs to be specified for an NF service consumer to be able to use NWDAF services.
As agreed during FS_eNA, the NWDAF will register its supported Analytic IDs for NF consumers to be able to discover the appropriate NWDAF.

Since NWDAF can be used for analytics provided to external AFs, GPSI or external group ID can be used to select NWDAF.


	
	

	Summary of change:
	Adding Requested Analytic ID, GPSI or External Group Identifier, and S-NSSAI as NWDAF selection criteria.


	
	

	Consequences if not approved:
	It is impossible to discover NWDAFs via NRF, and NWDAF selection functionality is not specified.
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FIRST CHANGE
6.3.x
NWDAF discovery and selection
Multiple instances of NWDAF may be deployed in a network.

The NF consumers shall utilize the NRF to discover the NWDAF instance(s) unless NWDAF information is available by other means, e.g. locally configured on NF consumers. The NWDAF selection function in NF consumers selects an NWDAF instance based on the available NWDAF instances.
The following factors may be considered by the NF consumer during the NWDAF selection:

-
Requested Analytic ID;

-
GPSI or External Group Identifier;
-
S-NSSAI.
Editor's note:
Whether other criteria need to be considered for NWDAF selection is FFS.
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