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Abstract of the contribution: 

The figure below shows additional scenario for FWA. 
· One CPE, which called as 5G-CPE in the figure and located in (or outside of) a building, connecting to NG-RAN.

· Several 5G-RG(s) connected to the CPE via wireline. 
· Non-5GC Capable UE(s), e.g. Phone, PC, PAD, TV, obtain the service via the 5G-RG. 
This architecture enable the 5G-RG(s) share resource of the CPE and don’t need to connect to NG-RAN by itself. 
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The additional scenario can be quickly supported via the existing mechanism that 5G-RG connect to NG-RAN and 5GC-UE connected to 5GC using IPSEC, with the difference shown as below:

· 5G-RG is replaced by 5G-CPE;

· 5GC-UE is replaced by 5G-RG;
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* * * First Change * * *
Annex B (informative):
FWA architecture that 5G-RG connected to 5GC via 5G-CPE
The FWA architecture that 5G-RG connected to 5GC via 5G-CPE is described in figure B-1.

The architecture that 5G-RG connected to 5GC via 5G-CPE is similar as the architecture described in clause 4.10 and annex A with the difference shown as below:

· Wireline access is not applicable to the architecture for 5G-CPE;

· 5G-RG in clause 4.10 and annex A is replaced by 5G-CPE in figure B-1;

· 5GC-UE in clause 4.10 and annex A is replaced by 5G-RG in figure B-1;

NOTE 1:
5GC-UE behind 5G-RG described in figure B-1 is not supported in this release.
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Figure B-1: Non-roaming architecture for 5G-RG connected to 5GC via 5G-CPE
* * * End of Changes* * * *
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