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1. Overall Description:

SA2 thanks RAN3 for their LS on N2 Mobility Request (R3-191138 / S2-1903073).

The procedure referred to as “N2 AMF Mobility” in TS 23.502 clause 4.2.2.2.2 is needed to support following case:

-
A UE has registered onto the network via Untrusted access (via N3IWF) and an AMF (referred to as the “old AMF”) has been selected possibly on a non-geographical / regional basis.

-
The UE acquires 3GPP connectivity and registers over NG-RAN; the NG-RAN selects (on a geographical / regional basis) another AMF (referred to as the “new AMF”).

-
As the UE has provided the GUTI corresponding to the old AMF in the registration request sent towards the new AMF, the new AMF can retrieve the UE context from the old AMF.
-
This retrieved UE context contains information for the NGAP association established between the N3IWF and the old AMF.
-
The new AMF creates an NGAP association related with the UE towards the N3IWF to which the UE is connected using the “N2 AMF Mobility” procedure. This “N2 AMF Mobility” procedure automatically moves the existing NGAP UE association between the old AMF and the N3IWF towards the new AMF. It releases the association between the N3IWF and the old AMF, but it does not release the connection between the N3IWF and the 5GC: if an on-going IMS Voice call was established via the N3IWF, this IMS Voice call is not disturbed. 

It is important not to break on-going UE services during this procedure.

SA2 has identified a couple of omissions in the existing specification text that have been corrected in the attached TS 23.502 CR1166. Support for Trusted non-3GPP access was added in TS 23.502 CR1167 (Rel-16).
Regarding the choice of the specific stage 3 NG-AP procedure that corresponds to the N2 AMF Mobility procedure in the stage 2 text (steps 18-19 in TS 23.502 Figure 4.2.2.2.2-1), SA2 is of the opinion that this decision is entirely in RAN3 scope. SA2 will align the used NGAP procedure name once specified by RAN3.
2. Actions:
To 3GPP RAN WG3:
ACTION: 
SA2 kindly asks RAN3 to take the feedback above into account.
3. Date of Next TSG-SA WG2 Meetings:
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