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* * * * First Change * * * * 

4.4.1.1.2
Policy/Parameter provisioning
The following information for V2X communications over PC5 reference point is provisioned to the UE:

1)
Authorization policy:
-
When the UE is "served by E-UTRAN":

-
PLMNs in which the UE is authorized to perform V2X communications over PC5 reference point.
-
When the UE is "not served by E-UTRAN":

-
Indicates whether the UE is authorized to perform V2X communications over PC5 reference point when "not served by E-UTRAN".
2)
Radio parameters for when the UE is "not served by E-UTRAN":

-
Includes the radio parameters with Geographical Area(s) and an indication of whether they are "operator managed" or "non-operator managed. These radio parameters (e.g. frequency bands) are defined in TS 36.331 [9]. The UE uses the radio parameters to perform V2X communications over PC5 reference point when "not served by E-UTRAN" only if the UE can reliably locate itself in the corresponding Geographical Area. Otherwise, the UE is not authorized to transmit.

NOTE 1:
Whether a frequency band is "operator managed" or "non-operator managed" in a given Geographical Area is defined by local regulations.

3)
Policy/parameters:

-
The mapping of Destination Layer-2 ID(s) and the V2X services, e.g. PSID or ITS-AIDs of the V2X application.
NOTE 2:
PLMN operators coordinate to make sure Destination Layer-2 ID(s) for different V2X services are configured in a consistent manner.
NOTE 3:
To pre-configure a UE with the provisioning parameters, at least the "not served by E-UTRAN" parameters of 1) and 2), and the parameters of 3) need to be included.

-
The mapping of ProSe Per-Packet Priority and packet delay budget for V2X communication (autonomous resources selection mode).

-
The list of V2X services, e.g. PSID or ITS-AIDs of the V2X applications, with Geographical Area(s) that require privacy support.

-
The mapping of service types (e.g. PSID or ITS-AIDs) to V2X frequencies (see TS 36.300 [10] for further information) with Geographical Area(s).

-
The mapping of service types (e.g. PSID or ITS-AIDs) to Tx Profiles (see TS 36.300 [10] for further information).

-
The list of V2X services, e.g. PSID or ITS-AIDs of the V2X applications, allowed to use a specific PPPR value.

4)
Policy/parameters for NR PC5:
-
Same as specified in TS 23.287 [30] clause 5.1.2.1 item 6) Policy/parameters when NR PC5 is selected.
Alternatively, the above parameters in 2) and 3) may be configured on the UE through the V1 reference point from the V2X Application Server. The V2X Control Function may also obtain these parameters through the V2 reference point from the V2X Application Server.

The parameters provisioned by the V2X Control Function take precedence over the configured parameters on the UE.

NOTE 4:
The V2 reference point procedure is not specified in this Release.

* * * * Second Change * * * * 

4.4.5.1a
QoS handling for V2X communication over NR PC5 reference point
The QoS handling for V2X communication over NR PC5 reference point as defined in TS 23.287 [30] clause 5.4 is applied.
* * * * Third Change * * * * 

4.4.6
Subscription to V2X services

The user's profile in the HSS contains the subscription information to give the user permission to use V2X services.

At any time, the operator can remove the UE subscription rights for V2X services from user's profile in the HSS, and revoke the user's permission to use V2X services.

The following subscription information is defined for V2X services:

a)
whether the UE is authorized to perform V2X communication over PC5 reference point as Vehicle UE, Pedestrian UE, or both.

b)
UE-PC5-AMBR for V2X communication over PC5 reference point.

c)
the list of the PLMNs where the UE is authorized to perform V2X communication over PC5 reference point.
d)
PC5 QoS parameters for V2X communication over NR PC5 reference point as defined in TS 23.287 [30] clause 5.4.2.
The HSS provides a), b) and d) to MME as subscription information and the MME provides a), b) and d) to eNB as part of the UE context information.

The HSS provides c) to V2X Control Function.
* * * * Fourth Change * * * * 

5.5.x
Support of V2X communication over NR PC5 reference point
To support V2X communication over NR PC5 reference point, the EPC procedures described in clauses 5.5.1 to 5.5.7 are applied with the following differences:

-
The PC5 QoS parameters may be included in the S1-AP Initial Context Setup Request, S1-AP Handover Request, S1-AP UE Context Modification Request, X2-AP Handover Request, and Path Switch Request Acknowledge messages.
* * * * End of Changes * * * * 

[image: image1.png]


[image: image2.png]



