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FIRST CHANGE

4.X Support of slicing
Slicing as defined in TS 23.501[2]  is supported with following clarifications and modifications:
· 5G-RG may receive USRP rules mapping application flows to S-NSSAI (and other 5GC related parameters). For 5G-RG, the detection of application flows may refer to traffic from devices within the customer premises. 
[bookmark: _GoBack]NOTE:	In this case, even though an URSP rule refers to the IP PDU Session type, Non-IP Traffic descriptors e.g. layer 2 related Traffic descriptors can be used to identify application flows.
· For 5G-RG access over 3GPP access (FWA), slicing is supported as described in TS 23.501[2],  
· For 5G-RG access over Wireline, the Wireline access is assumed to be able to carry slicing information in W-CP together with NAS signalling between the 5G-RG and the W-AGF,
· The W-AGF shall support the same requirements for AMF selection based on slicing request from the UE than defined for N3IWF / TNGF in TS 23.501 [2] clause 15.


NEXT CHANGE (2)
[bookmark: _Toc11154926]7.6.1	General
This clause includes the differences for 5G-RG comparing to TS 23.502 [3] clause 4.9. 
Handover procedures in this clause are not supported for FN-RG. SRVCC is not applicable to RG.



NEXT CHANGE (3)


[bookmark: _Toc11154832]4.2.1	Network selection
In the case of 5G-RG connected via W-5GAN the PLMN selection specification defined in TS 22.011 [25] and in TS 23.122 [26] is not applicable. The HPLMN is implicitly selected by wired physical connectivity between 5G-RG and W-AGF.
NOTE 1:	The 5G-RG can only connected to a single physical wired access W-5GAN to a W-AGF configured at line provision by operator, in addition none PLMN information is advertised by AS protocols in W-5GAN, since this the Network selection feature is not supported.
The roaming scenario is not supported in this Release.
In the case of 5G-RG connected via FWA the speciation defined in TS 23.501 [2] clause 5.2.2 applies with the following differences:
-	The TS 22.011 [25] and in TS 23.122 [26] specification applies with UE is replaced by 5G-RG.


NEXT CHANGE (4)


NEXT CHANGE (5)


END OF CHANGES
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