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Abstract of the contribution: This contribution proposes architecture assumption for FS_enh_EC in TR 23.748. 
1. Proposal

This contribution proposes architecture assumption for FS_enh_EC in TR 23.748.
* * * Start of changes * * * *

3
Definitions of terms and abbreviations
3.1
Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Edge Application Server: An Application Server resident in the Edge Hosting Environment.
Edge Hosting Environment: An environment providing support required for Edge Application Server's execution.
NOTE: The above terminologies are same as those used in TR 23.758[x].
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
EAS
Edge Application Server
4
Architecture Assumptions and Principles

4.x Architecture Assumptions
The following architecture figures show 5GS and Edge Application Servers hosted in Edge Hosting Environment.
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Figure 4.1: Accessing Edge Application Server with UL CL/BP
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Figure 4.2: Accessing Edge Application Server without UL CL/BP

NOTE: The Edge Enabler Server and the Edge Application Server described in TR23.758 [X] can act as an AF. The application layer interactions over user plane between the UE and these functions is out of scope of this study.
* * * End of changes * * * *
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