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Abstract of the contribution: This contribution proposes working assumption for 5G ProSe.
1. Discussion
This contribution proposes the architecture requirements and assumptions for 5G ProSe. The working assumption includes the following aspects. 
· System Architecture: eV2X already specifies the system architecture for control of PC5 communication, for widening eco-system usage point of view, it is beneficial to reuse the eV2X architecture for ProSe. 
· Supported RAT on Uu and PC5 interface: In this release, only NG-RAN i.e. NR-RAN and E-UTRAN connected to 5GC is considered, non-3GPP AN is not considered.
· Supported PDU type: In this release, the target PDU type is IP type, for Ethernet and Unstructured PDU type, there is no specific work. However, that does not preclude the solutions for IP type are also used for Ethernet and Unstructured PDU type if applicable.
2. Proposal

It is proposed to include the following key issue in TR 23.752.
* * * Start of change * * * 

4
Architectural Requirements and Assumptions
4.x
Architectural Requirements 

Editor’s Note: This clause will document any architectural requirements for FS_5G_ProSe.
In order to satisfy the normative stage-1 general requirements in TS 22.287 [x] and TS 22.261 [y] and 22.115[z], the system shall:

-
enable the direct discovery of the ProSe-enabled UE by other ProSe-enabled UEs within the same PLMNs or different PLMNs, including in coverage and out of coverage;
NOTE: this needs to be resolved by RAN.
-
enable the ProSe communication and seamless service continuity when switching user traffic between Uu path and PC5 path of the ProSe-enabled UEs, including in coverage and out of coverage;
-
enable QoS support on PC5;

-
enable the operators (HPLMN or VPLMN) charging for the utilization of the ProSe functionality.
-
enable UE-to-Network relay functionality;

-
enable UE-to-UE relay functionality;
4.y
Architectural Assumptions

4.y.1
General
Editor’s Note: This clause will document any architectural assumptions for FS_5G_ProSe.
-
Architecture reference models defined in TS 23.287 [x] (i.e. PC5 based eV2X architecture reference model) are used as reference architecture for supporting ProSe in 5GS. 
-
Architecture reference modes defined in TS23.501[x1] are used as basis architecture for supporting ProSe in 5GS.
-
Group management is handled by application layer which is out of this document.
-
NG-RAN is considered; non-3GPP AN is not considered in the release.

-
NR based PC5 is considered. 

4.y.2
Reference architecture model
V2X architecture as defined in TS 23.287 [xx] will be used as baseline.







* * * End of changes * * * 
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