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Discussion
The GST in NG.116 defines the following parameter:
3.4.25 Simultaneous use of the network slice
This attribute describes whether a network slice can be simultaneously used with other network slices.
	Parameters
	

	Value
	Integer

	Measurement unit
	NA

	Example
	0: Can be used with any network slice
1: Can be used with network slices with same SST value
2: Can be used with any network slice with same SD value
3: Cannot be used with another network slice
4-15: operator defined class

	Tags
	Character attribute / Functional



	Attribute Presence
	

	Mandatory
	

	Conditional
	

	Optional
	X


1. : - Simultaneous NS Table
It should be noted that this attribute is not implying anything about the expected deployment-level isolation of a Network Slice from another Network Slice or class of Network Slices, which is addressed by deploying Network Slice. For that aspect a separate attribute is defined in NG.116. this attribute is related to policies of simultaneous use of network slices that need to be supported in the 3GPP system end to end.

Proposal
It is proposed the following text is added to TR 23.700-40
Proposed Text
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5.X.1	General description
One of the attributes in the GST documented in GSMA 5GJA NG.116[x] is the following:

	
Simultaneous use of the network slice
This attribute describes whether a network slice can be simultaneously used with other network slices.
	Parameters
	

	Value
	Integer

	Measurement unit
	NA

	Example
	0: Can be used with any network slice
1: Can be used with network slices with same SST value
2: Can be used with any network slice with same SD value
3: Cannot be used with another network slice
4-15: operator defined class

	Tags
	Character attribute / Functional






3GPP Rel-15 and Rel-16 specifications do not allow to enforce the constraints related to simultaneous usage of Network Slices, as defined in this attribute.
This key issue will study:
1) How to enforce the constraints related to simultaneous usage of Network Slices in the UE and in the network, both in roaming and non-roaming scenarios.
2) How to ensure that the identified enforcement solution does not negatively impact the network operations of Rel-15 and Rel-16 5GS deployments.
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