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	Reason for change:
	Handover procedures between 3GPP and trusted non-3GPP access are missing in clause 4.9.

	
	

	Summary of change:
	Add a new clause 4.9.x for “Handover of a PDU Session procedure between 3GPP and trusted non-3GPP access”.

	
	

	Consequences if not approved:
	If handover procedures between 3GPP and trusted non-3GPP access are missing, the specification is incomplete.
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[bookmark: _Toc20204045][bookmark: _Toc27894732][bookmark: _Toc36191799]4.9.x	Handover of a PDU Session procedure between 3GPP and trusted non-3GPP access
[bookmark: _Toc27894733][bookmark: _Toc36191800][bookmark: _Toc20204046]4.9.x.1	General
Clause 4.9.x defines the procedures to support hand over a PDU Session between 3GPP access and trusted non-3GPP access by describing the differences compared to the defined procedures in clause 4.9.2.

[bookmark: _Toc27894734][bookmark: _Toc36191801]4.9.x.2	Handover of a PDU Session procedure from trusted non-3GPP to 3GPP access (non-roaming and roaming with local breakout)
The handover of a PDU Session procedure from trusted non-3GPP to 3GPP access (non-roaming and roaming with local breakout) shall be supported as specified in clause 4.9.2.1 for the handover from untrusted non-3GPP to 3GPP (non-roaming and roaming with local breakout) access with the following modifications:
-	The untrusted non-3GPP access is substituted by a trusted non-3GPP access point (TNAP).
-	The N3IWF is substituted by the TNGF.
[bookmark: _Toc20204047][bookmark: _Toc27894735][bookmark: _Toc36191802]4.9.x.3	Handover of a PDU Session procedure from 3GPP to trusted non-3GPP access (non-roaming and roaming with local breakout)
The handover of a PDU Session procedure from 3GPP to trusted non-3GPP access (non-roaming and roaming with local breakout) shall be supported as specified in clause 4.9.2.2 for the handover from 3GPP to untrusted non-3GPP access (non-roaming and roaming with local breakout) with the following modifications:
-	The untrusted non-3GPP access is substituted by a trusted non-3GPP access point (TNAP).
-	The N3IWF is substituted by the TNGF.
-	The PDU Session is activated in step 2 as specified in clause 4.12a.5.
[bookmark: _Toc20204048][bookmark: _Toc27894736][bookmark: _Toc36191803]4.9.x.4	Handover of a PDU Session procedure from trusted non-3GPP to 3GPP access (home routed roaming)
The handover of a PDU Session procedure from trusted non-3GPP to 3GPP access (home routed roaming) shall be supported as specified in clause 4.9.2.3.1 for the handover from untrusted non-3GPP to 3GPP access (home routed roaming) with the following modifications:
-	The untrusted non-3GPP access is substituted by a trusted non-3GPP access point (TNAP).
-	The N3IWF is substituted by the TNGF.
[bookmark: _Toc20204051][bookmark: _Toc27894739][bookmark: _Toc36191806]4.9.x.5	Handover of a PDU Session procedure from 3GPP to trusted non-3GPP access (home routed roaming)
The handover of a PDU Session procedure from 3GPP to trusted non-3GPP access (home routed roaming) shall be supported as specified in clause 4.9.2.4.1 for the handover from 3GPP to untrusted non-3GPP access (home routed roaming) with the following modifications:
-	The untrusted non-3GPP access is substituted by a trusted non-3GPP access point (TNAP).
-	The N3IWF is substituted by the TNGF.
-	The PDU Session is activated in step 2 as specified in clause 4.12a.5.
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