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1. Proposal

It is proposed to agree the text added to TR 23.700-20
*****************************************START of CHANGE **********************************************

6.12.3
Procedures

There are two phase for the u-plane handling.

Phase-1: receiving phase:
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Figure 6.12.3-1: receiving phase
As shown in the figure 6.12.3-1, when the downlink or uplink data is received, it is forwarded to Forwarding process in the NW-TT.

-
When the UPF receives the uplink traffic from PDU session for TSC, it forward to the FP/NW-TT.

-
When the NW-TT receives the downlink packet from N6/DN, it forward to FP.
Phase-2: forwarding phase:
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Figure 6.12.3-2: Forwarding phase
As shown in the figure 6.12.3-2, the FP decides how to forward the packet according to port map in the forward rule (i.e. static filter entry).

-
If the packet matches the port of NW-TT, the FP forwards the packet to the Port of NW-TT;

-
Otherwise, the FP forwards the packet to the UPF. The UPF uses the N4 rules, e.g., PDR/FAR/QER/URR to handle the packet to the related PDU session.
-
When receives the UL packets with unknown destinations address, the packet is sent to all NW-TT ports.
-
The Packet replication and detection carry on information defined for VN is used for packet replication and preventing UPF from sending the packets back to the source.



NOTE:
static filter entry is used by NW-TT to select the egress NW-TT port for packet delivery.
6.12.4
Impacts on services, entities and interfaces


NW-TT: support the Forwarding process.
*******************************************End of CHANGE **********************************************
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